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MAINTENANCE OF TRAFFIC

STAGE 2

ILLINOIS RTE. 29

1" = 50’ R.A.H.

J.M.M.

1613+00 1643+00

203

MAINTENANCE OF TRAFFIC STAGE 2: IL. RTE. 29 - STA. 1613+00 TO STA. 1643+00

58
9.

06

58
9.

25
2
’ 

X
 2

’ 
B

O
X

58
8.

01

58
8.

24
2
’ 

S
T

E
E

L

ABANDONED R.R.

ABANDONED R.R.

050’ 100’

SCALE: 1" = 50’

50

 LEGEND 

DRUM WITH STEADY BURNING

MONODIRECTIONAL LIGHT
 

 

 CONSTRUCTION SIGN

 

 

 VERTICAL PANEL

 

 

TEMPORARY DRAINAGE PATH

 

 

PERMANENT DRAINAGE PATH

 

 

EXISTING R.O.W.

EXISTING R.O.W.

EXISTING R.O.W.

EXISTING R.O.W.

PROPOSED ~ IL. RTE. 29

PROPOSED R.O.W. & A/C PROPOSED R.O.W. & A/C PROPOSED R.O.W. & A/C

EXISTING R.O.W. & PROPOSED A/C

DIRECTION OF TRAFFIC FLOW

 

 

TYPE III BARRICADE

 

 

WORK ZONE (STAGE AS SPECIFIED)

 

 

TEMPORARY PAVEMENT

 

 

WORK ZONE EARTHWORK AND

DRAINAGE ACTIVITIES ONLY

(STAGE AS SPECIFIED)

 

COMPLETED STAGE

12’ LANE

12’ LANE 12’ LANE

12’ LANE

12’ LANE

12’ LANE 12’ LANE

12’ LANE

6

PROPOSED GRADING AND DRAINAGE ACTIVITIES

WITHIN 15’ OF THE EXISTING EDGE OF PAVEMENT

SHALL BE CONSTRUCTED UNDER TRAFFIC CONTROL

STANDARD 701006. STANDARD 701006 SHALL BE

INCLUDED IN THE COST FOR TRAFFIC CONTROL -

STAGE II, LUMP SUM 

PROP. \ BIKE PATH

GRADING & SHAPING
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CONSTRUCT PERMANENT

CULVERT STAGE 2

(SEE DRAINAGE PLANS)

GRADE TO DRAIN TO EXISTING CULVERT

STA 1623+50 +/-, INVERT 589.25

(COST INCLUDED IN EARTH EXCAVATION)

CONC W/BIT OVERLAY

ILL 29

 1615+00  1620+00  1625+00

 1615+00

 1620+00

 1625+00

CULVERT CONSTRUCTION

STAGE LINE 50.0’ LT.

INV. ELEV. 588.72

GRADE TO DRAIN FROM PROPOSED TEMPORARY

CULVERT TO EXISTING CULVERT (COST INCLUDED

IN TEMPORARY CULVERT CONSTRUCTION)

GRADE TO DRAIN FROM PROPOSED

PERMANENT CULVERT AND PROPOSED

TEMPORARY DITCH TO PROPOSED

TEMPORARY CULVERT (COST INCLUDED

IN TEMPORARY CULVERT CONSTRUCTION)

PIPE CULVERT, CLASS D, TYPE 2, 24" (TEMPORARY)

67.51 L.F. @ 0.08%, CONSTRUCTED STAGE 2

U.S.F.L. = 587.34, STA. 1627+35.00, 89.11’ LT.

D.S.F.L. = 587.30, STA. 1627+35.00, 156.62’ LT.

(OFF-PEAK HOURS CONSTRUCTION, CONSTRUCT

UNDER TRAFFIC CONTROL STANDARD 701206)

CUT HOLE IN EMBANKMENT TO DRAIN TEMPORARY CULVERT

CONSTRUCT PARTIAL

PERMANENT CULVERT STAGE 2

(SEE DRAINAGE PLANS)

CLASS D PATCH, TYPE II, 10"

2 STAGES

2 @ 7.31 SQ. YD. EACH

30.58 CU. YD. TRENCH BACKFILL

SIGN PANEL/BARRICADE & POST ASSEMBLY (INCLUDED IN THE 

COST FOR TRAFFIC CONTROL & PROTECTION (SPECIAL), LUMP SUM
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ABANDONED R.R.
ABANDONED R.R.

15" CMP

18" CMP

050’ 100’

SCALE: 1" = 50’

50

EXISTING R.O.W.
EXISTING R.O.W.

EXISTING R.O.W.

PROPOSED ~ IL. RTE. 29
PROPOSED R.O.W. & A/C

PROPOSED R.O.W. & A/C

12’ LANE

12’ LANE

12’ LANE

12’ LANE

12’ LANE

12’ LANE

12’ LANE

12’ LANE

6

PROPOSED R.O.W. & A/C

PROPOSED R.O.W. & A/C

PROPOSED R.O.W. & A/C

PROPOSED R.O.W. & A/C

CONSTRUCT PARTIAL PERMANENT

CULVERT STAGE 2

(SEE DRAINAGE PLANS)

PROP. \ BIKE PATH

GRADING & SHAPING

CONC W/BIT OVERLAY

ILL 29

 1630+00
 1635+00

 1640+00

 1630+00
 1635+00

 1640+00

TEMPORARY CULVERT (COST INCLUDED

IN TEMPORARY CULVERT CONSTRUCTION)

CULVERT CONSTRUCTION STAGE LINE

21.97’ LT, INV. ELEV. 588.95

GRADE TO DRAIN TO PROPOSED

TEMPORARY DITCH

ALLOWED WHEN PAVING IL. RTE. 29 ACROSS TR 63/74.  THIS CLOSURE SHALL BE
LIMITED TO THE CURE TIME FOR THE BITUMINOUS LIFT PLACED.  ALL TRAFFIC
CONTROL REQUIRED FOR THE PAVEMENT CONSTRUCTION WILL BE INCLUDED
IN TRAFFIC CONTROL - STAGE II, LUMP SUM.  ADDITIONAL AGGREGATE AND
MAINTENANCE REQUIRED TO KEEP TR 63/74 OPEN TO TRAFFIC SHALL BE
CONSIDERED INCLUDED IN THE COST OF THE VARIOUS BITUMINOUS
ITEMS INVOLVED.

PERMANENT CULVERT

CONSTRUCTED STAGE 1

PERMANENT DITCH

CONSTRUCTED STAGE 1

STA. 1640+00 TO STA. 1655+00

PROPOSED GRADING AND DRAINAGE ACTIVITIES

WITHIN 15’ OF THE EXISTING EDGE OF PAVEMENT

SHALL BE CONSTRUCTED UNDER TRAFFIC CONTROL

STANDARD 701006. STANDARD 701006 SHALL BE

INCLUDED IN THE COST FOR TRAFFIC CONTROL &

PROTECTION (SPECIAL), LUMP SUM.

TEMPORARY CULVERT

CONSTRUCTED STAGE 1
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