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CONTINUE ACROSS INTERSECTION
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5 1/2 "

2"
2"

st

st

rd

NOTE: THE FIRST LIFT OF BITUMINOUS ON SIDEROAD

MUST BE PLACED BEFORE PLACING 3   LIFT OF

BITUMINOUS ON MAINLINE.
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16’-8" 16’-8"

WEDGE TRANSITION

5"

5"

THRU LANE EOP

MAINLINE IL 29

2"

14’-2" AGGREGATE TAPER

N.T.S.

BITUMINOUS LIFTS FOR 13 3/4 "

FULL DEPTH BITUMINOUS

PAVEMENT

40:1 TRANS. MAX.

9 1/2 " FULL

DEPTH PAVEMENT

N.T.S.

40:1 TRANSITION MAX.
40:1 TRANSITION MAX.

   SIDEROAD BITUMINOUS/A-3 SURFACE STAGED CONSTRUCTION TRANSITION   

   MAINLINE/SIDEROAD STAGED CONSTRUCTION TRANSITION   

st

nd

9 1/2 " FULL DEPTH 

BIT. PAVEMENT

MAINTENANCE OF TRAFFIC

DETAILS

ILLINOIS RTE. 29

477

MAINTENANCE OF TRAFFIC DETAILS: IL. RTE. 29

PLACE TEMPORARY AGGREGATE TO MAINTAIN SIDEROAD

TRAFFIC AFTER 2   LIFT OF MAINLINE BITUMINOUS IS PLACED.

REMOVE PRIOR TO PLACING 1   LIFT OF BITUMINOUS IN SIDEROAD.

COST OF THIS WORK SHALL BE INCLUDED IN BITUMINOUS 

PAVEMENT, 13 3/4 "

1:40 TRANSITION

10" AGGREGARTE BASE

COURSE, TYPE A, 10"

THIS MATERIAL SHALL MEET THE REQUIREMENTS FOR AGGREGATE BASE COURSE.

AGGREGATE AND MAINTENANCE REQUIRED TO MAINTAIN TRAFFIC INCLUDED IN THE

COST OF THE VARIOUS ITEMS INVOLVED.

5 1/2 ’ LIMIT OF SUBBASE

(4’ SHLD + 1 1/2 ’)

AGGREGATE BASE COURSE, 

TYPE A, 10"

W/A-3 SURFACE TREATMENT

USE AGGREGATE BASE COURSE, TYPE A, 12" INSTEAD

OF LIME THROUGH LIMITS OF INTERSECTIONS

MAINTENANCE OF AGGREGATE BASE COURSE INCLUDED IN COST

FOR BITUMINOUS PAVEMENT 13 3/4 "

10" AGGREGATE BASE

COURSE, TYPE A, 10"

PLACE ADDITIONAL AGGREGATE TO MAINTAIN 10"

AGGREGATE BASE THICKNESS FOR STAGED TRAFFIC

RAMP AGGREGATE BASE COURSE, TYPE A, 10" FOR TRAFFIC STAGING

PLACE AGGREGATE WEDGE TO MAINTAIN TRAFFIC

REMOVE & STOCKPILE FOR FIRST LIFT OF BITUMINOUS ON SIDEROAD.

USE TO COMPLETE AGGREGATE BASE COURSE, TYPE A, 10" AS

SIDEROAD CONCURRENT WITH FINAL

2 LIFTS OF SIDEROAD PAVING.

RAMP TOP OF PROPOSED AGGREGATE BASE COURSE TO MEET BOTTOM

OF PROPOSED MAINLINE WEDGE UNTIL 1   LIFT OF BITUMINOUS

IS PLACED ON MAINLINE.  FINISH AGGREGATE BASE COURSE,

TYPE A, 10" AFTER 1   OF MAINLINE BITUMINOUS IS PLACED.

* SANGAMON AND CHRISTIAN
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