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**
PLACED ONLY WHERE P.C.C. MEDIAN IS PROPOSED.

PROPOSED SUB-BASE GRANULAR MATERIAL TO BE

13 G 15 3 7

B1 A E

8" 7 9 10"10"

STA. 107+36 TO STA. 107+98

STA. 102+99 TO STA. 107+36

STA. 101+24 TO STA. 102+99

STA. 88+46 TO STA. 93+06

STA. 86+92 TO STA. 88+46

NO MEDIAN

CONCRETE MEDIAN

GRASS MEDIAN

CONCRETE MEDIAN

GRASS MEDIAN

ROTATE 180°

STA. 108+15 TO STA. 114+98 LEFT

STA. 108+60 TO STA. 114+98 RIGHT

1.5%
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**
PLACED ONLY WHERE P.C.C. MEDIAN IS PROPOSED.

PROPOSED SUB-BASE GRANULAR MATERIAL TO BE
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GRASS MEDIAN

GRASS MEDIAN

VARIABLE

         (EX CONSTRUCTION)

~ IL RTE. 104
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ITEM

DEPTH OF

BASIC ITEM CALLOUT

3"

3" 1 1/4"3" 1 1/4"

1 1/4"3" 1 1/4"

B1 A E

TYPICAL #10

TYPICAL #11

B1 A EB1 A E

B1 A EB1 A E

K

EXISTING LEGEND PROPOSED LEGEND

1

3

7

9

12

13

15 STABILIZED SUB-BASE MATERIAL, 4"

COMBINATION CONCRETE CURB & GUTTER, TYPE M 6.06

P.C.C. MEDIAN OR EARTHEN MEDIAN

STABILIZED SHOULDERS

BITUMINOUS CONCRETE SURFACE COURSE

P.C.C. BASE COURSE

P.C.C. PAVEMENT

**

**

SURFACE REMOVAL

PROPOSED MEDIAN

GUTTER REMOVAL

PROPOSED CURB &

MATERIAL FILL

PROPOSED EARTHEN

SURFACE REMOVAL

PROPOSED MEDIAN

GUTTER REMOVAL

PROPOSED CURB &

MATERIAL FILL

PROPOSED EARTHEN

K

J

I

G

E

B1

A

PAVEMENT MARKING - LINE 5"

P.C.C. MEDIAN SURFACE, 4" OR EARTHEN MEDIAN

SUB-BASE GRANULAR MATERIAL, 4" TYPE B

COMBINATION CONCRETE CURB & GUTTER, TYPE M 6.06

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N90, 1 1/2"

HOT-MIX ASPHALT SURFACE REMOVAL, 2"

LEVELING BINDER (MACHINE METHOD), N90, 1"


