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TEMPORARY DITCH CHECKS28000305 50 FT
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ENDS SHALL BE TIED INTO SLOPES.

STONE DUMPED RIPRAP DITCH CHECK

& VAR.

(2’-0")

0.6 m

SEE NOTE 1

0.900m (3’-0") MIN.
(1’-0")

0.3 m

150mm (6") EMBEDMENT
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& VAR.

(2’-0")

0.6 m

(1’-0")

0.3 m

PLAN

ELEVATION

2’ TYP.

DITCH CHECK

EXTRUDING RIPRAP

OPTION 1

(EXTRUDING DITCH CHECK)

ELEVATION

OPTION 2

(FLUSH DITCH CHECK)

AS DIRECTED BY THE ENGINEER)

(TYPICAL & OPTIONS 1 & 2

 W/O RIPRAP DITCH LINING

RECOMMENDED FOR AREAS

W/ RIPRAP DITCH LINING

RECOMMENDED FOR AREAS

TYP.

(1’-6")

0.450 m

RR3

3’ TYP.

PLAN

DITCH CHECK

FLUSH RIPRAP

(18" DEPTH)

SEDIMENT BASIN

8’ TYP.

SPACING SHOULD BE DOUBLED.

TEMPORARY DITCH CHECKS AS SHOWN ON THE FOLLOWING PLAN SHEETS, THE

IF THE ENGINEER ELECTS TO UTILIZE FLUSH RIPRAP DITCH CHECKS IN LIEU OF

THE CONTRACTOR SHALL INSTALL DITCH CHECKS AS DIRECTED BY THE ENGINEER.
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RIPRAP.

AVOID ERODING AROUND THE EDGES OF THE

SLOPES TO ALLOW 1’-0" OVERTOPPING TO

RIPRAP SHALL EXTEND FAR ENOUGH UP THE

        on Standard 280001, and as directed by the Engineer.

        All items shall be constructed as shown on this sheet,

 GENERAL NOTES: 

34’ RT

566+00

34’ RT

568+50

(2 AT 12.5’ EACH)

STA. 566+00, STA. 568+00

TEMPORARY DITCH CHECK

920 FTPERIMETER EROSION BARRIER28000400

TOTAL = 460 FT 

BARRIER

TEMPORARY EROSION PERIMETER


