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SHEET  2 OF  3 SHEETS STA.          TO STA.           

STA. 68+75.86 TO 71+41.19 (BK)
IL 16

STA. 698+06.58 TO 651+50.00
IL 16

4’-0"VARIABLE 11’-0" TO 25’-0"

VARIABLE 44’-0" TO 22’-0"

VARIABLE4’-0"

4.0% 1.5% 1.5% 4.0%

6 7 5 1 2 4

11’-0"

9’-0"9’-0" 3’-0"2’-0"3’-0" 2’-0"

17

3 3 49

11

9 11

3’-0"

17

3-0"

3’-0" 3’-0"

14

15

16

14

15

16

1.5% 1.5% 4.0%4.0%

EXISTING SUBBASE - 4"

EXISTING PCC PAVEMENT - 8"

EXISTING 18’ PCC PAVEMENT(9-6-9) WITH 8’ CONCRETE WIDENING

EXISTING BITUMINOUS OVERLAY - 6"

EXISTING TIE BAR (SEE STANDARD 420001-02)

EXISTING SUBBASE GRANULAR MATERIAL, TYPE B - 4"

EXISTING PCC BASE COURSE WIDENING - 12"

EXISTING PCC BASE COURSE 12"

EXISTING BITUMINOUS SHOULDERS

EXISTING BITUMINOUS SHOULDERS - 12"

EXISTING AGGREGATE SHOULDERS, TYPE A

2

1

3

4

5

6

7

8

9

10

11

12

13 EXISTING PCC BASE COURSE WIDENING - 9"

EXISTING BITUMINOUS OVERLAY - 7"

10 10

1" TYP.

1" TYP.

1" TYP.

1" TYP.

17

14

15

16

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL (3/4")

PROPOSED LEVELING BINDER (MACHINE METHOD), N70 (3/4")

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX D, N70 (1�")

PROPOSED AGGREGATE SHOULDERS, TYPE B

18 PROPOSED PAVEMENT MARKING

18

18

18

18


