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Add Backplate

Signal Head

Relocate Traffic

Signal Equipment

Remove Existing Traffic

Signal  Head

Proposed Traffic

64’-PVC-4"

Signal Equipment

Remove Existing Traffic

Signal  Head

Proposed Traffic

Add Backplate

Handhole

Drill Existing

36’ Ex. Conduit-4"

Sta 266+31 11’ Rt

Proposed Handhole
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14’ Post

Conc. Fdn. Ty. A

Sta 266+31 0’ Rt

ITEM QUANTITYUNIT

Signal Head

Relocate Traffic

Signal Equipment

Remove Existing Traffic

Concrete Foundation

Remove Existing

120’ Ex. Conduit-2 1/2"

Handhole

Drill Existing

US 36 & AIRPORT PLAZA

BILL OF MATERIALS

Backplate

Add

7
A
ir

p
o
r
t
 

P
la

z
a

US RTE 36

NOTE:

CENTER EACH HEAD IN THE CENTER OF ITS RESPECTIVE TRAVEL LANE.

THE INTENT OF THE RELOCATION OF THE TRAFFIC SIGNAL HEADS, IS TO

10’-PVC-1 1/2"

16’-PVC-1 1/2"
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INTERSECTION US 36 & AIRPORT PLAZA

     TRAFFIC SIGNAL LAYOUT    
              

              

              

              

   

   

        

   

SHEET  12 OF 12 SHEETS STA.          TO STA.           

*

*
*SEE SHEET 23

"LEFT TURN SIGNAL" SIGN

REMOVE EXISTING CONCRETE FOUNDATION

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

MODIFY EXISTING CONTROLLER CABINET

RELOCATING EXISTING SIGNAL HEAD

TRAFFIC SIGNAL BACKPLATE, LOUVERED, FORMED PLASTIC

SIGNAL HEAD, POLYCARBONATE, LED, 1-FACE, 3-SECTION, BRAKET MOUNTED

DRILL EXISTING HANDHOLE

CONCRETE FOUNDATION, TYPE E 36-INCH DIAMETER

CONCRETE FOUNDATION, TYPE A

STEEL MAST ARM ASSEMBLY AND POLE 38 FT

TRAFFIC SIGNAL POST, ALUMINUM, 14 FT.

ELECTRIC CABLE IN CONDUIT, SIGNAL, NO. 14 5C

HANDHOLE

UNDERGROUND CONDUIT, PVC 4"

UNDERGROUND CONDUIT, PVC, 1 1/2"

SIGN PANEL-TYPE 1
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