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NORTH

PHASE 1 - RW 9/27 CLOSED (DAY AND NIGHT)

        RW 18/36 OPEN (DAY AND NIGHT)

DURATION:

- 22 CALENDAR DAYS

MAJOR WORK ITEMS:

- REMOVE PAVEMENT MARKINGS

- SURFACE PREPARATION AND PAVEMENT MARKING PLACEMENT

SAFETY REQUIREMENTS:

- PLACE AND MAINTAIN BARRICADES

- REMOVE BARRICADES

- PLACE AND MAINTAIN RUNWAY CLOSURE X'S

GENERAL SAFETY REQUIREMENTS:

- REFER TO ACCESS AND SAFETY NOTES ON DRAWING G1.03

PHASE 2 - RW 9/27 CLOSED (DAY AND NIGHT)

        RW 18/36 CLOSED (DAY AND NIGHT)

DURATION:

- 4 CALENDAR DAYS

MAJOR WORK ITEMS:

- SURFACE PREPARATION AND PAVEMENT MARKING PLACEMENT

SAFETY REQUIREMENTS:

- PLACE AND MAINTAIN RUNWAY CLOSURE X'S

GENERAL SAFETY REQUIREMENTS:

- REFER TO ACCESS AND SAFETY NOTES ON DRAWING G1.03

PHASE 3 - RW 9/27 OPEN (DAY AND NIGHT)

        RW 18/36 CLOSED (DAY AND NIGHT)

DURATION:

- 14 CALENDAR DAYS

MAJOR WORK ITEMS:

- REMOVE PAVEMENT MARKINGS

- SURFACE PREPARATION AND PAVEMENT MARKING PLACEMENT

SAFETY REQUIREMENTS:

- PLACE AND MAINTAIN BARRICADES

- REMOVE BARRICADES

- PLACE AND MAINTAIN RUNWAY CLOSURE X'S

GENERAL SAFETY REQUIREMENTS:

- REFER TO ACCESS AND SAFETY NOTES ON DRAWING G1.03

THRESHOLD LOCATION TABLE

RUNWAY

THRESHOLD

LATITUDE LONGITUDE ELEVATION

9 40° 17' 31.11841" 88° 08' 59.62096"

735.52

27 40° 17' 31.47419" 88° 07' 55.09473"

728.47

36 40° 17' 18.94840" 88° 08' 37.87045" 733.43

18 40° 18' 07.31820" 88° 08' 37.90095" 736.88

CLASS "A" BARRICADE DETAIL

-

1

DETAIL

NOT TO SCALE

FAA RUNWAY CLOSED SYMBOL

NOTE:

CLOSED RUNWAY CROSS TO BE CONSTRUCTED OF PLYWOOD,

DOUBLE-LAYERED PAINTED SNOW FENCE, COLORED PLASTIC,

OR SIMILAR MATERIAL APPROVED BY ENGINEER. CROSS

SHALL BE CONSTRUCTED FOR TEMPORARY USE AND EASY

REMOVAL, AND NOT SUBJECT TO MOVEMENT BY WIND.

ANCHOR WITH SAND  BAGS AS REQUIRED. CROSS SHALL BE

PLACED OVER RUNWAY NUMERALS.
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REMARK RUNWAYS 18/36 AND 9/27

PHASE 2

PHASE 3

PHASE 3 BARRICADES (TYP)

-

1

PHASE 1 BARRICADES (TYP)

-

1

PHASE 1

BARRICADES

(TYP)

-

1

(TYP)

-

2

RUNWAY CLOSURE

TIME OF COMPLETION SCHEDULE

DESCRIPTION

DURATION

(CALENDAR DAYS)

10

MOBILIZATION 4

PHASE 1 22

PHASE 2 4

PHASE 3 14

20 30 40 50

CRITICAL POINT

PHASE 1

BARRICADES

(TYP)

-

1

PHASE 3

BARRICADES

(TYP)

-

1

7

0

'

PHASE 1

BARRICADES

(TYP)

-

1

PHASE 3

BARRICADES

(TYP)

-

1

CP-1

CP-2

CP-3

CP-4

CP-5

CRITICAL POINT TABLE

LATITUDE LONGITUDE ELEVATION

40° 17' 29.18" 88° 09' 07.85"

40° 17' 31.24" 88° 08' 38.85"

40° 17' 31.99" 88° 08' 37.89"

40° 17' 31.25" 88° 08' 36.92"

MAX. EQUIP

HEIGHT

POINT

CP-1

CP-2

CP-3

CP-4

CP-5 40° 17' 30.50" 88° 08' 37.89"

734.29' 25'

TOWARD ACTIVE

AIRCRAFT AREA

TOWARD NON-ACTIVE

AIRCRAFT AREA

STABILIZATION

TUBE

STABILIZATION

BOARD

MODEL L-204 RED

25'

25'

25'

25'

733.92'

734.30'

734.29'

733.83'
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