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PAVEMENT DRAINAGE IN ROCK EXCAVATION

SUBBASE GRANULAR MATERIAL, TYPE A  6"

2’-0"

STA 1294+00 TO STA 1298+00

STA 1353+50 TO STA 1356+50

STA 1375+00 TO STA 1377+00

STA 1400+50 TO STA 1402+75

ACTUAL LIMITS WILL BE DETERMINED BY THE ENGINEER
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EXTEND SUBBASE GRANULAR MATERIAL, TYPE C 3

TO DAYLIGHT ON FORESLOPE.
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CONTRACT No. 72682

34-5

DATE: CHECKED BY:MARCH 10, 2006 JAC

DRAWN BY:   RG

612

PR BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) SUPERPAVE, 13 1/4 "

(*)

(*)

LEGEND

PR PAVEMENT REMOVAL (SEE PLAN FOR LOCATIONS)

PR LIME MODIFIED SOIL  12"

PR SUB-BASE GRANULAR MATERIAL, TYPE C

PR POLYMERIZED BIT. CONC. BASE CSE., SUPERPAVE  (9 1/4 ")

PR POLYMERIZED BIT. CONC. BINDER CE., SUPERPAVE, IL 19.0, N70  (2")

PR POLYMERIZED BIT. CONC. SURFACE CSE., SUPERPAVE, MIXTURE "D", N70  (2")

PR BITUMINOUS SHOULDERS SUPERPAVE 8" WITH RUMBLE STRIPS

PR AGGREGATE SHOULDER, TYPE B

PR TOPSOIL EXCAVATION AND PLACEMENT

PR CONCRETE SINGLE FACED BARRIER WALL

PR CONCRETE DOUBLE FACED MEDIAN BARRIER

PR CONCRETE RETAINING WALL

PR PIPE UNDERDRAIN (STD 601001)

PR CONCRETE GUTTER, TYPE A

PR CONCRETE GLARE SCREEN

PR AGGREGATE BASE COURSE, TYPE A

PR BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) SUPERPAVE, 10"

PR CONCRETE SHOULDER 10" WITH RUMBLE STRIP
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