
GEOTECHNICAL FABRIC FOR USE WITH RIPRAP

18"

PROPOSED S
LOPE

TYPICAL SLOPE PROTECTION DETAIL

PROPOSED S
LOPE

12" MIN

V
A

R
IA

B
L

E

12"

CA-16 GRAVEL BACKFILL

TYPICAL BACKSLOPE DRAIN DETAIL
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(SEE FIELD TILE DETAIL)

PROPOSED FILL

EXISTING GROUND

VARIABLE STEP WIDTH

TYPICAL SIDEHILL FILL STEPPING DETAIL

NOTE:

 

THIS DETAIL APPLIES TO SIDEHILL FILLS WHERE THE EXISTING

SLOPE IS GREATER THAN 12 FT HIGH AND/OR STEEPER THAN 1V:3H.

 

STEPS MAY BE CUT IN CONJUNCTION WITH NEW FILL PLACEMENT.

SPECIAL SLOPE

CONSTRUCTION DETAILS

4" DIA OUTLET PIPE

w/ RODENT SHIELD

(SEE STD 601101)

STONE DUMPED RIPRAP, CLASS B3
MAX STEP HEIGHT 2 FT

4" DIA PERFORATED PIPE

AT HIGHLY ERODIBLE OR SEEPING LAYER
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STONE DUMPED RIPRAP, CLASS A4

(SEE PLANS & CROSS SECTIONS FOR LOCATIONS)
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