
CONTRACT NO. 90758

SECTION COUNTY

 57  CHAMPAIGN  352  16 

TOTAL

SHEETS

SHEET

NO.
F.A.I.

RTE.

3/31/2006

c:\projects\d505095\typicals.dgn

  10-32HB-3, K 

EXISTING TYPICAL CROSS SECTION

STATION     TO     STATION

237+00             257+00

~ STALEY ROAD & SECTION LINE

11’ 4’

EXISTING TYPICAL CROSS SECTION

STATION     TO     STATION

241+00             347+00

F.A.I. 57
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SLOPE:  5/8 "/FT. SLOPE:  5/8 "/FT.
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136’

24’ & VAR.

AGGREGATE SHOULDERS, TYPE B

STABILIZED SHOULDERS

BITUMINOUS SHOULDERS

SUB-SURFACE DRAINS, 6"

SUB-BASE GRANULAR MATERIAL, 4"

AGGREGATE SHOULDERS, TYPE B

BITUMINOUS SHOULDERS

STABILIZED SHOULDERS

AGGREGATE SHOULDERS, TYPE B

STABILIZED SHOULDERS

BITUMINOUS SHOULDERS

SUB-SURFACE DRAINS, 6"

SUB-BASE GRANULAR MATERIAL, 6"

P.C. CONCRETE PAVEMENT, 10"
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TOPSOIL, 4"
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12’ & VAR. VARIABLE

CONTINUOUSLY REINFORCED

P.C. CONCRETE PAVEMENT, 7" 

 3/16 "/FT.

BITUMINOUS PAVEMENT, 5"

 3/16 "/FT.

33’ AND VARIES TO 45’

AGGREGATE BASE COURSE, 10"
AGGREGATE SHOULDER WITH

A-3 SURFACE TREATMENT (TYP.)

BITUMINOUS CONCRETE, 4" TO 5"

BITUMINOUS CONCRETE, 4"

1’10’

4%

4’ 11’

10’1’

4%

BITUMINOUS CONCRETE

WIDENING (TYP.)

 1/2 "

33’ AND VARIES TO 45’

STALEY ROAD (F.A.P. 810 - NORTH OF CURTIS ROAD;  F.A.U. 7154 - SOUTH OF CURTIS ROAD)
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2.5% & VAR. 3.1% & VAR.
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8’ TO 14’8’ TO 14’


