
leachbm
Typewritten Text
06-16-2017 LETTING ITEM 031





 

 

 

  

 

 

      

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

668 SANGAMON 8 3

TOTAL

SHEETS

SHEET

NO.RTE.

(28) BDR, BJR

CONTRACT NO. 72J72

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72J72 - 0840073 & 0178 patching\72J72 - Plan Sheets.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/21/2017

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.P.

STAGE I

TRAFFIC CONTROL PLAN

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

6

WORK AREA

SIGN

SYMBOLS

ARROW BOARD

M
A

T
C

H
L
I
N

E
 

S
T

A
. 

1
4
8

+
0
0

M
A

T
C

H
L
I
N

E
 

S
T

A
. 

1
4
8

+
0
0

 150

1
2
 
I
N

C
H

1
2
 
I
N

C
H
 
 

P
I
P

E
 

D
R

A
I
N

1
2
 
I
N

C
H
 

P
I
P

E
 

D
R

A
I
N

1
2
 
I
N

C
H

3
 
F
T
 

X
 
3
 
F
T
 

B
O

X
 

C
U

L
V

E
R

T

CONC. MED.

1
2
 
I
N

C
H

1
2
 
I
N

C
H
 

P
I
P

E
 

D
R

A
I
N

 145

1
2
 
I
N

C
H

 143  144  146  147

 148  149  151  152  153

I BARRICADE OR DRUM WITH FLASHING LIGHT

I
I

I
I

I
I

I
I

ALL TRAFFIC CONTROL DEVICES NOT SHOWN ON THIS DETAIL SHALL BE PLACED PER STANDARD 701601.4.

TRAFFIC CONTROL SHALL CONFORM TO STANDARD 701601 AND AS SHOWN ON THIS SHEET.3.

THE EQUATION WAS AS FOLLOWS. STA 7+486.575 AH = STA 7+483.196 BK.

THERE WAS ALSO A METRIC STATION EQUATION AT 145+83.57 WHICH WILL NEED TO BE ACCOUNTED FOR.2.

IF METRIC STATIONING IS STAMPED IN THE PAVEMENT UTILIZE THE FOLLOWING CONVERSION. STA 7+500 = STA 145+39.61.

PREVIOUS RESURFACING IN THIS AREA WAS COMPLETED WITH METRIC STATIONING.1.

NOTES:

DRUM WITH STEADY BURNING LIGHT

142+70 145+90

145+59

150+28

153+18
149+98
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DRUM WITH STEADY BURNING LIGHT
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ESCAPE AREA FOR WORKERS.

THE CONTRACTOR SHALL PLACE AND MAINTAIN BOTH STAGE II INSIDE LANE CLOSURES CONCURRENTLY TO PROVIDE A SAFE5.

ALL TRAFFIC CONTROL DEVICES NOT SHOWN ON THIS DETAIL SHALL BE PLACED PER STANDARD 701601.4.

TRAFFIC CONTROL SHALL CONFORM TO STANDARD 701601 AND AS SHOWN ON THIS SHEET.3.

THE EQUATION WAS AS FOLLOWS. STA 7+486.575 AH = STA 7+483.196 BK.

THERE WAS ALSO A METRIC STATION EQUATION AT 145+83.57 WHICH WILL NEED TO BE ACCOUNTED FOR.2.

IF METRIC STATIONING IS STAMPED IN THE PAVEMENT UTILIZE THE FOLLOWING CONVERSION. STA 7+500 = STA 145+39.61.

PREVIOUS RESURFACING IN THIS AREA WAS COMPLETED WITH METRIC STATIONING.1.

NOTES:
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3' 0" 2' 11-1/2"3 EXISTING BEAM SPACES AT 8' 3" = 24' 9"

3/16"/FT

30' 8-1/2" OUT TO OUT DECK

2' 0" 2' 0"

28' 0" FACE TO FACE CURB 1' 0" 11-1/2"

9"
24' 0" EDGE LINE TO EDGE LINE

LOOKING SOUTH

NORTHBOUND CROSS SECTION

3/16"/FT

30' 8-1/2" OUT TO OUT DECK

2' 0"2' 0"

28' 0" FACE TO FACE CURB 1' 0"11-1/2"

9"
24' 0" EDGE LINE TO EDGE LINE

LOOKING SOUTH

SOUTHBOUND CROSS SECTION

1' 3"4 EXISTING BEAM SPACES AT 6' 9" = 27' 0"2' 5-1/2"1/2" 1/2"

~ IL 29 ~ IL 29

~ STAGE CONSTRUCTION LINE

~ IL 29 NB

STAGE I CONSTRUCTION

14' 0" 
STAGE I CONSTRUCTION

14' 0" 

~ STAGE CONSTRUCTION LINE

~ IL 29 NB

STAGE II CONSTRUCTION

15' 0" 
STAGE II CONSTRUCTION

15' 0" 
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PARTIAL DEPTH PATCHING AREAS

FULL DEPTH PATCHING AREAS
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SILICONE JOINT SEAL

POLYMER CONCRETE &

REMOVE AND REPLACE

SILICONE JOINT SEAL

POLYMER CONCRETE &

REMOVE AND REPLACE

SILICONE JOINT SEAL

POLYMER CONCRETE &

REMOVE AND REPLACE

THE CONTRACTOR SHALL SUSPEND ALL PATCH REMOVAL OPERATIONS AT ANY TIME A TRAIN PASSES UNDER THE BRIDGE.

SEALER.

REMOVAL OF THE EXISTING JOINT SEAL WILL NOT BE MEASURED FOR PAYMENT AND WILL BE CONSIDERED INCIDENTAL TO THE PREFORMED JOINT 

SEE TABLE ON SHEET 4 OF 4 FOR JOINT SPACINGS

FOR PREFORMED JOINT SEAL THE CONTRACTOR SHALL UTILIZE THE PREFORMED, PRE-COMPRESSED, SILICONE COATED, SELF-EXPANDING SEALANT SYSTEM. 

COST INCLUDED WITH DECK SLAB REPAIR.

REINFORCEMENT BARS THAT ARE DAMAGED DURING CONCRETE REMOVAL SHALL BE REPLACED WITH AN APPROVED BAR SPLICER OR ANCHORAGE SYSTEM.  

EXISTING REINFORCEMENT BARS EXTENDING INTO THE REMOVAL AREA SHALL BE CLEANED, AND INCORPORATED INTO THE NEW CONSTRUCTION.  ANY 

REMOVAL SHALL BE ACCOMPLISHED BY METHODS THAT WILL NOT DAMAGE THE STEEL AND THE COST WILL BE INCLUDED IN DECK SLAB REPAIR.

MATERIAL SHALL BE REMOVED FROM THE SURFACES IN CONTACT WITH CONCRETE. TIGHTLY ADHERED PAINT MAY REMAIN UNLESS OTHERWISE NOTED.  

PRIOR TO POURING THE NEW CONCRETE, ALL HEAVY OR LOOSE RUST, LOOSE MILL SCALE AND OTHER LOOSE OR POTENTIALLY DETRIMENTAL FOREIGN 

THE ENGINEER SHALL SHOW ANY ACTUAL LOCATIONS OF FULL DEPTH REPAIRS ON AS-BUILT PLANS.

REPAIRS.  THE CONTRACTOR SHALL NOT INTENTIONALLY REMOVE SOUND CONCRETE IN ORDER TO MAKE PATCHES FULL DEPTH.

THE ANTICIPATED FULL DEPTH REPAIR LOCATIONS INDICATE PORTIONS OF THE DECK THAT HAVE HIGHER POTENTIAL FOR REQUIRING FULL DEPTH 

IDENTIFIED PATCHING LOCATIONS ARE ESTIMATED FROM A DECK SURVEY PERFORMED ON 1/11/2017.

NOTES:

A&B
A&B

A&B
A&B

A&B
A&B

A&B
A&B

A&B
A&B
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NORTHBOUND SOUTH ABUTMENT

BRIDGE JOINT SPACING TABLE

JOINT SPACING @ 50°F

NORTHBOUND NORTH ABUTMENT

SOUTHBOUND NORTH ABUTMENT

SOUTHBOUND SOUTH ABUTMENT

SOUTHBOUND PIER 3

LOCATION

2 1/2"

3 1/2"

2"

3 1/2"

2"

JOINT SEALER END TREATMENT

TYPICAL PARAPET CROSS SECTION

JOINT SEALER END TREATMENT

TYPICAL CURB CROSS SECTION

DECK

BRIDGE

3/4"

POLYMER CONCRETE

1-3/8"

SEALER

SILICONE JOINT

BACKER ROD

ABUTMENT
DECK

BRIDGE

3/4" SAW CUT 3/4" SAW CUT

SEE BRIDGE JOINT SPACING TABLE

CONCRETE

POLYMER

6" PROP.

ABUTMENT
CHAMFER

1/4"

|2"|2"

CONCRETE

POLYMER

6" PROP.

| 6"

CONCRETE

PROPOSED POLYMER

6" MIN.

| 6"

(ALL TYPES)

PROPOSED JOINT SEAL

OUT IN PARAPET WALL

TO MATCH EXISTING BLOCK

PROP. POLYMER CONCRETE

| 9"

| 6"

CONCRETE

PROPOSED POLYMER
| 11 1/2"

(ALL TYPES)

PROPOSED JOINT SEAL

OUT IN CURB FACE

TO MATCH EXISTING BLOCK

PROP. POLYMER CONCRETE

1" CONC. REM.

| 5" EX POLYMER CONC. REM. | 5" EX POLYMER CONC. REM.

1" CONC. REM.

SELF-EXPANDING SEALANT SYSTEM. DIMENSIONS AND INSTALLATION CLEARANCES SHAL BE AS DIRECTED BY THE MANUFACTURER.

FOR PREFORMED JOINT SEAL THE CONTRACTOR SHALL UTILIZE THE PREFORMED, PRE-COMPRESSED, SILICONE COATED, 

THE JOINT OPENING AT THE TIME OF INSTALLATION.

JOINT WIDTHS SPECIFIED IN PLANS ARE AT 50° F.  THE CONTRACTOR SHALL INSTALL BACKER ROD HAVING A DIAMETER 25% GREATER THAN

COST TO BE INCLUDED IN THE BID PRICE FOR CONCRETE REMOVAL.

ANY STEEL ANCHORING STUDS ENCOUNTERED IN THE JOINT REMOVAL AREA SHALL BE CUT OFF FLUSH WITH THE EXISTING CONCRETE,

1/4" CHAMFER MAY BE ACHIEVED BY GRINDING AFTER POLYMER CONCRETE HAS CURED.

NOTES:

CROSS SECTION *

PROPOSED POLYMER CONCRETE

SECTION B-B

SILICONE JOINT SEALER DETAIL *

SECTION A-A

  BRIDGE DECK PORTION OF DETIAL

* BOTH SIDES OF PIER JOINT SIMILAR TO
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