
 
June 6, 2011 
 
SUBJECT:  FAS Route 2463 (IL 98) 
  Project ACRS-2463 (100) 
  Section 7RS-10; 8RS-6 
  Tazewell County 
  Contract No. 68A28 
  Item No. 155, June 17, 2011 Letting 
  Addendum A 
 

 
NOTICE TO PROSPECTIVE BIDDERS: 

 
Attached is an addendum to the plans or proposal.  This addendum involves 
revised and/or added material. 
 

1. Revised page ii of the Table of Contents to the Special Provisions. 
2. Revised pages 46 - 53 of the Special Provisions. 
3. Added pages 67 - 71 to the Special Provisions. 

 
Prime contractors must utilize the enclosed material when preparing their bid 
and must include any Schedule of Prices changes in their bidding proposal. 
 
Bidders using computer-generated bids are cautioned to reflect any and all 
Schedule of Prices changes, if involved, into their computer programs. 
 
Very truly yours, 
 

Scott E. Stitt, P.E. 
Acting Engineer of Design and Environment 
 

 
By: Ted B. Walschleger, P. E. 
       Engineer of Project Management 

 
 
cc: Joseph E. Crowe, Region 3, District 4; Mike Renner; Estimates 
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The proportionate amount of partial payment due to each subcontractor and material supplier 
throughout the contracting chain shall be determined by the quantities measured or otherwise 
determined as eligible for payment by the Department and included in the progress payment to 
the Contractor.  Subcontractors and material suppliers shall be paid by the Contractor within 15 
calendar days after the receipt of payment from the Department.  The Contractor shall not hold 
retainage from the subcontractors.  These obligations shall also apply to any payments made by 
subcontractors and material suppliers to their subcontractors and material suppliers; and to all 
payments made to lower tier subcontractors and material suppliers throughout the contracting 
chain.  Any payment or portion of a payment subject to this provision may only be withheld from 
the subcontractor or material supplier to whom it is due for reasonable cause. 
 
This Special Provision does not create any rights in favor of any subcontractor or material 
supplier against the State or authorize any cause of action against the State on account of any 
payment, nonpayment, delayed payment, or interest claimed by application of the State Prompt 
Payment Act.  The Department will not approve any delay or postponement of the 15 day 
requirement except for reasonable cause shown after notice and hearing pursuant to 
Section 7(b) of the State Prompt Payment Act.  State law creates other and additional remedies 
available to any subcontractor or material supplier, regardless of tier, who has not been paid for 
work properly performed or material furnished.  These remedies are a lien against public funds 
set forth in Section 23(c) of the Mechanics Lien Act, 770 ILCS 60/23(c), and a recovery on the 
Contractor’s payment bond according to the Public Construction Bond Act, 30 ILCS 550. 
 
 
POST MOUNTING OF SIGNS (BDE) 
Effective:  January 1, 2011 
 
Revise the second paragraph of Article 701.14 of the Standard Specifications to read: 
 

“ Post mounted signs shall be a breakaway design.  The sign shall be within five degrees of 
vertical.  Two posts shall be used for signs greater than 16 sq ft (1.5 sq m) in area or where the 
height between the sign and the ground exceeds 7 ft (2.1 m).” 
 
 
RAISED REFLECTIVE PAVEMENT MARKERS (BDE) 
Effective:  November 1, 2009      Revised:  April 1, 2010 
 
Revise the first sentence of the second paragraph of Article 781.03(a) of the Standard 
Specifications to read: 
 

“ The pavement shall be cut to match the bottom contour of the marker using a concrete 
saw fitted with 18 and 20 in. (450 and 500 mm) diameter blades.” 
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SAFETY EDGE (BDE) 
Effective:  April 1, 2011 
 
Add the following to Article 406.06 of the Standard Specifications: 
 

“ (h) Safety Edge.  The HMA surface course at the edge of pavement, or edge of shoulder 
strip, shall be finished with a safety edge as shown on the plans. 
 
The device which forms the safety edge shall be mounted on the paver screed against 
the end gate and shall be removable or be able to be lifted when not in use.  The device 
shall be designed to maintain contact with surface of the shoulder and allow automatic 
transition to cross roads, driveways and obstructions.  The device shall also constrain 
the HMA material and increase the consolidation of the extruded profile.  The use of a 
conventional single plate strike-off will not be allowed. 
 
Rollers will not be allowed on the sloped face of the safety edge.” 

 
 
SUBCONTRACTOR MOBILIZATION PAYMENTS (BDE) 
Effective:  April 2, 2005      Revised:  April 1, 2011 
 
To account for the preparatory work and operations necessary for the movement of 
subcontractor personnel, equipment, supplies, and incidentals to the project site and for all other 
work or operations that must be performed or costs incurred when beginning work approved for 
subcontracting according to Article 108.01 of the Standard Specifications, the Contractor shall 
make a mobilization payment to each subcontractor. 
 
This mobilization payment shall be made at least 14 days prior to the subcontractor starting 
work.  The amount paid shall be equal to 3 percent of the amount of the subcontract reported on 
form BC 260A submitted for the approval of the subcontractor’s work. 
 
The mobilization payment to the subcontractor is an advance payment of the reported amount 
of the subcontract and is not a payment in addition to the amount of the subcontract; therefore, 
the amount of the advance payment will be deducted from future progress payments. 
 
This provision shall be incorporated directly or by reference into each subcontract approved by 
the Department. 
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RECLAIMED ASPHALT SHINGLES (RAS) 
Effective:  June 1, 2011 
 
Description.  Reclaimed asphalt shingles (RAS) meeting Type I or Type 2 requirements will be 
permitted in all HMA mixtures as specified herein for overlay applications only.  RAS shall not 
be used in full depth HMA pavement.  RAS shall be a clean and uniform material with a 
maximum of 0.5 percent unacceptable materials, as defined in Bureau of Materials and Physical 
Research Policy (BMPR) Memorandom Reclaimed Asphalt Shingle (RAS) Sources, by weight 
of RAS.  All RAS used shall come from a BMPR approved processing facility where it shall be 
ground and processed to 100 percent passing the 3/8 in. sieve and 90 percent passing the #4 
sieve based on a dry shake gradation. RAS shall be uniform in gradation and asphalt binder 
content and shall meet the testing requirements specified herein. 

 
Definitions.   RAS shall meet either Type I or Type 2 requirements as specified herein. 

 
(a)   Type I.  Type I RAS shall be processed, preconsumer asphalt shingles salvaged from 

the manufacture of residential asphalt roofing shingles. 
 

(b)  Type 2.  Type 2 RAS shall be processed post-consumer shingles only, salvaged from 
residential, or four unit or less dwellings not subject to the National Emission Standards 
for Hazardous Air Pollutants (NESHAP). 

 
Stockpiles.   Type 1 and Type 2 RAS shall be stockpiled separately and shall not be 
intermingled.  Each stockpile shall be signed indicating what type of RAS is present. 

 
Unless otherwise approved by the Engineer, mechanically blending manufactured sand (FM20 
or FM 22) up to an equal weight of RAS with the processed RAS will be permitted to improve 
workability. The sand shall be “B Quality” or better from an approved Aggregate Gradation 
Control System source.  The sand shall be accounted for in the mix design and during HMA 
production. 

 
Records identifying the shingle processing facility supplying the RAS, RAS type and lot number 
shall be maintained by project contract number and kept for a minimum of 3 years. 
 
Testing.  RAS shall be sampled and tested during stockpiling. 

 
For testing during stockpiling, washed extraction,  and testing for unacceptable materials shall 
be run at the minimum frequency of one sample per 200 tons (180 metric tons) for the first 
1000 tons (900 metric tons) and one sample per 250 tons (225 metric tons) thereafter.  A 
minimum of five tests are required for stockpiles less than 1000 tons (900 metric tons).  Once a 
≤ 1000 ton, five-test stockpile has been established it shall be sealed.  Additional incoming RAS 
shall be stockpiled in a separate working pile as designated in the Quality Control plan and only 
added to the sealed stockpile when the test results of the working pile are complete and are 
found to meet the tolerances specified herein for the original sealed RAS stockpile.  

 
Before testing, each field sample shall be split to obtain two samples.  One of the two test 
samples from the final split shall be labeled and stored for Department use.  The Contractor 
shall extract the other test sample according to Department procedures.  The Engineer reserves 
the right to test any sample (split or Department-taken) to verify Contractor test results. 

Added 06/06/2011 
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Evaluation of Test Results.  All of the test results, with the exception of percent unacceptable 
materials, shall be compiled and averaged for asphalt binder content, and gradation.  Individual 
test results, when compared to the averages, will be accepted if within the tolerances listed 
below. 

Parameter RAS 
No. 8 (2.36 mm) ± 5 % 

No. 16 (1.18 mm) ± 5 % 
No. 30 (600 µm) ± 4% 
No. 200 (75 µm) ± 2.0 % 

Asphalt Binder Content ± 1.5 % 
 

If more than 20 percent of the individual sieves are out of the gradation tolerances, or if more 
than 20 percent of the asphalt binder content,  or if the percent unacceptable materials exceeds 
0.5 percent by weight of material retained on the #4 sieve, the RAS shall not be used in 
Department projects.  All test data and acceptance ranges shall be sent to the District for 
evaluation. 
 
Use of RAS in HMA.  Type 1 or Type 2 RAS may be used alone or in conjunction with 
Reclaimed Asphalt Pavement (RAP) in all HMA overlay mixtures up to a maximum of 5.0 
percent by weight of total mix.   
 
Level 1 asphalt binder replacement.  The maximum Level 1 RAS or RAS/RAP blend usage will 
be dictated by the Level 1 - Maximum Asphalt Binder Replacement (MABR) table listed below. 
 

HMA Mixtures 1/, 2/ Level 1 - Maximum Asphalt Binder Replacement  
Ndesign Binder/Leveling Binder Surface Polymer Modified 3/, /4 

30L 35 35 10  
50 30 25 10  
70 25 20 10  
90 20 15  10  

105 10 10 10  
1/ For HMA shoulder and stabilized subbase (HMA “All Other”) N-30, the maximum 

binder replacement shall be 50 percent. 
 

2/ When the asphalt binder replacement exceeds 20 percent for all mixtures, except for 
SMA and IL-4.75, the high and low virgin asphalt binder grade shall each be reduced 
by one grade (i.e. 25 percent asphalt binder replacement would require a virgin 
asphalt binder grade of PG64-22 to be reduced to a PG58-28). 

 
3/ For SMA the maximum asphalt binder replacement shall be 20 percent. When the 

binder replacement exceeds 10 percent, the high and low virgin asphalt binder grade 
shall each be reduced by one grade (i.e. 15 percent asphalt binder replacement 
would require a virgin asphalt binder grade of PG76-22 to be reduced to a PG70-28). 
 

4/ For IL-4.75 mix the maximum asphalt binder replacement shall not exceed 20 
percent. When the asphalt binder replacement exceeds 10 percent, the high and low 
virgin asphalt binder grade shall each be reduced by one grade (i.e. 15 percent 
asphalt binder replacement would require a virgin asphalt binder grade of PG76-22 
to be reduced to a PG70-28). 

Added 06/06/2011 
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Level 2 asphalt binder replacement.  The maximum Level 2 RAS or RAS/RAP blend usage will 
be dictated by the Level 2 - MABR table listed below. 
 

HMA Mixtures 1/, 2/ Level 2 - Maximum Asphalt Binder Replacement  
Ndesign Binder/Leveling Binder Surface Polymer Modified 3/, 4/ 

30L 40 40 3  
50 40 30 30  
70  30 30  
90 30 20  20 

105 30 20 20 
1/  For HMA shoulder and stabilized subbase (HMA “All Other”) N-30, the maximum 

binder replacement shall be 50 percent. 
 
2/  When the asphalt binder replacement exceeds 20 percent for all mixtures, except for 

SMA and IL-4.75, the high and low virgin asphalt binder grade shall each be reduced 
by one grade (i.e. 25 percent asphalt binder replacement would require a virgin 
asphalt binder grade of PG64-22 to be reduced to a PG58-28).  

 
3/ For SMA the maximum asphalt binder replacement shall be 20 percent. When the 

binder replacement exceeds 10 percent, the high and low virgin asphalt binder grade 
shall each be reduced by one grade (i.e. 15 percent asphalt binder replacement 
would require a virgin asphalt binder grade of PG76-22 to be reduced to a PG70-28). 
 

4/  For IL-4.75 mix the maximum asphalt binder replacement shall not exceed 30 
percent. When the asphalt binder replacement exceeds 10 percent, the high and low 
virgin asphalt binder grade shall each be reduced by one grade (i.e. 15 percent 
asphalt binder replacement would require a virgin asphalt binder grade of PG76-22 
to be reduced to a PG70-28). 

 
HMA Mix Designs.  RAS and RAS/RAP designs shall be submitted for volumetric verification.  
Type 1 and Type 2 RAS are not interchangeable in a mix design.  A RAS stone bulk specific 
gravity (Gsb) of 2.500 shall be used for mix design purposes. 
 
RAS and RAS/RAP mix designs with asphalt binder replacements exceeding the Level 1 – 
MABR limits specified herein, shall be tested prior to submittal for verification, according to 
Illinois Modified AASHTO T324 (Hamburg Wheel).  RAS and RAS/RAP mixtures exceeding the 
Level 1 MABR limits shall meet the following requirements: 
 

Asphalt Binder Grade # Repetitions Max Rut Depth (mm) 
PG76-XX 20,000 12.5 
PG70-XX 15,000 12.5 
PG64-XX 10,000 12.5 
PG58-XX 10,000 12.5 

 
HMA Production.  Mixture production, where the RAS and RAS/RAP asphalt binder 
replacement exceeds the Level 1 MABR, shall be sampled within the first 500 tons on the first 
day of production with a split reserved for the Department.   
 

Added 06/06/2011 
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The mix sample shall be tested according to Illinois Modified AASHTO T324 and shall meet the 
requirements specified herein. RAS and RAS/RAP mix production shall not exceed 1,500 tons 
or one days production, whichever comes first, until the testing is completed and the mixture is 
found to be in conformance.  The requirement to cease mix production may be waived if the 
RAS and RAS/RAP plant produced mixture conformance is demonstrated prior to start of mix 
production for a State contract. 
 
RAS shall be incorporated into the HMA mixture either by a separate weight depletion system or 
by using the RAP weigh belt.  Either feed system shall be interlocked with the aggregate feed or 
weigh system to maintain correct proportions for all rates of production and batch sizes.  The 
portion of RAS shall be controlled accurately to within ± 0.5 percent of the amount of RAS 
utilized.   When using the weight depletion system, flow indicators or sensing devices shall be 
provided and interlocked with the plant controls such that mixture production is halted when 
RAS flow is interrupted. 

 
When producing HMA containing RAS, a positive dust control system shall be utilized. 

 
HMA plants utilizing RAS shall be capable of automatically recording and printing the following 
information. 

 
(a) Dryer Drum Plants. 

 
(1) Date, month, year, and time to the nearest minute for each print. 

 
(2) HMA mix number assigned by the Department. 

 
(3) Accumulated weight of dry aggregate (combined or individual) in tons (metric tons) to 

the nearest 0.1 ton (0.1 metric ton). 
 

(4) Accumulated dry weight of RAS in tons (metric tons) to the nearest 0.1 ton 
(0.1 metric ton). 
 

(5) Accumulated mineral filler in revolutions, tons (metric tons), etc. to the nearest 
0.1 unit. 
 

(6) Accumulated asphalt binder in gallons (liters), tons (metric tons), etc. to the nearest 
0.1 unit. 
 

(7) Residual asphalt binder in the RAS material as a percent of the total mix to the 
nearest 0.1 percent. 
 

(8) Aggregate and RAS moisture compensators in percent as set on the control panel.  
(Required when accumulated or individual aggregate and RAS are printed in wet 
condition.) 
 

(b) Batch Plants. 
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(1) Date, month, year, and time to the nearest minute for each print. 
(2) HMA mix number assigned by the Department. 
(3) Individual virgin aggregate hot bin batch weights to the nearest pound (kilogram). 
(4) Mineral filler weight to the nearest pound (kilogram). 
(5) RAS weight to the nearest pound (kilogram). 
(6) Virgin asphalt binder weight to the nearest pound (kilogram). 
(7) Residual asphalt binder in the RAS material as a percent of the total mix to the 

nearest 0.1 percent. 
 

The printouts shall be maintained in a file at the plant for a minimum of one year or as directed 
by the Engineer and shall be made available upon request.  The printing system will be 
inspected by the Engineer prior to production and verified at the beginning of each construction 
season thereafter. 
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