TYPICAL SECTION
Il 13 SALINE COUNTY

LOCATION 3: IL 13, 3.5 MILES BETWEEN CARRIER MILLS ROAD AND LOVERS LANE
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PROPOSED AGGCREGATE WEDGE SHOULDER
TYPE B

PROPOSED AGCREGATE WEDGE SHOULDER - PROPOSED AGCREGATE WEDGE SHOULDER

TYPE B EXISTING AGGREGATE SHOULDERS TYPE 8
PROPOSED HMA SURFACE
PROPOSED HOT-MIX ASPHALT REMOVAL, VARIABLE DEPTH PROPOSED HOT-MIX ASPHALT
SHOULDER, VARIABLE DEPTH PROPOSED HOT-MIX ASPHALT SHOLLDER, VARIABLE DEPTH
SHOULDER, VARIABLE DEPTH PROPOSED HOT-MIX ASPHALT SURFACE COURSE.

EXISTING BITUMINOUS SURFACED PAVEMENT MIX “D“, NSO 1 172"

\ PROPOSED LEVELING BINOER (MACHINE NETHOD) , N90O

PROPOSED HOT-MIX ASPHALT SURFACE COURSE.
Mix O, NSO, 1 172 *

EXISTING BITUMINOUS SURFACED PAVEMENT

PROPOSED LEVELING BINDER (MACHINE METHOD) , N3O

T0 BE USED:

STA. 797+50 WB TO STA. 800+00 WB
STA, 797+50 EB TO STA. 806+40 EB
STA. 848+00 WB TO STA. 851+00 WB
STA. 916+30 WB TO STA. 920+30 WwB
STA. 916+30 EB TO STA. 920+30 EB
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