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DETAIL OF END SECTION

ELEVATION

6   8.2*

C-C6’-5" C-C 6’-5"

18" GUARDRAIL RIBBON

1�" x 1�" SLOT IN CHANNELLAP IN DIRECTION

OF TRAFFIC

A

A

SEE NOTE 1
GROUND LINE

NOTE 1:

FOR DETAILS OF GUARDRAIL END ANCHORAGE

AT PIERS, SEE SHEET NO. 
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6   8.2*

6B 8.5* 7’-6"

3" x 1�" x �" WASHER

6B 8.5* 1’-1"
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SECTION A-A
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SECTION A-A

ANCHORAGE DETAIL

18" GUARDRAIL ELEMENT SPLICE

E
18"

1
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WITH WASHER, BOLT

END BURRED

�" STD. BOLT AND NUT

NOTE:

FOR DETAIL OF RAIL ELEMENT, RAIL SPLICING, BOLT,

AND NUT, SEE STATE STANDARD 2230.

DRAWING SHALL BE PLACED BETWEEN THE BOLT HEAD

AND THE GUARDRAIL RIBBON AT ALL MOUNTING POINTS.

AN 18" PIECE OF GUARDRAIL RIBBON SHALL BE INSERTED

BETWEEN THE CONTINUOUS RIBBON AND THE POST AT

NON-SLICE MOUNTING POINTS.

RAIL, CHANNELS, POSTS, BASE PLATES, FASTENINGS,

AND ALL OTHER EXPOSED ACCESSORIES SHALL BE

GALVANIZED.

A 1�" x 3" x �" STEEL PLATE WASHER AS SHOWN ON THIS

RAIL POST BASE PLATE 

L P 11�" x 1�" x 11�"

SECTION B-B

THIS SHEET IS FOR INFORMATION ONLY
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6   8.2*

3" x 1�" x �" WASHER

COMPOUND

VERTICAL JOINT SEALING

TENSION LOAD OF 15,000 LBS.
OF DEVELOPING A SAFE

INSERT SHALL BE CAPABLE
~ 1" DIA. STUD TYPE EXPANSION BOLT WITH NUT

GUARD RAIL CHANNEL

6B 8.5* x 2’-2�"

7
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ELEVATION

WASHER

CHANNEL SPLICE
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WITH WASHER, BOLT

END BURRED

�" STD. BOLT AND NUT

WITH WASHER, BOLT

END BURRED

�" STD. BOLT AND NUT

�"

5�" 3�"

1�" x 1�" SLOT IN CHANNEL TOP OF MEDIANLAP IN DIRECTION

OF TRAFFIC

A

NOTE:

ALL WELDS SHALL BE GROUND SMOOTH.

POSTS SHALL BE CUT AND WELDED TO THE

BASE PLATE SO THAT THE POSTS WILL BE

PLUMB WHEN ERECTED.

1�" x 1�" SLOTTED HOLES

TO BE PROVIDED WHEN

 POST WOULD BE CENTERED ON

LONGITUDINAL EXPANSION JOINT

OF BRIDGE DECK

PLATE 8�" x 4�" x �"

PLATE 3" x 1�" x �"
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6B 8.5* x 1’-1"

6"

6   8.2*

C-C6’-5" C-C 6’-5"

18" GUARDRAIL RIBBONA

CONTRACT NO.      

SCALE: NONE     

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
STEEL PLATE BEAM GUARDRAIL
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