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(LOOKING WEST)
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U.S. ROUTE 20

EXISTING TYPICAL SECTION

U.S. ROUTE 20

PROPOSED TYPICAL SECTION

40.0’10.0’ & VARIES 10.0’ & VARIES

40.0’ & VARIES

13.0’ & VARIES TO 0’
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RIGHT TURN LANE
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2 1/2" HMA PAVEMENT SURFACE REMOVAL
NOTE: THE CONTRACTOR SHALL PATCH PRIOR TO MILLING.

EXIST.
MATCH

EXIST.
MATCH

EXIST.
MATCH

EXIST.
MATCH

LEGEND

EXISTING AGGREGATE SUBGRADE

EXISTING AGGREGATE SHOULDER

EXISTING DITCH / GRADELINE

(MACHINE METHOD), IL-4.75, N50, �"

PROPOSED POLYMERIZED LEVELING BINDER

PROPOSED AGGREGATE BASE COURSE, TYPE B 4"

PROPOSED AGGREGATE SUBGRADE IMPROVEMENT, 12"

PROPOSED GRADING AND SHAPING SHOULDERS

COURSE, MIX "F", N90 (IL 9.5 mm), 1�"

PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE PROPOSED PIPE UNDERDRAINS 6"

PROPOSED TOPSOIL FURNISH AND PLACE, 6"

PROPOSED HOT-MIX ASPHALT SHOULDER, 8"

WIDENING, 8 1/2"

PROPOSED HOT-MIX ASPHALT BASE COURSE
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10

PROPOSED AGGREGATE SHOULDERS, TYPE B, 6"

SEE LANDSCAPING PLANS FOR LOCATIONS

PROPOSED SEEDING, CLASS 2A, CLASS 4B & CLASS 4 (MODIFIED)
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EXISTING P.C.C. BASE, VARIES 7.75" TO 8.50"

EXISTING BIT. ASPHALT PAVEMENT, VARIES 8.00" TO 15.25" 

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/2" 
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SHARED

RIGHT-TURN LANE

EXCLUSIVE

4.0’-8.0’


