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NOTES:

1. COST OF SPLICES AND MOUNTING HARDWARE SHALL

BE INCLUDED IN THE UNIT PRICE FOR AERIAL CABLE.

2. THE COST OF ALL CONDUIT ATTACHED TO WOOD POLE,

GROUND ROD, AND GROUND WIRES SHALL BE INCLUDED

IN THE COST OF "REMOVE AND RELOCATE EXISTING

LIGHTING CONTROLLER."

WOOD POLE
FORK BOLT

GROUND CLAMP

MESSENGER TIED TO

INSULATOR WITH FACTORY

FORMED CABLE TIE

PHASE CONDUCTORS

& NEUTRAL CONDUCTOR

WATERPROOF SPLICE (TYP.)

UNIT DUCT OR ECA

ATTACHED TO 

WOOD POLE

GROUND CONDUCTOR

CABLE SUPPORT (WOVEN

GRIP OR I.D.O.T. APPROVED

EQUAL) AT EVERY 3’-0"

NOT TO SCALE

AERIAL CABLE TO ELECTRIC CABLE ASSEMBLY

CONNECTION DETAIL

(2) 3/C NO. 2 & 1/C NO. 4 GND.

ELECTRIC CABLE ASSEMBLY

ATTACHED TO POLE WITH WOVEN

GRIP (OR APPROVED EQUAL) AT

EVERY 3’-0"

TEMPORARY WOOD POLE,

60 FT., CLASS 4

BUSHING & DUCT SEAL

(2) 3" DIA. RGC

ATTACHED TO POLE

CONDUIT SUPPORTS

(TYPICAL)

METER FITTING

AERIAL CABLE TO ELECTRIC

CABLE ASSEMBLY CONNECTION.

SEE DETAIL ON THIS SHEET.

AERIAL CABLE WITH

MESSENGER WIRE

GRADE

#6 GND. IN 1" PVC CONDUIT

TO GROUND ROD

3" DIA. RGC TO COMED

TRANSFORMER POLE

5/8" X 10’

COPPER CLAD

GROUND ROD

3
’

1
0

’

NOT TO SCALE

TEMPORARY LIGHTING CONTROLLER

INSTALLATION DETAIL

RELOCATED EXISTING

LIGHTING CABINET "MZ"

USED AS TEMPORARY

LIGHTING CONTROLLER

CONDUIT SUPPORTS

(TYPICAL)

RGC TO FLEXIBLE

CONDUIT ADAPTER

3" RGC

ATTACHED TO POLE

3" LIQUID-TIGHT

FLEXIBLE METAL CONDUIT

(MAX. 3’-0")

NOTE 2

STRAP

BUSHING

TEMPORARY WOOD

LIGHTING POLE

STRAP

BRACKET SUPPORT

NOT TO SCALE

TEMPORARY LIGHTING CONTROLLER

WIRING INSTALLATION DETAIL

RELOCATED EXISTING

LIGHTING CABINET "MZ"

USED AS TEMPORARY

LIGHTING CONTROLLER
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