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LEGEND

EXISTING

@ 9"-6"-9" PCC PAVEMENT
(® BASE COURSE WIDENING
(3 6" HMA SHOULDERS

(1) EXISTING TYPICAL SECTION () AGGREGATE SHOULDERS
FAS 379 (L 167) (5) CONCRETE GUTTER
STA. 461+40.00 TO STA. 470+71 (&) CONCRETE CURB & GUTTER

(D AGGREGATE BASE
HMA OVERLAY

€
FAS: 379

PROPOSED

HMA SURFACE REMOVAL, 1-3/4"
@ HMA SURFACE COURSE, MIX “D”, N50 2
(2 PAVEMENT MARKING
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WESTBOUND LANE | EASTBOUND LANE
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(:D EXISTING TYPICAL SECTION

FAS 379 (IL 16T)
STA. 470+71 TO STA. 471+31

¢
FAS: 379

10°-0""

10"-0” |
EASTBOUND LANE

|
WESTBOUND LANE

(3) PROPOSED TYPICAL SECTION
FAS 379 (IL 16T

LT. STA. 471431 TO LT. STA. 477+42 RT. STA. 471+31 TO RT. STA. 477+92

STA. 514+38 TO STA. 542+80
STA. 568+15 TO STA. 599+35
STA. 611460 TO STA. 626+75
STA. 635+60 TO STA. 641+50
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