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PATCH LENGTH

1’ 1’

FOR ROADS AND BRIDGES.

THE STANDARD SPECIFICATIONS

SPECIFIED IN ARTICLE 542.04(b) IN

TRENCH DEPTH AND WIDTH AS

50’ TAPER50’ TAPER

25’

WORK AREA

COMPACTED TO THE SATISFACTION OF THE ENGINEER.

PROPOSED PIPE CULVERT.  THIS WORK SHALL BE PLACED AND 

SURFACE COURSE, TYPE B, 6" IS INCLUDED IN THE COST OF THE

THE COST OF FURNISHING AND PLACING THE TEMPORARY AGGREGATE

COST OF EARTH EXCAVATION.

REMOVAL OF TEMPORARY AGGREGATE SURFACE IS INCLUDED IN THE

NOT USED THE ADDITIONAL BACKFILL WILL BE AT THE EXPENSE OF THE CONTRACTOR.

BACKFILL QUANTITY IS BASED ON THE USE OF SHORING.  IF SHORING IS

MEETING THE ENGINEER’S APPROVAL.

PATCH SHALL HAVE A MINIMUM THICKNESS OF 2" BITUMINOUS MIXTURE

INCLUDED IN THE COST OF THE PROPOSED PIPE CULVERT.  THE TEMPORARY

IF A TEMPORARY PATCH IS USED, THEN THE COST OF THE PATCH IS

1.

2.

3.

4.

5.

GENERAL NOTES

6.

CULVERT. PERMANENT PATCH IS NOT INCLUDED IN THE COST OF THE PROPOSED CULVERT.

PERMANENT PATCH SHALL BE PLACED WITHIN 5 DAYS OF PLACEMENT OF PROPOSED 

7. CONTRACTOR TO VERIFY GOOD WEATHER FORECAST PRIOR TO STARTING CONSTRUCTION.

NO OVER NIGHT LANE CLOSURES WILL BE PERMITTED.

THIS WORK WILL BE PERFORMED UNDER TRAFFIC CONTROL 701201 & 701336.

12’ 12’

(SEE NOTE 3)

GRANULAR BACKFILL (CA6 OR CA10)

MAXIMUM PAY LIMITS FOR POROUS

EX ~ PROFILE

(SEE NOTE 1 & 2)

SURFACE COURSE, TYPE B, 6"

TEMPORARY AGGREGATE

~ ROADWAY

(SEE NOTE 1)

INFORMATION ONLY

(34 TONS PER SIDE) FOR 

SURFACE COURSE, TYPE B, 6"

TEMPORARY AGGREGATE

TO BE USED:

STA 691+50 (30" EQUIV. ROUND SIZE RCP)

STA 680+54 (24" RCP)

STA 425+60 (5’x3’ RCBC)


