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ISOMETRIC VIEW NOTES

PERIMETER EROSION BARRIER
(SILT FILTER FENCE)

TEMPORARY EROSION

AND SEDIMENT CONTROL

NOTES AND DETAILS.

                       , EXCEPT AS MODIFIED IN THESE 

STANDARD SPECIFICATION SECTION 280 FOR                    

THIS WORK SHALL COMPLY WITH ALL THE REQUIREMENTS OF THE

PERIMETER EROSION BARRIER.

AND 1080.02 FOR SILT FILTER FENCE AND ARTICLE 280.04(b) FOR 

THE BARRIER FABRIC SHALL MEET THE REQUIREMENTS OF ART. 208.02

THE POSTS SHALL BE PLACED AS SHOWN ON HIGHWAY STANDARD 280001.

        PERIMETER EROSION BARRIER

EQUIPMENT AND LABOR TO CONSTRUCT THE FENCE AS DESCRIBED.

THE UNIT PRICE SHALL INCLUDE THE COST OF ALL MATERIAL,

FOOT FOR                              , AS MEASURED IN PLACE.

THIS WORK SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER

PROPOSED BARRIER

PRICE EACH FOR 

INLETS WILL BE PAID FOR AT THE CONTRACT UNIT

**
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2-#4 BARS
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12"
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GUTTER FLAG

2-#6 BARS

BOTTOM SLAB.

WALLS AND IN TOP OF 

IN BOTH DIRECTIONS IN

PLACE #4 BARS 12" CTRS.

10’ 10’

1" JOINT FILLER (SEE ART. 1051)

PLAN

ELEVATION
SECTIONNOTES:

DIA

PIPE

OR AS DIRECTED BY THE ENGINEER

SLOPE IN ACCORDANCE WITH FINAL GRADE

TO 5" FOR 6" CURB

VARY HEIGHT FROM 2�" FOR 3�" CURB

TYPE 1 CLOSED LID, STD 604001

CAST IRON FRAME SPECIAL, TYPE 1, WITH

(SEE PLANS FOR TYPE)

COMB CONC CURB AND GUTTER

(SEE PLANS FOR TYPE)

COMBINATION CONC CURB AND GUTTER

BACK OF CURB

EDGE OF PAVEMENT

6" MIN
60°

A
S
 

R
E

Q
U
I
R

E
D

D
E
P

T
H
 

T
O
 

V
A

R
Y

5’’ CTS.

#6 BARS @

2�’’

REINF.

BOTTOM 

REINF.

TOP

10’’ CTS.

#4 BARS @
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#4 BARS @
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2-#6 BARS

TYP.

1�" CL.

TYP.

1�" CL.

TYP.

1�" CL.

2�’’
2�’’

CASTING, (TOP AND BOTTOM) 

#6 BARS PLACED AROUND 

UNLESS OTHERWISE SPECIFIED.

PROVIDE 1�’’ CLEARANCE TYP. ALL REINFORCEMENT

SECTION AT WEIR

2
�
’’

STD.   9-1

SPEC

C.I. FRAME

INLET SPECIAL

FACE OF CURB

STANDARD SPECIFICATIONS SECTIONS 602 AND 1042.

BE PRODUCED ACCORDING TO THE DEPARTMENT’S CURRENT  

IF THE INLET IS NOT CAST IN PLACE THEN THE INLET SHALL

ENTER OR EXIT BOX)

IF NO SIDE PIPES

(UP TO 4% SLOPE

CONCRETE FILL

GALVANIZED IRON STEPS

(OPTIONAL STEPS)

IRON STEPS   12"O.C.

1" ROUND GALVANIZED

6"

7"

14"

1"

AA

OF STRUCTURE

INSIDE FACE

�" �"

2"

�"

1"

1�"

1�"

1�"
13�"

5"

OF THE STANDARD SPECIFICATIONS.

QUIREMENTS OF ARTICLE 1006.14

IRON CONFORMING TO THE RE-

CAST IRON STEPS SHALL BE GRAY

CAST IRON STEPS

SEC. A-A

TREAD

CHECKERED

SEE HWY STD 602701

TREAD DIMENSION DETAILS

3"INLET AS SHOWN ON STORM SEWER LAYOUT.

FEET EACH SIDE OF INLET. PIPES TO BE CONNECTED TO

FLOWLINE. CONSTRUCT TRANSITION IN FLOWLINE IN 10

GUTTER FLOWLINE AT INLET 2�" BELOW NORMAL GUTTER

INLET, SPECIAL,

BARS, METAL STEPS AND JOINT FILLER.

1 WITH TYPE 1 CLOSED LID, THE REINFORCEMENT

SHALL INCLUDE THE CAST IRON FRAME, SPECIAL, TYPE

                               WHICH PRICE

602.08 OF THE STANDARD SPECS AND DETAILS

WHEN INLET IS OVER 4’ DEEP.  SEE ARTICLE

STEPS WILL BE REQUIRED AT 12" SPACING
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