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To Be Used

* 6% OR TO THE SATISFACTION OF THE ENGINEER

PROPOSED CLASS 2 SEEDING

EXISTING TYPE "B" V-GUTTER

EXISTING PAVEMENT

SHAPING SHOULDERS

PROPOSED GRADING AND

NOT TO SCALE

6’

PAVED

6%

PROPOSED MULCH METHOD 2

* EARTH

INCLUDING THE WIDTH ACROSS THE V-GUTTER

PROPOSED HMA SURFACE REMOVAL, 3/4"

PROPOSED HMA SURFACE COURSE MIX C, N90 (1.5")

 

LEFT STA. 139+50 TO STA. 145+40

GRADING AND SHAPING SHOULDERS DETAIL 

960 38RS-5 JOHNSON

SECTION COUNTY

ILLINOIS FED. AID PROJECT
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DETAIL GRADING AND SHAPING SHOULDERS 
S.

 

PAID FOR AT THE CONTRACT UNIT PRICE PER TON FOR AGGREGATE WEDGE SHOULDERS, TYPE B.

5. ADDITIONAL AGGREGATE MATERIAL REQUIRED TO RE-SHAPE THE SHOULDERS WILL BE

 

BE PLACED AND COMPACTED AS DIRECTED BY THE ENGINEER.

ADDITIONAL AGGREGATE REQUIRED TO BRING THE TOP OF THE SHOULDER TO GRADE SHALL

4. THE EXISTING AGGREGATE SHOULDER SHALL BE REGRADED AND COMPACTED IN PLACE.

 

AS SPECIFIED.

PRICE SHALL INCLUDE ALL MATERIAL, EQUIPMENT, AND LABOR TO COMPLETE THE WORK

FOR AT THE CONTRACT PRICE PER UNIT FOR GRADING AND SHAPING SHOULDERS, WHICH

3. THE WORK REQUIRED TO GRADE AND RESHAPE THE EXISTING SHOULDERS WILL BE PAID

 

1 UNIT = 100 FEET.

2. GRADING AND SHAPING SHOULDERS WILL BE MEASURED IN UNITS OF LENGTH, WHERE

 

GRADING AND SHAPING SHOULDERS.

BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE CONTRACT PRICE PER UNIT FOR

251 OF THE STANDARD SPECIFICATIONS. CLASS 2 SEEDING AND MULCH, METHOD 2, WILL NOT

SEEDING AND COVERED WITH MULCH, METHOD 2, IN ACCORDANCE WITH SECTIONS 250 AND

SATISFACTION OF THE ENGINEER. THE DISTURBED AREAS SHALL BE SEEDED WITH CLASS 2

1. THE EXISTING EARTH SHOULDER SHALL BE REGRADED AND COMPACTED IN PLACE TO THE

 

NOTES:

SHOULDERS, TYPE B (IF NEEDED)

PROPOSED AGGREGATE WEDGE 

PROPOSED LEVELING BINDER, (MM), IL-9.5FG, N90 (3/4")


