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EXISTING TYPICAL CROSS SECTION

2’-0" TO 12’-0" 12’-0"

CA-16

12’-0" 2’-7"

2.0%

12’-0"12’-0" 5’-0"

18"

SUB-BASE GRANULAR MATERIAL, TYPE A, 12"

2

P.C.C. SIDEWALK, 5"

1

2’-0"

12’-0" 12’-0" 12’-0"

CA-16

12’-0"

18"

2’-7" 5’-0"12’-0"

2.0%.

SUB-BASE GRANULAR MATERIAL, TYPE A, 12"

P.C.C. SIDEWALK, 5"

2’-0"

CURB & GUTTER, TYPE B-6.24 (SPECIAL)

COMBINATION CONCRETE

12’-0"

0’-0"

12’-0" TO 

8" & VAR.

MODIFIED SOILS, 12"

PROCESSING LIME 

& GUTTER, TYPE M-6.06

COMBINATION CONCRETE CURB

PCC MEDIAN SURFACE, 4"

PIPE UNDERDRAINS, 4"

AT 30" O.C.

#6 TIE BAR, 18" LONG
PCC PAVEMENT, 9"

SUB-BASE GRANULAR MATERIAL, 4"

SLOPE: 3/16" / FT SLOPE: 3/16" / FT

13’-0"

~ 

WITH COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

P.C.C. BASE COURSE WIDENING, 12" POURED MONOLITHICALLY

WITH COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

P.C.C. BASE COURSE WIDENING, 12" POURED MONOLITHICALLY

172+03.25      174+82.23

STATION   TO   STATION

VAR.

12’-0" &

18’-0"

13’-0" TO

VAR.

8" &

& GUTTER, TYPE B-6.24

COMBINATION CONCRETE CURB

& GUTTER, TYPE M-6.06

COMBINATION CONCRETE CURB

PIPE UNDERDRAINS, 4"

PCC MEDIAN SURFACE, 4"

MODIFIED SOILS, 12"

PROCESSING LIME 

AT 30" O.C.

#6 TIE BAR, 18" LONG

& GUTTER, TYPE B-6.24

COMBINATION CONCRETE CURB

EXISTING TYPICAL CROSS SECTION

1

2

174+82.23      176+98.35

STATION   TO   STATION

~

SLOPE: 3/16’ / FT SLOPE: 3/16" / FT

P.C.C. BASE COURSE, 9"

 TYPE B, 4"

GRANULAR SUBBASE,

CLASS I, 1�"

HMA CONCRETE BINDER COURSE, 

CLASS I, TYPE 1, 12"

HMA CONCRETE BINDER COURSE, 

P.C.C. BASE COURSE, 9"

 TYPE B, 4"

GRANULAR SUBBASE,

CLASS I, 1�"

HMA CONCRETE BINDER COURSE, 

MIX B, CLASS I, TYPE 1, 12"

HMA CONCRETE BINDER COURSE, 

MIX B, CLASS I, TYPE 1, 12"

HMA CONCRETE BINDER COURSE, 

F.A.P. RTE. 804 /  (PROSPECT AVE.)

1:3
1:3

1:3

1:3

CURB & GUTTER, TYPE B-6.24 (SPECIAL)

COMBINATION CONCRETE

STRIPE STRIPE STRIPE STRIPE

STRIPE
STRIPE

STRIPE
STRIPE

F.A.P. RTE. 804 /  (PROSPECT AVE.)

1:3

1:3

1:3 1:3

* F.A.P. 719 & F.A.P. 804

SUPERPAVE, MIX "E", N90, 1�"

POLYMERIZED HMA CONCRETE SURFACE COURSE,

SUPERPAVE, N90, 1"

POLYMERIZED LEVELING BINDER (MACHINE METHOD),

SUPERPAVE, MIX "E", N90, 1�" 

POLYMERIZED HMA CONCRETE SURFACE COURSE,

SUPERPAVE, N90, 1"

POLYMERIZED LEVELING BINDER (MACHINE METHOD),


