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llinois Department NOTICE TO BIDDERS
of Transportation

1. TIME AND PLACE OF OPENING BIDS. Electronic bids are to be submitted to the electronic bidding system
(iCX-Integrated Contractors Exchange). All bids must be submitted to the iCX system prior to 12:00 p.m.
August 2, 2024 prevailing time at which time the bids will be publicly opened from the iCX SecureVault.

2. DESCRIPTION OF WORK. The proposed improvement is identified and advertised for bids in the
Invitation for Bids as:

Contract No. 62U90

COOK County

Section FAI 90 23 TBR

Route FAI 190

District 1 Construction Funds

Toll Plaza 31 Relocation Kennedy Express (1-90) to 1-190 WB Ramp to Airport in Rosemont, lllinois

3. INSTRUCTIONS TO BIDDERS. (a) This Notice, the invitation for bids, proposal and letter of award shall,
together with all other documents in accordance with Article 101.09 of the Standard Specifications for Road
and Bridge Construction, become part of the contract. Bidders are cautioned to read and examine carefully
all documents, to make all required inspections, and to inquire or seek explanation of the same prior to
submission of a bid.

(b) State law, and, if the work is to be paid wholly or in part with Federal-aid funds, Federal law requires the
bidder to make various certifications as a part of the proposal and contract. By execution and submission
of the proposal, the bidder makes the certification contained therein. A false or fraudulent certification
shall, in addition to all other remedies provided by law, be a breach of contract and may result in
termination of the contract.

4. AWARD CRITERIA AND REJECTION OF BIDS. This contract will be awarded to the lowest responsive
and responsible bidder considering conformity with the terms and conditions established by the Department
in the rules, Invitation for Bids and contract documents. The issuance of plans and proposal forms for bidding
based upon a prequalification rating shall not be the sole determinant of responsibility. The Department
reserves the right to determine responsibility at the time of award, to reject any or all proposals, to readvertise
the proposed improvement, and to waive technicalities.

By Order of the
lllinois Department of Transportation

Omer Osman,
Secretary




















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

NOTIFICATION & MANAGEMENT PLAN AVAILABILITY

ANNUAL NOTIFICATION OF BUILDING OCCUPANTS

The Authority’s Designated Person shall ensure that all building occupants are notified of the
following on an annual basis:

1. The existence and type of asbestos-containingmaterial in the building.
2. The location and availability of the Management Plan.

3. Updates on response actions, reinspection, and surveiliance activities that are planned or in
progress.

4. The name, address, and telephone number of the Designated Person.

Notification shall be impiemented as follows:

1. Upon implementation of this Management Plan, the enclosed notification shall be forwarded to
the facility’s principal point-of-contact, appropriate union stewards, and will be published in the

Authority’s newsletter.

2. Each year an updated notification shall be sent to the facility’s principal point-of-contact,
appropriate union stewards, and will be published in the Authority's newsletter.

3. Acopy of the current annual notification shall be included in the general information packet given
to each new employee at that facility.

AVAILABILITY OF THE MANAGEMENT PLAN

A copy of the Management Plan shall be maintained at the Authority’s administrative offices.
Appendix B of this Management Plan, “Standard Operating Procedures for Maintenance of
Asbestos-Containing Material at Plaza 31 - O'Hare West Tri-State tollwya, Mile Post 40.5,
Westbound”, is available at the facility. The Management Plan is available during normal business
hours with cost or restriction for inspection by representatives of EPA, the State, the public, and all
persons notified. A reasonable fee may be charged for copies of the Management Plan.
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WARNING LABELS & POSTINGS

The Authority's Designated Person shall ensure that warning labels are attached immediately
adjacent to or on any friable and non-friable asbestos-containing materials located in routine
maintenance areas, such as boiler rooms and janitor's closets, and at access panels to tunnels,
crawlspaces, or ceilings which enclose any friable or non-friable asbestos-containingmaterials.

1. All labels shall be in prominent, visible locations until the asbestos-containing material is
removed. The warning label shall read, in print which is readily visible because of large size or
bright color, as follows either:

CAUTION: ASBESTOS. HAZARDQUS. DO NOT DISTURB WITHOUT PROPER
TRAINING AND EQUIPMENT. (USEPA)

-OR-

DANGER: CONTAINS ASBESTOS FIBERS. AVOID CREATING DUST. CANCER &
LUNG DISEASE HAZARD. (OSHA)

2. Access to routine maintenance areas that contain asbestos-containing material shall be limited
to authorized trained individuals. Locations and placement of these labels shall be documented
by the Authority's Designated Person.
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SHORT-TERM WORKER NOTIFICATION

The Authority's Designated Person shall ensure that all short-term workers, such as telephone and
alarminstallers, repair workers, exterminators, etc. shall meet with the Building Supervisor to receive
informationregarding asbestos-containingmaterials located throughout the building.

1.

The facility's Building Supervisor shall describe the type and location of asbestos-containing
materials in the area where the worker will be required to go.

The Building Supervisor shall instruct the worker to avoid damaging the asbestos-containing
materials and shall obtain the signature of the worker on a form which stated the following:

a.

That the worker has been informed that asbestos-containing materials exists in the area
where the work is to be performed,

The type ofasbestos—comamingmaterials(e.g4 floor tile, ceiling tile, plaster, insulation, etc.).

That the worker will avoid damaging the asbestos-containingmaterials in any way, including
but limited to drilling, abrading, cutting, etc.

The name of the worker, the company employing him/her, the nature of the work, and the
date.

When workers require entry into an area where friable damaged asbestos-containingmaterial is
located and to which access is restricted. the Building Supervisor shall obtain the signature of
the worker on a comprehensive release form which states the following:

a

That the worker has been informed that the designated areas contain friable damaged
asbestos-containing materials.

That access to the area is restricted fo persons with asbestos training who are wearing
respiratory protection at all times.

That the worker understands that asbestos is a recognized health hazard, and that asbestos
fibers can cause lung disease and cancer.

That the worker assumes full responsibility for histhew own protection and welfare when
entering the restricted area, and that he/she will hold the agency harmiess from any injury
claim related to asbestos exposure.

The name of the worker, the company empioying him/her, the nature of the work, and the
date.
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EMPLOYEE AWARENESS TRAINING REQUIREMENTS

The Authority's Designated Person shall ensure that all members of the maintenance and custodial
staff who work in a building that contains asbestos-containing materials shalf receive awareness
training of at least two hours, whether or not they are required to work with the asbestos-containing
materials. New custodial and maintenance employees shall be trained within 680 days after
commencementof employment.

This training shall include, but not be limited to:

1.

2.

Information regarding asbestos and its various uses and forms.
Information on the health effects associated with asbestos exposure.

Locations of asbestos-containing materials, identified throughout each building in which they
WOrk.

Recognition of damage, deteriorationand delamination of asbestos-containingmaterials.

Name and telephone number of the Designated Person and the availability and location of the
ManagementPlan.

The two hour training for new employees will be provided by qualified staff members who have
asbestos training (e.g. Supervisor and/or another staff member assigned by the Authority) and
who have comprehensive knowledge of the buildings.

11-8
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EXTENDED EMPLOYEE AWARENESS TRAINING

The Authority's Designated Person shall ensure that all members of the maintenance and custodial
staff who conduct any activities that will result in the disturbance of asbestos-containing materials
shall receive additional training.

1. At least two maintenance workers shall receive the three-day lllinois asbestos worker training
course and shall become licensed. These individuals shall perform all clean-up, repair, and
emergency asbestos removal procedures, (including removal of floor tile) which may be
required.

2. Staff members who may be required to work in areas of the building where friable asbestos-
containing materials may be disturbed during the normal performance of their work, and to which
access is restricted, shall receive the fourteen-hour training as required under AHERA or the
three-day asbestos worker training.

The Authority shall provide the Designated Person with the training necessary to fulfill all required
tasks. Periodic updates will be required.

A, Basic knowledge as required in AHERA shall include:

1.

2.

Health effects of asbestos.

Detection, identification, and assessment of asbestos-containingmaterials.

Cptions for controlling asbestos-containingmaterials.

Asbestos management programs.

Relevant federal and state regulations concerning asbestos, including those of the

Occupational Safety and Health Administration, U.S. Department of Labor, the U.S.
Department of Transportation, and the U.S. Environmental Protection Agency.

B. The Designated Person shall attend the following courses and all associated refresher courses,
and shall successfully pass all course examinations:

1.

Practices and Procedures in Asbestos Contro!, including additional coursework for
“Contractor Supervisor” certification (five days), or other course which gualifies
participants as “competent person” under OSHA, and/or
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RESPONSE PROCEDURES FOR ASBESTOS
DISTURBANCE & ABATEMENT WORK

EPA and OSHA have severe penalties for improper disturbance, removal, or disposal of asbestos-
containing materials. Therefore, the following sections are to be implemented, as directed by the
Authority's Designated Person, as required in response to the disturbance, maintenance, and
removal of asbestos-containingmaterials.

EMERGENCY FIBER RELEASE EPISODES

Custodial and maintenance workers shall immediately report, in writing the Authority's Designated
Person, the presence of debris, water or physical damage to the asbestos-containing materials, or
any evidence of possible fiber release. The Authority’s Designated Person shall then assess the
scope of the situation, and advise the Authority with respect to the steps to be implemented in
response to the episode.

The Authority's Designated Person shall classify the emergency fiber release episode into one of the
following categories, and follow the procedures outlined for each category.

A. STOCKPILED MATERIALS - The disruption of asbestos-containing materials or materials
suspected to be asbestos-containing materials that have not been installed, or asbestos-
containing materials that has been stored and abandoned in place, but has not been properly
disposed.

B. CLEANING SALIENT AREAS OF DAMAGE - Maintenance activities that involve the clean-up
and repair of up to one square foot or one finear foot of asbestos-containing materials dust or
debris.

C. SMALL-SCALEDISTURBANCES - Maintenance activities that involve the removal, repair, and
clean-up of three linear feet or three square feet of asbestos-containingmaterials.

D. LARGE-SCALE DISTURBANCES - Maintenance activities that involve the removal, rebair, and
clean-up of asbestos-containingmaterials in excess of three linear feet or three square feet.

The Authority shall direct the Designated Person to call an abatement contractor or assign a trained
in-house team to clean up debris and make repairs as soon as possible. If a contractor is used, a
company shall be selected and retained by contract for quick response action as needed. The
Autherity's Designated Person shall complete the appropriate fiber release episode documents,
provided in Appendix A of this Management Plan.

1I-10
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STOCKPILED MATERIALS

If the Authority's Designated Person suspects that stockpiled materials contain asbestos, or that
stockpiled asbestos-containingmaterial has been disturbed, the Authority should:

A Not use such materials for facility maintenance.

B. Notmove or dispose of material until authorized fo do so by the Authority's Designated Person.

C. Place warning signs in accord with the Management Plan.
D. Cover the stockpiled materials with one layer of 6-mil plastic sheeting.

E. Complete the forms in Appendix A, as required by the Management Plan, and maintain them on
file with the Management Plan.

This includes 8"x9" floor tile, 12"x12" floor tile, ceiling panels, ceiling tile, boiler and fitting gaskets,
roping for boiler gaskets, thermal insulations such as aircell or magnesium block, bags of asbestos
insulation mix and “transite” asbestos cement board.

Depending on the size and circumstances, the Authority may either authorize trained personnel from
the Authority to properly dispose of the material or conduct an abatement project. In some
instances, the Authority may instruct that the asbestos waste be stored in a secured area until the
facility can be inspected

CLEANING SALIENT AREAS OF DAMAGE

From time fo time, during the course of routine building use and maintenance, salient or isolated
areas of damage may be detected on asbestos-containing materials. If such disturbances are
identified, and the disturbance is less than 1 linear foot or 1 square foot in size, the Authority or the
Authority's Designated Person may implement the following procedures:

A. Clean all areas of the building where friable asbestos-containing materials, damage of
significantly damaged thermal system insulation asbestos-containing materials, or friable
suspected asbestos-containing materials are present at least once after the completion of the
inspection and before the initiation of any response action, other than O&M activities or repair.

B. Additional cleaning shall be performed if recommended by the Management Planner as partofa
response action.

C. The cleaning procedures are to include the following:

1. The workers performing the cleaning shall be licensed, and equipped with 1/2-face,
dual cartridge, high efficiency air purifying respirators, at a minimum.

2. The cleaning is to be performed using a combination of wet mopping or wiping and

HEPA vacuuming.
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3 Irregular surfaces, such as curtains, books, furniture and carpeting should be
cleaned using HEPA equipped vacuum cleaners. Many manufacturers offer
several “nozzles” to make HEPA vacuuming of irregular surfaces less difficult.
Carpet may be steam cleaned.

4. Dispose of waste generated during this activity as asbestos-containingmaterials.

5. Complete the forms found in Appendix A for each cleaning and include in the
Management Plan.

SMALL-SCALE DISTURBANCES

The Authority's Designated Person is to use the following procedures for small-scale maintenance
activities (less than 3 linear feet or 3 square feet which repairs asbestos-containing materials,
disturbs  asbestos-containing materials, dust or debris, or disturbance of asbestos-containing
materials is possible).

A The Authority's Designated Person is to obtain approval from the Authority before beginning
work. All work shall be performed by licensed workers and be supervised by a licensed
supervisor.

B. Schedule the work after normal working hours (nights or weekends), if possible, or control

access to the work area. Doors shall be locked from the inside and signs posted to prevent
unauthorized persons from entering the work area (e.g. "MAINTENANCE WORK IN
PROGRESS, DO NOT ENTER:, or, if the asbestos levels are high enough to trigger the
OSHA Rule (the PEL or higher), “DANGER - ASBESTOS: CANCER AND LUNG DISEASE
HAZARD; AUTHORIZED PERSONNEL ONLY; RESPIRATORS AND PROTECTIVE
CLOTHING ARE REQUIRED IN THE AREA"). Note, emergency exits must remain in
operation.

C. The air handling system shall be shut off or temporarily modified to prevent the distribution of
fibers from the work site to other areas in the building. Be sure that the electrical system is
disconnected prior to misting.

D. Workers shall wear NIOSH-approved respirators with HEPA filters and protective clothing,
including a body suit, hood, boots, and gioves. Workers must wear personal monitors as
required by OSHA unless previous experience with the same asbestos-containing materials
and similar operations indicates that fiber levels are likely to be less than the PEL.

E. A 6-mil polyethylene piastic dropcloth shall be places beneath the location of the
maintenance work, extending at least 10 feet beyond all sides of the work site. {In the case
of entry into the space above a suspended ceiling the work site would be the area of the
panels moved to gain access.) :

Alternatively, a rectangular enclosure constructed of 6-mil plastic on a frame can be

positioned underneath the maintenance area to inhibit the spread of fibers from fallen
asbestos-containingmaterials. (Mobile enclosures of this type are available commercially.)
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If entry to the space above a suspended ceiling is necessary, the panels shall be moved
carefully with as little movement as possible. The air above the opening, the top of the
moved panel and all panels surrounding the opening, and the asbestos-containingmaterials
likely to be disturbed shall be misted with a fine spray of amended water. Misting of the air
helps to settle quickly. Cleaning ceiling panels with 2 HEPA vacuum cleaneris also effective
as long as care is taken not to vibrate panels and disturb the asbestos-containingmaterials.

Thermal System Repairs.

1. Many times thermal insulation can be easily repaired to prevent further release of
asbestos fibers. Repairs can be made by licensed workers as follows:

a. Spray the damaged area with a light coating of penetrating encapsulant.
b. Fill any gouges or depressions with fiberglass or palm grade encapsulant.
C. Wrap or cover damaged area with a self-setting lagging or lagging set in

one coat of bridging encapsulant.

d. Paint damaged area with two coats of bridging encapsulant.
e. Paint damaged area with two coats of bridging encapsulant.
2. Self-setting lagging will not properly adhere if wetted with an amended water.

These methods can also be utilized for repairing open ends of pipe insulation repair
of fitting insulation.

The maintenance renovation work form in this Section shall be completed by the Authority's
Designated Person for each area repaired. Air monitoring is required for any activity which
approaches thirty minutes, uniess all applicable procedures indicated in Appendix G of
OSHA 1926.58 - Work Practices and Engineering Controls for Small Scale, Shorf-Duration
Asbestos Renovation and Maintenance Activities Non-Mandatory are followed.

Glovebag Procedures
1. The asbestos-containing insulation on piping shall be removed using IDPH

glovebag techniques as necessary for the repairs. Perform all glovebag procedures
using a NIOSH-approved PAPR respirator, mini-enclosure, and negative air.

2. If a bag is ruptured during the repairs, work shall stop, the area should be sealed
off, and all procedures recommended for large-scale asbestos removal shall be
followed.

3. Plastic sheets (6-mil polyethylene) shall be cut and taped around any thermal

insulation which might be disturbed. The plastic shall be misted with amended
water before taping it shut. The plastic shall be taped to itself to avoid damaging the
insulation.
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During the course of the work, small pieces of asbestos-containing materials shall be
collected by the HEPA-vacuum. this is best accomplished by placing the vacuum hose
adjacent to the asbestos-containing materials being disturbed. Larger pieces shall be
placed in a labeled plastic bag.

J. Upon completion of the work, any visible debris on the top of the suspended ceiling, on the
drop cloth, on the floor, or anywhere eise shall be collected by cleaning with a HEPA
vacuum.

K. All equipment and tools shall be wiped with damp cloths or HEPA-vacuumed.

L The plastic sheet shail be wiped with a damp cloth, carefully folded, and discarded as
asbestos waste.

M. All debris, vacuum bags, and filters shall be discarded in sealed and labeled plastic bags as
asbestos waste.

N. Workers shall vacuum their disposable suits before leaving the work site (or remove and

discard them as asbestos waste and put on a clean disposable suit), and proceed to a
remote decontamination area with shower facilities. Workers are to shower with their
respirators on and clean their respirators while in the shower.

0. Instali non-asbestos containing material to replace removed asbestos-containingmaterials.

LARGE-SCALE DISTURBANCES

Maintenance activities which involve removal of three linear or square feet or more of asbestos-
containing materials (e.g. several valves need attention in a utility room or block insulation needs to
be removed for boiler repair) are large disturbances and shall be performed by IDPH licensed
Asbestos Contractors and designed by an IDPH licensed asbestos project designer.

The Authority's Designated Person is to use the following procedures for large-scale disturbances.
Prior to implementing these measures, the Designated Person is to notify the Authority and receive
approval from the Authority prior to implementing these procedures

A. General Project Requirements

1. Any abatement project or maintenance activity where removal may exceed three square
feet or three linear feet must be designed by an IDPH licensed project designer,
conducted by an IDPH licensed abatement contractor, and overseen by IDPH licensed

personnel.
2. The EPA must be notified in accord with NESHAP should the quantities of asbestos-
containing materials be excess of 160 linear feet, 260 square feet, and/or 1 cubic yard.
3. USEPA, IEPA, OSHA, and applicable IDPH requirements are to be followed.
4. Ali projects must be designed by an IDPH licensed project designer and have IDPH

licensed Asbestos Project Manager to observe the abatement and IDPH licensed air
sampling professional performair sampling.

i-14
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5. Asbestos removal activities are to be performed by and IDPH licensed contractor.

6. Staff performing the work must be 1DPH licensed workers and supervised by an IDPH
licensed supervisor.

7. The Asbestos Abaternent Contractor must have a medical surveillance and respirator
program in accord with this Section for all employees working with asbestos.

Regulatory Requirements

Federal and lllinois laws and regulations that apply to asbestos abatementwork are similar

regardless of the size or the value of the work. The Authority should not undertake projects or

contract for asbestos abatement services under “local bidding” or “emergency” circumstances
without assured quality control. These procedures are provided to assist in that regard.

1. All projects except small projects must be designed by a licensed Project Designer.

2. The Authority's Designated Person shall ensure that all Federal, State, and local
regulations with respect to permitting, removal, waste disposal requirements are
followed.

3. All response actions, including enclosure or encapsulation of asbestos-containing
materials, must be conducted and supervised by an IDPH licensed person.

4. The Authority's Designated Person shall ensure that prior written notice is provided to
EPA.

5. The Authority’s Designated Person shall document ail activities, including the Asbestos
Project Manager's (APM) and Air Sampling Professional’s (ASP) daily reports, and
clearance air tests results and shall insert the record drawings which indicate the exact
locations of any removal, encapsulation, or enclosure of asbestos-containingmaterials
in the building’s Management Plan.

8. The Authority's Designated Person should be thoroughly familiar with the Response
Action Contractor’s indemnificationact.

Removal of Intact Non-Friable Asbestos-ContainingMaterials

Non-friable materials when remcved intact pose littie danger of asbestos fiber release. These
procedures are issued to ensure worker protection and emission control during removal of all
non-friable materials including the following materials:

Transite type materials such as roofing, siding, piping, sheeting, and cooling tower baffles; fire
brick; stucco siding; and floor tile and other miscellaneous floor coverings.

Non-friable materials do not require the use of licensed contractors, but it is required that the
Authority or a knowledgeable Construction Section Engineer supervise the project and the work
be completed by asbestos workers licensed by IDPH. Roofing projects do not require workers
to be licensed by |DPH.

1. Regulated Area

The Authority's Designated Person  shall ensure that the Asbestos Abatement
11-15
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Contractor performing the removal of intact, non-friable asbestos-containingmaterials
establish a regulated area where non-friable asbestos-containingmaterials are to be
removed, renovated, or repaired. The regulated areas shall be demarcated in a manner
that minimizes the number of persens within the area and protects persons outside the
area from exposure to air-borne concentrations of asbestos in excess of the permissible
limit. Access to the regulated areas shall be limited to authorized persons. Those
workers performing the removal shall not eat, drink, smoke, chew tobacco or gum, or
apply cosmetics in the regulated areas.

Tools

All powered tools, or high speed abrasive disc saws must be equipped with engineering
controls that eliminate dust before they can be used for work related to asbestos.
Compressed air can be used to remove asbestos only when it is used in conjunction
with an enclosed ventilation system designed to capture the dust created by the
compressed air.

Air Monitoring

a. State and Federal regulations require that all employers ensure that no
employee is exposed to an airborne concentration of asbestos in excess of 0.1
f/cc as an 8-hour time weighted average Permissible Exposure Limit (PEL) orin
excess of 1.0 flcc as averaged over a sampling period of 30 minutes Excursion
Limit(EL).

b. Air monitoring must be completed for each non-friable asbestos abatement
project. The air monitoring shall be completed by an independent IDPH
licensed air sampling professional (ASP) employed by the Engineer (where an
Engineer or Construction Section Engineeris involved).

i A minimum of three background samples shall be taken prior to the
start of the work.

i, Determinationsof an employee’s exposure shall be made from
breathing zone air samples that are representative of both the 30-
minute short-term exposure (Excursion Limit) and the 8-hour time
weighted average of each employee.

° Representative 8-hour Time Weighted Average (TWA)
employee exposure shall be determined on the basis of one or
more samples representing full-shiftexposure for employees in
each work area.

® Representative 30-minute short-term employee exposures
shall be determined on the basis of one or more samples
representing 30-minute exposures associated with operations
that are most likely to provide exposures above the excursion
limit for employees in each work area.

jil. in addition to the breathing zone air samples at least one sample each
shall be taken daily in the following areas:
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Work area

Outdoors in a zone not suspected to be contaminatedto be
used as a background sample.

If the material being removed is adjacentto an intake of a
ventilation system that must remain in operation during the
removal, two samples shall be taken within the ventilated area.

If any interior work area tests indicate an air-borne asbestos
fiber level above 0.1 f/cc additional air samples shall be taken
in any area where contaminationis possible and work shall be
stopped untii work methods have been reviewed and revised
to control fiber release. f any of the samples taken from the
areas defined in subsection (iii) or in possible contaminated
areas where the PEL exceeds 0.1 f/cc State and Federal
regulations require that all employers ensure that no employee
is exposed to an airborne concentration of asbestos in excess
of 0.1 f/cc as an 8-hour time weighted average Permissible
Exposure Limit (PEL) or in excess of 1.0 f/cc as averaged over
a sampling period of 30 minutes Excursion Limit (EL) these
areas shall be cleaned by HEPA vacuum or wet wiping.

the interior air tests taken above indicate an air-borne

asbestos fiber level above 0.01 ficc and are above the initial

backgro

und levels, the ASP shall have the employees clean the area

by wet wiping and retest the area for clearance taking a minimum of
two air samples. Once all tests fail below 0.01 f/cc, the area may be
occupied.

V. Upon completion of the removal interior work areas shall be cleaned
using HEPA vacuum or wet methods. Clearance testing will not be

required

4. Respirators

Any time the PEL or excursion limit is exceeded or upon request of the worker, the

employer shall provide th
provide decontamination

e worker with a respirator and protective clothing and must
facilities. Whenever respirators are used or required the

employer must be able to provide evidence of worker training and respiratorand
medical surveillance programs. Wheneverthe PEL is exceeded, the site shall be

posted with the following

information: DANGER, ASBESTOS CANCER AND LUNG

DISEASE HAZARD, AUTHORIZED PERSONNEL ONLY, RESPIRATORS AND
PROTECTIVE CLOTHING ARE REQUIRED IN THIS AREA.

5. “Wet” Removal

Materials shall be kept damp using a surfactantduring removal and shall be thoroughly
wetted using a surfactant prior to disposal. Materials shall be handled to minimize
breaking. Enclosed chutes may be used for lowering thoroughly wetted rcofing

materials to ground level.

D. Floor Tile Removal Procedures
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The USEPA recommends that asbestos-containingfloor tiles and mastics remain in
place if the material is in good condition or can be adequately sealed.

Removal of these materials should only be done at the end of the material’s life or
whenever remodeling dictates. Improper removal of asbestos-containingfloor tiles and
mastics could result in the release of asbestos fibers.

Asbestos floor tile removal methods: Follow Small Disturbance procedures for area
preparation. All asbestos-containingmaterials removed must be thoroughly wetted and
double-baggedin 6-mil properly labeled poly bags. Areas where the tile cannot be
removed intact with methods such as given below must be completed as an asbestos
abatement project.

a. Heat - This procedure is applicable for small areas or single tiles. Apply heat
with propane torch or heat gun. Keep moving to prevent burning. Lift tile with
wide blade putty knife. Heat mastic and scrape away excess.

b. Dry ice - This procedure is applicable for small area. CAUTION: thermal
gloves are required for handling the dry ice to prevent frostbite. Apply large
piece of dry ice to area to be remove. Move over tile to be removed. Popping
sound indicates loosening of tile. Remove mastic with heat as above.

c. Water - This procedure is applicable for larger areas but may not be appropriate
for wood floors. Prepare water by adding surfactant (wetting agent). Spray on
area until heavy coverage occurs.

Cover with plastic for 8 to 24 hours. Check for looseness. If not loose apply
more water. If loose, raise tile with wide putty knife or long handled scraper
using care not to break tites. Remove mastic using heat.

If it is necessary to remove mastic, extreme caution shall be utilized. Many mastic
removers and solvents including the Citrus Turpene varieties, have a very low “Flash
Point Rating” (less than 140 degrees Fahrenheit)and a very low “Lower Explosive Limit
(less than one percent concentrationin air).

This means that less than one percent of the product’s vapor needs to be in the air to
create an explosive atmosphere. These products representa fire and explosion hazard
in confined spaces which normally occur during the removal of asbestos containing
materials. Also, some solvents may be carcinogenic and may be solventto the plastic
bags usually used for containing asbestos waste. Some solvents have a strong odor
and may cause nausea. Both a vapor filter and an asbestos filter may be required for
air purifying respirators. All work utilizing mastic removers shall be conducted while the
building is unoccupied.

It is recommended that the use of mastic removers and solvents be limited tc very small
quantities or only products that have a flash point of 200 degrees Fahrenheitor higher
be used.

Federal and State laws require the Authority to obtain the Material Safety Data Sheet of
all products used. The Authority must also comply with employee right to know laws.
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FAI Route 190 (I-190)
Section FAI 90 23 TBR

Cook County

Contract No. 62U90

SIX MONTH PERIODIC SURVEILLANCE OF ASBESTOS CONTAINING MATERIALS

Building Name: Room Number:

Building Number: Room Name:

Type of Asbestos-ContainingMaterial:

1. Sprayed-on or troweled on ceilings or walls.
2. Sprayed-onor troweled on structuralmembers.
3. Insulation on pipes, tanks, or boiler.
4, Other (describe):
Has the material been encapsulated , enclosed , neither

Assessment- Note location of Asbestos-ContainingMaterial and any changes in condition:
Photograph any areas that have changes and attach photo to this report.

1. Air plenum, air shaft, or air stream:

2. Physical damage:

3. Water damage:

4. Deterioration:

5. Accessibility of the material:

8. Activity near the material:

7. Other observations (including the condition of the encapsulantor enclosure, if any):
NAME: SIGNATURE: DATE:

(Person completing surveiliance)

NOTE: Retain this form for three years after the next reinspection. Attach to the ManagementPlan.

A-1
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

PURPOSE: This form is used by the Authority's Designated Person, or an inspector appointed by the Authority's
Designated Person, every six months to document the present condition of the asbestos-containingmaterials throughout
the facility.

INSTRUCTIONS:

SIX MONTH PERIODIC SURVEILLANCEOF ASBESTOS CONTAINING MATERIALS

The hgading on each Building Name: s fl0 7 A1 06 4. Room Number___ /4 4
surveillance form should '

be filled out completely. Building Number: - RoomName:_ B4/t 8 p pas

Type of Asbestos-Containing Material:

The type of asbestos- 1. Sprayed-on or troweled on ceifings or walls.
containing material being 2. Sprayed-on or troweled on structural members.
surveyed, and whether the f«% insulation on pipes, tanks, or boiler.

4. Other (describe):

material has been

encapsulated and/or Has the material been encapsulated , enclosed , Neither &~
enclosed should be noted.

Assessment - Note location of Asbestos-Containing Material and any changes in condition:

. Photographany areas that have changes and attach photo to this report.
When observing the

asbestos-contaming 1. Air plenum, air shaft, or air stream: MO CHAYSE
material each of these
seven assessment factors

are {o be considered. 2. Physicaldamage: __ mis Scoma v CF u m ALral C EACE
The inspector shouid 3, Water damage: Ao _cHAWEE
respond to each
assessmentfactor and
comment on each factor i
=Nt on each facto 4. Deterioration: CRUmBe10.6 O BASE + AR oud FLApaQes
accordingly. B
Finally, the form should be | 5 Accessibility of the material: NS CHALGE
signed and dated by the
person performing the
periodic inspection. 8. . Activity nearthe material___ 4/ p CHpw CE
7. Other observations (including the condition of the encapsulant or enclosure, if any):

PLASTER BARRIES /o) HEED pt g ELAMR.
NAME: JACK HA R peent SIGNATUREW Ahopmiparity DATE: §/#/5y

(Person completing surveillance)

NOTE:  Retain this form for three years after the next reinspection. Attach to the Management Plan.

A-2
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

ANNUAL NOTIFICATION LETTER

Date:
Dear Employee:

Tollway Building Facility has been inspected for asbestos-containing
building materials by a licensed inspector. In addition, an Asbestos Management Plan has been
prepared by a licensed managementplanner. The Inspection Report and ManagementPlan are on
file n the facility office and are available for public review during business hours.

The reports state that asbestos-containingmaterials have been found. The condition and type of the
asbestos are shown in the individual reports.

Copies of these reports are available upon notification of the facility administraterand paymentof a
fee to cover copying costs.

Sincerely,

for the lllinois State Toll Highway Authority

Note: Maintain this record indefinitely wit the Management Plan.

A-3
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

PURPOSE: This form is used by the Authority, or the Authority's Designated'Person, to notify Authority
employees regarding the presence of asbestos-containingmaterial s in the facility.

INSTRUCTIONS:

The text and content
should not be altered
without approval from the

Authority or the Authority's
Designated Person. Date: _QZEZZL___

Dear Ermnployee:

ANNUAL NOTIFICATIONLETTER

The form should be printed
or reproduced on Authority | Toliway Building Faciity ML has been inspected for asbestos-containing
letterhead, then signed. building materials by a licensed inspector. In addition, an Asbestos Management Plan has been prepared by a
licensed management planner. The Inspection Report and Management Plan are on file in the facility office and
are available for public review during business hours.

The reports state that asbestos-containing materials have been found. The condition and type of the asbestos
are shown in the individual reports.

Copies of these reports are available upon notification of the facility administrator and payment of a fee to cover
copying costs.

Sincerely,

fosthe llinois State Toll Highway Authority

A4
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

NOTIFICATION OF SHORT-TERM WORKERS

Date:

Building/Facility:

itis our intent that asbestos-containing building materials in this building is in no way disturbed by your work.
By signing this form, you are acknowledging that:

1. You have been instructed to avoid damaging the asbestos-containing material;

2. You have been notified of the type and location of asbestos-containing material in the area in which
you will be working; and that

Yau are not to damage the asbestos-containing material in any way, including but not limited to,
drilling, abrading, cutling, etc.

)

Area of work in the building:

Specific location and type of asbestos-containing material in this area:

Name of Company:

Address:

Phone:

Name (Print):

Signature:

NOTE: This form is used to be completed by temporary or short-term workers. This form should be
completed by the worker prior to the start of their work. This form may be copied on to Authorfty letterhead,
and kept indefinitely on file with the Management Plan.

A-S
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PURPOSE: This form is used by
contractors, contractworkers, or t
materials are present and to advi

work.

INSTRUCTIONS:

Describe in detail the area(s)
of the facility where their work
is to take piace.

Describe in detail the type(s)
of asbestos-containing
materials that are at this
location and the condition of
these materials.

The closing of this form should
be completedin its entirety by
the individual and/or company
performing this work.

FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

the Authority, or the Authoerity’s Designated Person to notify short-termworkers (i.e.,
emporary/part-timeworkers) about areas of the facility where asbestos-containing
se them not to disturb the asbestos-containingmaterial during the course of their

NOTIFICATION OF SHORT-TERM WCRKERS
Oate: h / & /‘3‘{

BuisngFacury __ M-5

R 38 ous wnteen iag g Cumbing
By mgrang Om form, you B8 ACXACWAGEGING MAT

¥ DG Dusiing o 3 NG wiey QEBUrDeg DY YOUT WarR,

1. "You have boon mEmucad 18 voat Qg Ne g Matenat.

2. You hAsrve baen notfied of the type and loczoan of IICATMOS-CINT]ANG MBS 2 Bl 3782 10 wine
You wa Be wOrung: 3ng Sl

3. You are not o damags he TROTELH-CHTIING MG W ANy way, NCILAING DUT NOL Pded ta,
arukng, SOrACING, CLEING, IIC

Aroa af work 1 e buiding: _FICE_CME BETWEEN woueS rEurzact i woues 't
oosren. Cooed

Spectc locason and type of sDeRCSCINtUNNg Matenal in e araa: Al e A T TT 10

menmied  noowd s MM pesdie Moo e Dm ceT

Mama of Camcany: _’L_z ’PM(&,:

scaress: 40 SEoaz Suc
SenFwrECE  TL  fese!

Prone: __212/555 -523d

Nome oo Tage B

- *Gﬂ‘! \! -
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

COMPREHENSIVE RELEASE FORM

Date:
lliinois State Toll Highway Authority

Building/Facility:

Restricted Area:

| have been informed by the Authority that the arsa to which | have requested access contains friable
damaged asbestos-containing material and that, at present, entry into this area is restricted to persons with
asbestos training who are wearing respiratory protection.

} acknowledge that | am aware that asbestos is a recognized health hazard and that airborne asbestos
fibers can cause lung disease and cancer when inhaled. Therefore, | am prepared to protect myself
against exposure to asbestos fibers according to OSHA and recognized industry standards by avoiding
creating dust through the disturbance of friable asbestos-containing material and wearing a NIOSH
approved respirator while | am in the restricted area.

| hereby affirm that { accept full responsibility for protecting myseif against asbestos exposure and agree to

hold the lllinois State Toll Mighway Authority harmiess for any injury claim | may have in the future which is
related to asbestos exposure.

Name of Company:

Address:

Phone:

Name (Print):

Signature:

NOTE: This form is used to be completed by contractors, when their work involves access into a restricted
area. This form should be completed by the contractor prior to the start of their work. This form may be
copied on to Authority letterhead, and kept indefinitely on file with the Management Plan for this facility.

A7
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

PURPOSE: This formis used by the Authority, orthe Authority's Designated Parson, to notify Contractors about

areas of the faciliity that 3
and that they are respon;
areas.

INSTRUCTIONS:

Describe in detai the
area(s) of the facility
where their work is to
take piace,

The text and content of
the letter shouid not be
aitered withouyt approval
from the Authority or the
Autherity’s Designated
Person,

The closing of this form
should be completed in
its entirety by the
individual and/or
company performing
this work.

8 for their o

re restricted, due to the Presence of damaged, friabie asbestos—cantaining materials,
sibl Wn monitoring and protection during the course of their wark in suct

COMPREHENSIVE RELEASE FORM

Data:_2 ;6}@‘

mmmroa&mam

Bdretaciy _Mbmiant Bowry Mol |
Roeresg Aree: _Tonuere. Yeoun L
I have baen nformeg oy e Autharky Miat the area 3 which | have requested accous CONtaNs Mavie o

damagsg B30eRos-Contarung matenal ang Nt at presant, SNTY iI2 Tus area m restnctoq %3 persong v

DEOIEOS TG Who are WIBANG reRowratory protoczon.

eing o OSHA ang recogmz,

83 NIURTY Rtangargs oy Avoaing

Croasng Qust NCugh the ceturoanca of nacie asoostos—ccnummq matenal ang weanng 3 NIOSH

BOOIOVES 1SRTBIOC Wi { gemy iy Ne rescied area

1 heroty afrm hat ! sccap iyl IeBoonuy for protecsng Pyseifl agaunst BLOVOS exposUrY and 2qree o
hoid the ilinos State Tou Hegtreey Authory narmiess for Ay njury elam | M3y Rave :n Me future whneh g

folated o asoosios DXDORUIG,

Name of Company; b(ﬁ mw‘

=
rovroms NG Guzoser Tovo.

< ) T OO

%
Prone. __H2/555 572l
Toee o

(O,

Narne G’mﬂ‘—&\\
Sgnanure; %
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

ILLINOIS STATE TOLL HIGHWAY AUTHORITY

TWO HOUR AWARENESS TRAINING PROGRAM

Date:

Location:

Instructor:

Printed Name Signature

10.

11

12.

13.

14.

15

16.

17.

NOTE: This form is used to record attendance at mandatory awareness training seminars for maintenance
workers. This form should be checked against personnel records from time-to-time to ensure all
maintenance employees have received this raining. This form may be copied on to Authority letterhead,
and kept indefinitely on file with the Management Plan.

A-S
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

PURPOSE: Thisform s used by the Authortty, or the Authority's Designated Person, io register the aftendance

of workers, employees,

and building occupants to a recommended two hour training seminar regarding

faciliies that containing asbestos materials,

INSTRUCTIONS:

The heading on the
attendance roster
should be filled oyt
completely,

Each attendee should i}
in their name legibly

_ (either printed or
signed).

ILLINOIS STATE TOLL HIGHWAY AUTHORITY
THG HOUR AWARENESS TRAINING PROGRAY

Dma: __ 1 Yf“'i“l
Locazon: M'{z
Instructor "&:’ B d

Protag Name Sgnawrs
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ILLINOIS STATE TOLL HIGHWAY AUTHORITY

EXTENDED EMPLOYEE TRAINING PROGRAM

Facility Name

FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

Employee Name

Employee Job Tile

Completion Date of Training

Course Title

Course Provider and Location of Training

Number of Hours Completed in Training

Signature of Employee

Authority's Representative

Date

Attach copy of course completion certificate.

MEDICAL
Date:
Provider:
Approved for Respirator Use: Yes () No ()

(authorized Authority signature)

(employee's signature)

Note: Maintain these records for 30 years after employment ceases, and maintain on file with the

Management Plan.
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-190)
FAI Route 190 (I-19

Section FAI 90 23 TBR

Cook County

Contract No. 62U90

PURPOSE: This form i used by the Authority, or the Autherity’s Designateqd Person, to docurmnent Aumcn'ty
employees that electto or that have been assigned tg maintain asbestos-conraining materials at their assigned
facility or throughout the ISTHA facility system.

INSTRUCT!ONS:

ILLINOIS STATE TOLL HIGHWAY AUTHORITY
EXTENCED EMPLOYES TRAINING PROGRAM

Facuy Namae M- G
— 1
Emsicyes Name __ 8t Hauiome
Em00vee Joo Tize P oesreanace Ve T

Camoianon Datg of Trainng __E{ub fod

e

Numzer of Mayrg Camoleteq in Traning ‘10
Sgnature of Empioyee \_.*A-*é Lo
-
- w_

Cate :'/ & / G

Aracn €38y of tourse Comgtenen cerficats

The heading of this form
should be filied out
Completely.

Specific information
such as the training
course title, number of
credit hours, ang course
date shouid pe placed in
this section,

The empioyee, the
Authority's Designateq
Person and/or
fepresentative gre to
$ign and date the form,

When or if the empioyee
has been iSsued g
Tespirator, OSHA
requires that the
empioyee haye an
annual physicaj 4o test
their ability to wear 5
Tespirator. The
information regarding
the resuits of this
Physical shoyld be
entered onto the form,

MEDICAL

Oate: &]L— '4"&'

Provcer: __ Envieomes ; Caaago |

Aczroveq for Respieatar Use: Yes (or” No( }

— ;:l—*\??‘

(autnonzeg uiharny Signature)

Sl b —
—==CTPe

feover's sgnayre;

The employee, the
Authority’s Designated
Person and/or
Tepresentative zre to
sign and date the form,
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MAINTENANCE/RENOVATIONWORK

FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

This three-part form is used by the Authority's Designated Person to document alterations, repairs,
or restoration of the facility when asbestos-containingmaterials may be incidental to this work.

Building Name: Room Number:

Building Number: Room Name:

1.

Exact location of area involved (homogeneous area(s), location within room, etc.)

Starting Date: Completion Date:

2.

Is asbestos presentin the area in which you intend to do work?

Yes__No____ (Ifno, complete page 1 only and attach to Management Plan.)
Ifyes:

Worker's Initials
A Worker informed asbestos-containingmaterials exist
B. Type of asbestos-containingmaterials present
C. Worker agrees to avoid damaging asbestos-containing

materials in any way including but not limited to, drilling,
abrading, cutting, etc.

Is area restricted? Yes No
Ifyes:

A Worker informed area contains friable damaged
asbestos-containingmaterials

B. Access restricted to persons wearing respiratory
equipmentat all times.

C. Worker understands that asbestos is a recognized
health hazard and that asbestos fibers can cause lung
disease and cancer.

D. Worker assumes full rasponsibility for own protection
and welfare when entering the restricted area and will
hoid the Facility harmless from any injury claim related
to asbestos exposure.

Page 1 of
A-13
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INSTRUCTIONS:

The heding of each record
form should be filled out
completely.

Describe in detail the area(s)
of the facility where their
work is to take place, the
type(s) of asbestos-
containing materials that are
presentat this location, and
the conditoin of these
matrerials.

If asbes!os—containing
material was present in the
area of the work, the worker
Or superviosrfor the worker
Crew is to initial the indicated
line items, indicating that
they have been notified as to
the presence of asbestos-
containing material in work
area.

If asbestos-containing
materiai was presentin the
area of the work, and this
area s restried due to the
condition of the asbestos-
containing material, the
worker or supervisorfor t he
worker crew is to initial the
indicated line items,
indicating that they have
been notified as the
presence of asbestos-
containing material in their
work area, and the special
conditions regarding this
work.

FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

MA!NTENANCE/RENOVATIONWORK

This three-part form is used by the Authority's Designated Person to document alterations, repairs, or restoration.  (h
faciiity when asbestos-containing materials may be incidental to this work.

Building Name:_gm A/ 517 & st i BidE  an - o

Room Number: —Led

Buiiding Number: - Room Name:_ R o/ ¢ 20 £ s0pq
1. Exact location of area involved (homogenecus area(s), location within room, etc.) Lo &4
Lffoam, 04 Domecvie tus ZER 2UPLPLY, CFatradrr Tygers
Pr2 € F/77,a¢€ MSULlATroN AR €8 a2y
7 7
Starting Date:___ /¢ /‘//9 ¥ Cornpietion Date: /D/V/f’V
7/
2. Is asbestos present in the area in which you intend to do work?

Yes v~ No (if no, complete page 1 only and attach to Management Plan.)

If yes:
Worker's Initials
A Worker informed asbestos-containing materials exist 9 24
B. Type of asbestos-containing materials present § AL
C. Worker agrees to avoid damaging asbestos-containing
materiais in any way including but not limited to, drilling,
abrading, cutting, etc. 9 Zé
3. Is area restricted? Yes 1+ No
ifyes:
A Worker informed area contains friable damaged
asbestos-containing materials —%—L
8. Access restricted to persons wearing respiratory
equipment at all times. gk 931
C. Worker understands that asbestos i$ a recognized
heaith hazard and that asbestos fibers can cause lung
disease and cancer. % W
D. Worker assumes full sesponsibility for own protection

and welfare when entering the restricted area and will
hold the Facility harmless from any injury claim related
to asbestos exposure.
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

MAINTENANCE/RENOVATION WORK (continued)

4. Asbestos control methods to be used (i.e., glovebag, HEPA vacuum, wet methods, etc.)
5. Protective equipmentto be used (respirators, coveralls, etc.)
6. If asbestos-containingmaterial is to be removed, provide the name and location of storage

or disposai site of the asbestos-containingmaterial.

7. NAME OF EACH WORKER

PRINT SIGNATURE IDPH LICENSE #

8. FORWORK TC BE COMPLETEDBY CONTRACTORS:

Employer.

Address

Print Name

Worker's Signature

9. Accepted by (Designated Person) Date

Page2 of 3
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INSTRUCTIONS:

if asbestos-containing
material was disturbed or
altered during this work
specific information such as
fiber control measures,
personal protection
measures, and disposal
information are to be noted,
as indicated on the form.

During this work the name
and license number of each
worker that comes into
contact with asbestos-
containing material are to be
recorded, as indicated.

The closing on this form
should be completedin its
entirety by the individual
and/or company performing
this work.

FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

MAINTENANCE/RENOVATION WORK (continued)
4. Asbestos control methods to be used (i.e., glovebag, HEPA vacuum, wet methods, etc.)

FT7/0¢ REmsven Y KLOVE QAL s e THs b,

s. Protective equipment to be used (respirators, coveralls, etc.)

774P7?, TIVEK ¢ ovegdre

6. If asbestos-containing materiai is to be removed, provide the name and location of storage or disposal site of the
asbestos-containing material,

REMuVED 6/-/ CONTHACToR 70 s ¢ PrSp o (AL )T

7. NAME OF EACH WORKER
PRINT SIGNATURE IDPH LICENSE #
EeRiC LiF T Frd Sl L20= 229,

8. FOR WORK TO BE COMPLETED BY CONTRACTORS:

Employer ALE  ASRESToS R Foarovdl

Address LS ComEPLACE HLUD.  Son Fow iy /<

Print Name FiRK [ 4F 7

Worker's Signature ;‘7-\// )/‘;/f
7
9. Accepted by (Designated Person) 94&1/{ W

Date }’/q Fl/

Page 2 0of 3
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

MAINTENANCE/RENOVATION WORK (continued)

10. Complete this part if air samples are required.
Name of ASP: Licanse #
Signature:

Locations of samples collected:

Date samples collected:

Name and address of Laboratory:

Date of Analysis:

Results of Analysis:

Method of Analysis: PCM TEM

Name of Analyst:

Signature: ’

Attach copy of NVLAP certification.

Note: Retain this form for thirty years after the completion of work. If asbestos is present, retain for thirty
years after the worker's employment separation. Attach to the Management Plan.

Page3of3
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INSTRUCTIONS:

If asbestos-containingmaterial
was disturbed or altered during
this work, and air samples were
taken by the Authority and/or the
workers, this information s to be
noted, as indicated on the form,

Information such as the
Credentials of the individual

taking and analyzing the air
samples, the results of the air
sample analysis, method of
analysis, and name of the analyst
are tc be recorded.

FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

MAINTENANCEJRENOVAT!CN WORK (continued)

ie. Camplate tus pan d ar samptes are tequres

Nama of ASP: @\/E ez Ligense &

o - A2

Sgnague: D.‘ = %xf‘

Lecanons of sampies colleciag: Dot oo ng R OE 2\ e L T
}

NTBAL Tttt Qpbs e 06 Bewicx. 2o Taese,  \ag o

—
Ca—‘? o P

Cate sampres cotlected: o /s Aé

Namo ang 3czress of Lazoratsry: Tac \_J-;-wL

oo deers %w Sx.

Somwaace

—— G

Cais of Anarysss: lb/ﬁ‘ lad

Rezuts of Araiyms, A Sbmer o P, O.01 —/-/:_L

-1
It

Mamod of Anaiyss,  Poie "

—
Name of Analyse /’?’\-" e

Swgnature Qd @’V
N

ATATH Copy of NVILAP cersficasen.
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

FIBER RELEASE EPISODE REPORT

The presence of debris, water, or physical damage to asbestos containing materials, or any
evidence of fiber release, shall be immediately reported to the Authority.

Building Name: Room Number:

Building Number: Room Name:

1. Homogeneous area designation of fiber release:

2. Date: Reported by (print)

3. Description of episode

4. Was the asbestos-containingmaterial cleaned up according to IDPH approved procedures
Yes_ __No____

5. Name and location of storage of disposal site of asbestos-containingmaterial:

6. Results of air clearance testing:
Name of ASP IDPH license no.

Attach copies of air sampling data, if required.
NAMES OF PEOPLE PERFORMING WORK

PRINT SIGNATURE IDPHWORKERS LICENSE #

SIGNED: DATE:
for the Hllinois State Toll Highway Authority
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FAI Route 190 (I-190)
Section FAI 90 23 TBR
Cook County

Contract No. 62U90

PURPOSE: This form is used by the Authority, or the Authority's Designated Person, to document an eventwhen
asbestos-containingmaterials have been disturbed, and record the measures taken to abate the event,

INSTRUCTIONS

The heading on each
episode report should be
filled out completely.

Describe in detail the area(s)
of the facility where their
work is to take place, the
type(s) of asbestos-
containing material dis-
turbed, and a brief descrip-
tion of the fiber release
event.

Describe in detail the
measures taken to abate the
event.

For this work, the name and
license number of each
worker who comes into
contact with asbestos-
containing material are to be
recorded, as indicated.

Finally, the form should be
signed and dated by the
person supervising this work
on behalf of the Authority.

FIBER RELEASE EPISODE REPORT

The presence of debris, water, or physical damage to asbestos containingmaterials, or any evidence of fiber

release, shall be immediately reported to the Authority.
Room Number__ /OY

Building Name:_ M#, o) 7E dAwc s £¢ DL, M-/

Building Number: - RoomName: _LoBE m A 1'C 6 FF e 4=

1 Homogeneous area designation of fiber release: M I~

2 Date,_/%/r5 /Fv Reported by (print)_ =T A/ /4 ay n £4

3. Description of episode_A /€ ¢t . PrP & s e A Z/oa/ DAMACED gy

Comwzhcy :u//De—’S"(’ CHAIR Cosl7ACT

4. Was the asbestos-containing material cieaned up accerding to IDPH approved procedures
Yes__+~ No

OFFIc & &3S VYACATED, DERRIS WAL vAcuw med

Ead of a8t A 7o & wAC BREFLHI®ED

5. Name and location of storage of disposal site of asbestos-containing material: R €47 o v [>)

BY Con7RAcTo0 70  DriPoSAL Faciesrs

8. Results of air clearance testing: 4 2 A rsf ¢ E3 _RBE toay 0.6/ & /c
Name of ASP IDPH license no._ /0 -3 5.

Attach copies of air sampling data, if required.
NAMES OF PEOPLE PERFORMING WORK
PRINT SIGNATURE IDPH WORKERS LICENSE #

FoRK _LiE7T —L20= §L 7

SIGNED:__ Ny A D

DATE: _ /v /se
forthe lilinois State Toll Highway Authority ’

A-20
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POLICY STATEMENT

This "Standard Operating Procedure for Maintenance of Asbestos-ContainingMaterials at Plaza 31 -
O’Hare West Tri-State Tollway, Mile Post 40.5, Westbound”, is intended to be a working document
which will serve as a guide to staff, employees, occupants and visitors in minimizing the risk of
exposure to asbestos fibers. The Illinois State Toll Highway Authority (the Authority) recognizes the
serious health hazards associated with asbestos fibers. The Authority has conducted an inspection
of this facility in order to determine whether asbestos is present, and if so, where the asbestos is
located.

This document, a subsection of the “Asbestos Management Plan for Plaza 31 - O'Hare West Tri-
State Tollway, Mile Post 40.5, Westbound”, sets forth the recommended response actions for the
asbestos-containingmaterials that remain within the facility. Further, where required. an Operations
& Maintenance (O&M) Program has been established, which will be implemented by the “Designated
Person” for the Authority.

The Autherity shall appoint a Designated Person to implement the Management Plan for this facility.
The Designated Person in knowledgeable about the facility’s mechanical systems, location and
condition of asbestos-containing materials, and is on-call for emergencies which may occur after
normal working hours.

IN THE EVENT THAT ASBESTOS-CONTAINING MATERIALS
ARE:

1. Presentin a location where preventive maintenance and/or
unscheduled maintenance activities are being performed;

-Or-

2. Asbestos-ContainingMaterials have been disturbed, or are suspected
of being disturbed:

CONTACT THE DESIGNATED PERSON FOR THIS
- FACILITY IMMEDIATELY

THE DESIGNATED PERSON FOR THIS FACILITY IS:

Name: Date Appointed:
Title: Home Phone:
Address: Phone:

B-1
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NOTIFICATION OF BUILDING OCCUPANTS &
AVAILABILITY OF THE MANAGEMENT PLAN

Cook County
ct No. 62U90

The Authority's Designated Person shall ensure that all building occupants are notified of the
following on an annual basis:

1.

2.

3.

4.

The existence and type of asbestos-containingmaterials in the building.
The location and availability of the Management Plan.

Updates on response actions, reinspection, and surveillance activities that are planned orin
progress.

The name, address, and telephone number of the Designated Person.

Notification shall be implemented as follows:

1.

Upon implementation of this ManagementPlan, the enclosed notification shail be forwarded to
the facility's principal point-of-contact, approgriate union stewards, and will be published in the
Authority's newsletter.

Each year, an updated notification shall be sent to the facility’s principal point-of-contact,
appropriate union stewards, and will be published in the Authority's newsletter.

A copy of the annual notification shall be included in the general information packet given to
each new employee at that facility.

Two copies of the Management Plan shall be maintained: one copy at the Authority's administrative
offices and one copy at the facility. The Management Plan is available, during normal business
hours, without cost or restriction, for the inspection by representativesof EPA, the state, the public,
and all persons notified. A reasonable fee may be charged for copies of the Management Plan.
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SUMMARY OF ASBESTOS -CONTAINING MATERIALS

in Juna. 1895 an asbestes survey for friable and non-friable asbestos-containingmaterials was
performed. The following pages describe the type of materials throughoutthis facility founc o
contain asbestoes.

Mudded Joint Packings {MJP’'s) on domesticwater lines

The Mudded Joini Packings (MJP's) on domestic water lines identified as asbestos are located
throughout the main ficor of the employse complex buiiding.

This photo Hustrates homogenous group 2 - Mudded Joint Packings {MJP's) on domestic water
lines. The drawing on the foliowing page demonsirates the location of asbestos-contamning Mudded
Joint Packings {MJP's) throughoutthe facility

jus]
i
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SUMMARY OF ASBESTOS -CONTAINING MATERIALS

marterials was

foundic

riable asbestos-containing
rials throughout this fac

performed.
contain asbestos.

This photo flustrates homogencus group 7 - 12°x12" white fioor tile and mastic
foliowing page demonstrates the location of asbestos-containing 12" 12" white ficor tile and mastc
throughoutthe fac
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SUMMARY OF ASBESTOS -CONTAINING MATERIALS

In June, 1995 an asbestos survey for friable and non-friable asbestos-containingmaterials was
performed. The following pages describe the type of materiais throughout this facility found to
contain asbestos.

Roof flashing

The roof flashing identified as asbestos-containingmaterial is located around the entire perimeter
and all roof vents throughout the exterior roof surface.

This photo illustrates homogenous group 9 - roof flashing. The drawing on the following page
demonstrates the location of asbestos-containingroof flashing throughout the facility.

B7
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RESPONSE PROCEDURES FOR
ASBESTOS DISTURBANCES

If asbestos-containing materials or materials that are suspected to be asbestos-containing materials
have been disturbed, NOTIFY YOUR SUPERVISOR OR MAINTENANCE FOREMAN
IMMEDIATELY!! Your supervisor and/or maintenance shop foreman will then contact the Authority's
Designated Person. The Authority's Designated Person shall have the authority and the training to
assess the extent of the situation, and implement the proper response action.

UNDER NO CIRCUMSTANCES ARE YOU TO TAKE ACTION, CLEAN, REMOVE OR DISPOSE
OF ASBESTOS-CONTAINING MATERIALS! EPA and OSHA have severe penaties for improper
disturbance, removal or disposal of asbestos-containing materials. Until the Authority's Designated
Person has assessed the situation, your supervisor andfor maintenance shop foreman are to
implement the following procedures.

Restrict entry into the area and post signs to prevent entry into the area by persons other than those
necessary to perform the response action.

Shut off the air-handling system to prevent the distribution of fibers to other areas in the building.

ANY RESPONSE ACTIONS MUST BE IMPLEMENTED BY THE AUTHORITY
THROUGH THE AUTHORITY'S DESIGNATED PERSON FOR THIS FACILITY.

THE DESIGNATED PERSON FOR THIS FACILITY IS

Name: Date Appointed:
Title: Home Phone:
Address: Phone:

B-9
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Wight

Wight & Company
wighico.com

2500 North Frontage Road
Darien, IL 60561

........ Srasreaarnues

October 20, 2014 P 630.969.7000
F 630.969.7979

Mr. Bryan A. Wagner

Environmental Policy and Program Manager
lllinois State Toll Highway Authority

One Authority Drive

Downers Grove, lllinois 60515

Re: Asbestos Consulting Services
Asbestos Re-inspection of the Plaza 31 Facility

Dear Mr. Wagner,

On September 22, 2074, Wight and Company, under contract with the lllinois State Toll Highway
Authority (ISTHA), completed the re-inspection for asbestos containing materials (ACM) and suspect
ACM throughout Toll Plaza 31 (O'Hare-West Plaza), located Southbound on the North Tri-State Tollway
(I-190) in Park Ridge, Illinois. Areas inspected in the buildings included all rooms, closets, hallways, and
stairways. This letter report summarizes inspection procedures and conclusions determined for your
consideration and inclusion in the Asbestos Management Plan.

INSPECTION PROCEDURES

Wight and Company reviewed any existing asbestos Management Plan available to ensure its compliance
with the Occupational Safety and Health Administration (OSHA) and any other federal, state, and local
regulations. Based on the information provided in the Management Plan, specific procedures were
utilized to update the current Management Plan. A state-licensed Ashestos Inspector performed a visual
reassessment of all known and suspect friable and non-friable ACM at the ISTHA facility to verify its
condition and determine if any health hazard is present. Wight personnel examined any existing ACM
present at the ISTHA facility with the maintenance staff on-site to familiarize and instruct the staff with
the practices and procedures outlined in the Management Plan. The inspector then prepared this update
letter for submission to ISTHA's Designated Person to be maintained on file as an appendix to the
Management Plan report.

ASBESTOS CONDITION DETERMINATION
According to the previous Management Plan for this facility, two (2) homogeneous materials were
identified as asbestos-containing. They are as follows:

e Homogeneous Area 02: Mudded Joint Packings on Domestic Water Lines
e Homogeneous Area 07: 12" x 12" White Floor Tile and Mastic

Since the original inspection that identified this material as ACM, this plaza has participated in no change
or renovation, and remains in the same condition. All of the pre-existing materials still exist in this

building. As a result, the ACM still remains in this plaza, and as such, no change is necessary to the
Management Plan.

Architecture - Encineerina - Construction > INTFGRATED SOIITINNS
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REGULATORY REQUIREMENTS

If ACM was identified in this report, and if it will be disturbed through future maintenance, renovation, or
demolition activities, it will be subject to the requirements set forth in all applicable federal, state, and
local regulations. The following notices, permits, and licenses are necessary for abatement work as of the
date of this report. The contractor is cautioned to verify these requirements as applicable to the final
project scope and confirm that no new requirements exist.

Local Air Quality Board

Written notification is required by the Illinois Environmental Protection Agency (IEPA) at least ten (10)
working days prior to the beginning of any asbestos abatement project activities on regulated ACM
where the quantities are at least 160 square feet, 260 linear feet, or 35 cubic feet. IEPA is the state
contact for the federal EPA’s National Emissions Standards for Hazardous Air Pollutants (NESHAP) on
these matters.

lllinois Department of Public Health

Written notification is required by the Illinois Department of Public Health (IDPH) at least two (2) working
days prior to the beginning of any ashestos abatement project activities on friable and non-friable ACM
whose quantities exceed 3 square feet or 3 linear feet, but do not exceed 160 square feet or 260 linear
feet.

Permits

The contractor must obtain all county and/or local municipal permits or licenses required for asbestos
abatement work prior to beginning any asbestos abatement project activities on requlated ACM.

Licenses

The contractor must maintain current licenses as required by the IDPH and lllinois Department of
Transportation (IDOT) for the removal, transporting, disposal, or other regulated activity invelved ACM
for the duration of the project.

CONCLUSION

Areas inspected at the ISTHA facility Toll Plaza 31 (O’Hare-West Plaza), located Southbound on the North
Tri-State Tollway (I-190) in Park Ridge, lllinois included all rooms, closets, hallways, and stairways.

Since the original inspection that identified this material as ACM, this plaza has participated in no change
or renovation, and remains in the same condition. All of the pre-existing materials still exist in this
building. As a result, the ACM still remains in this plaza, and as such, no change is necessary to the
Management Plan.

If you have any questions, please do not hesitate to contact me at (630) 969-7000.

Sincerely,

g sl k-

Roger Genschoreck
Senior Project Manager
Building Environmental Services

Architecture« Engineering=Construction > INTEGRATED SOLUTIONS
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ACM SUMMARY TABLE
ILLINOIS STATE TOLL HIGHWAY AUTHORITY
TOLL PLAZA 31 (O’'HARE-WEST PLAZA)
PARK RIDGE, ILLINOIS
September 22, 20104
Homogeneous el
Area Material Description Material Location Approxmate Corr‘\d(tlon
Designation Sranny Change
(Yes/No)
Mechanical Room 20 fittings
Closet 2 fittings
Mudded Joint Room Behind the Closet 5 fittings
02 Packings ; Women's Restroom 12 fittings No
on Domestic
Water Lines Men's Restroom 12 fittings
Northeast Room 2 fittings
Southeast Room 4 fittings
12”x712" White Floor Radio Room 130 square feet
07 Til o Mast No
Hetang tdastic CTS Room 170 square feet
wightco.com
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REVISIONS TO THE ILLINOIS PREVAILING WAGE RATES

The Prevailing rates of wages are included in the Contract proposals which are
subject to Check Sheet #5 of the Supplemental Specifications and Recurring
Special Provisions. The rates have been ascertained and certified by the
lllinois Department of Labor for the locality in which the work is to be performed
and for each craft or type of work or mechanic needed to execute the work of
the Contract. As required by Prevailing Wage Act (820 ILCS 130/0.01, et seq.)
and Check Sheet #5 of the Contract, not less than the rates of wages
ascertained by the lllinois Department of Labor and as revised during the
performance of a Contract shall be paid to all laborers, workers and mechanics
performing work under the Contract. Post the scale of wages in a prominent

and easily accessible place at the site of work.

If the lllinois Department of Labor revises the prevailing rates of wages to be
paid as listed in the specification of rates, the contractor shall post the revised
rates of wages and shall pay not less than the revised rates of wages. Current
wage rate information shall be obtained by visiting the lllinois Department of

Labor web site at http://www.state.il.us/agency/idol/ or by calling 312-793-

2814. It is the responsibility of the contractor to review the rates applicable to
the work of the contract at regular intervals in order to insure the timely payment
of current rates. Provision of this information to the contractor by means of the
lllinois Department of Labor web site satisfies the notification of revisions by
the Department to the contractor pursuant to the Act, and the contractor agrees
that no additional notice is required. The contractor shall notify each of its

subcontractors of the revised rates of wages.



