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CONTRACT NO.

10’12’12’12’12’10’

~

AGGREGATE SUB-BASE, 4"

1.5% SLOPE 1.5% SLOPE
4.0% SLOPE4.0% SLOPE

STANDARD REINFORCED PCC PAVEMENT, 11 1/4"

SUB-SURFACE DRAINS

AGGREGATE SHOULDER, TYPE B

COMBINATION CONCRETE

CURB & GUTTER

VARIESVARIES

PIPE UNDERDRAINS 4" (SPECIAL)

CONCRETE MEDIAN SURFACE, 4"

SAND FILLED TO SUB-GRADE

STA. 2105+55.00 TO STA. 2093+04.03

STA. 2107+00.00 TO STA. 2099+67.80

STA. 2094+19.03 TO STA. 2093+04.03

EXISTING TYPICAL CROSS SECTION 9

1’ TO 12’

LEFT TURN

12’ 12’ 1’ TO 12’

RIGHT TURN

10’ TO 4’

LEFT & RIGHT TURN LANES

  (WITH CURB & GUTTER)

1.5% 1.5% 2.0% 4.0%

7

10’12’12’11’ & VARIES12’12’10’

~

AGGREGATE SUB-BASE, 4"

1.5% SLOPE 1.5% SLOPE
4.0% SLOPE4.0% SLOPE

STA. 2093+04.03 TO STA. 2049+50.00

STANDARD REINFORCED PCC PAVEMENT, 11 1/4"

SUB-SURFACE DRAINS
COMBINATION CONCRETE

CURB & GUTTER

11’ & VARIES

PIPE UNDERDRAINS 4" (SPECIAL)

CONCRETE MEDIAN SURFACE, 4"

SAND FILLED TO SUB-GRADE

AGGREGATE SHOULDER, TYPE B

EXISTING TYPICAL CROSS SECTION 10

1’ TO 12’

LEFT TURN

12’

LEFT & RIGHT TURN LANES

  (WITH CURB & GUTTER)

1.5%1.5%

9 12

12’ 1’ TO 12’

RIGHT TURN

2.0%

10’ TO 4’

4.0%

STA. 2086+76.41 TO STA. 2084+42.65

STA. 2082+42.23 TO STA. 2079+98.31

STA. 2072+28.18 TO STA. 2069+89.34

STA. 2068+71.66 TO STA. 2067+83.76

STA. 2060+76.63 TO STA. 2057+17.35

STA. 2055+48.88 TO STA. 2053+10.04

            STATION EQUATION

STA. 364+50.82 (BK) = STA. 2105+55 (AH)

10

HMA SHOULDER

HMA SHOULDER


