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TEMPORARY EROSION CONTROL SEQUENCE OF CONSTRUCTION

LEGEND                              

TEMPORARY EROSION CONTROL NOTES                                                                                                           

1. ALL CONSTRUCTION ACTIVITIES SHALL BE IN ACCORDANCE WITH THE NATIONAL POLLUTANT 

DISCHARGE ELIMINATION SYSTEM (NPDES) STORM WATER POLICY.

2. THE CONCTRACTOR SHALL INSTALL PERIMETER EROSION BARRIER PRIOR TO STRIPPING

OF VEGETATION.

3. THE CONTRACTOR SHALL SURROUND ANY NECESSARY EARTH STOCKPILES WITH PERIMETER

EROSION BARRIER.

4. THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL DEVICES AT ALL TIMES. EROSION

 CONTROL DEVICES SHALL BE INSPECTED EVERY SEVEN CALENDAR DAYS OR WITHIN 24 HOURS

AFTER A 13 MM (0.5 INCH) RAINFALL OR SNOWFALL.

5. THE CONTRACTOR SHALL SEED ALL DISTURBED AREAS AS SOON AS PRACTICAL AFTER

CONSTRUCTION ACTIVITIES IN THAT AREA HAVE BEEN CONCLUDED. AREAS THAT HAVE STEEP

SLOPES OR WILL NOT RECEIVE PERMANENT LANDSCAPING SHALL BE TEMPORARILY SEEDED. ALL

 FLATTER AREAS OR AREAS WHERE NO FURTHER WORK IS TO OCCUR FOR ONE MONTH OR MORE

SHALL BE SEEDED AND EXCELSIOR BLANKET WITHIN SEVEN (7) CALENDAR DAYS.

1. ESTABLISH TEMPORARY EROSION CONTROL AND ERECT PERIMETER EROSION

CONTROL BARRIER AS SHOWN ON THE THE PLANS PROIR TO EARTHWORK.

2. IMPLEMENT SEDIMENT AND EROSION CONTROL DEVICES FOR STOCKPILE 

AREAS AS REQUIRED.

3. INSTALL PERMANENT LANDSCAPING IN CONJUNCTION WITH CONSTRUCTION

STAGING.

4. CLEAN DRAINAGE FACILITIES AND REMOVE TEMPORARY EROSION DEVICES

WITHIN 30 DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED.

COMPOST FURNISH AND PLACE, 4"

W/ SEEDING, CL 4 AND EROSION

CONTROL BLANKET

PERIMETER EROSION BARRIER

TEMPORARY DITCH CHECKS
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PERIMETER EROS BAR (TYP.)

TEMP DITCH CHECKS (TYP.)

COMPOST F&P 4 W/ SEEDING CL 4

AND EROSION CONTR BLANKET (TYP.)

INLET FILTERS (TYP.)
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1 OF 1 SHEETS1" = 20’

EROSION CONTROL PLAN
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SHEET NO. STA. SCALE:

COOK

98+20 TO STA. 101+60

0710 B
PARK AVENUE OVER CALUMET UNION DRAINAGE DITCH


