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NONE

NOTES:

BUSHING & DUCT SEAL

CONDUIT SUPPORTS

(TYPICAL)

AERIAL CABLE TO ELECTRIC

CABLE ASSEMBLY CONNECTION.

SEE DETAIL ON THIS SHEET.

AERIAL CABLE WITH

MESSENGER WIRE

GRADE

#6 GND. IN 1" PVC CONDUIT

TO GROUND ROD

5/8" X 10’

COPPER CLAD

GROUND ROD

1
0
’

NOT TO SCALE

ELECTRIC CABLE ASSEMBLY

ATTACHED TO POLE WITH WOVEN

GRIP (OR APPROVED EQUAL) AT

EVERY 3’-0"

(2) 3" DIA. RGC

ATTACHED TO POLE

3" DIA. RGC

ATTACHED TO POLE

 STAINLESS STEEL JUNCTION BOX

(NEMA 4X, 18"x12"x6")

AERIAL CABLE TO UNDERGROUND DUCT

TRANSITION DETAIL

WOOD POLE
FORK BOLT

GROUND CLAMP

MESSENGER TIED TO

INSULATOR WITH FACTORY

FORMED CABLE TIE

PHASE CONDUCTORS

& NEUTRAL CONDUCTOR

WATERPROOF SPLICE (TYP.)

UNIT DUCT OR ECA

ATTACHED TO 

WOOD POLE

GROUND CONDUCTOR

CABLE SUPPORT (WOVEN

GRIP OR I.D.O.T. APPROVED

EQUAL) AT EVERY 3’-0"

NOT TO SCALE

AERIAL CABLE TO ELECTRIC CABLE ASSEMBLY

CONNECTION DETAIL

EXOTHERMIC WELD

TEMPORARY WOOD LIGHT POLE,

60 FT., CLASS 4

1. COST OF SPLICES AND MOUNTING HARDWARE SHALL

BE INCLUDED IN THE UNIT PRICE FOR AERIAL CABLE.

2. THE COST OF THE GROUND ROD AND GROUND WIRES 

SHALL BE INCLUDED IN THE COST OF THE WOOD

LIGHTING POLE.

DEFLECTION FITTING (NOTE 3)

METALLIC TO NON-METALLIC

CONDUIT COUPLING

PVC CONDUIT SIZE

AS INDICATED ON PLANS

(NOTE 4)

INSULATED BUSHING

CONNECTING EXPANSION

NIPPLE (NOTE 1)

8" MINIMUM EXPANSION

FITTING (NOTE 2)

CONDUIT EXPANSION/DEFLECTING COUPLING

NOT TO SCALE

PARAPET WALL

EXP. JOINT VARIES

NOTES:

1.

 

 

  

2.

 

 

3.

 

 

 

 

4.

PROVIDE REQUIRED LENGTH OF CONNECTING EXPANSION NIPPLE.

REFER TO STRUCTURAL DRAWINGS FOR THE EXPANSION JOINT

CHARACTERISTICS.

THE BARREL OF THE FITTING SHALL BE FULLY EMBEDDED IN THE

CONCRETE ON ONE SIDE OF THE EXPANSION JOINT.

A CAVITY OPENING, IF REQUIRED, SHALL BE 3" LARGER DIA. AND A

MAX. DEPTH OF HALF OF THE DEFLECTION FITTING SHALL BE CENTERED

IN THE OPENING AND EMBEDDED IN THE CONCRETE ONLY UP TO THE 

DEFLECTION FITTING CENTER.

REFER TO BRIDGE PLANS FOR EACH EXPANSION JOINT WIDTH, 

AND OTHER STRUCTURAL DETAILS.

17

IDOT MISCELLANEOUS LIGHTING DETAILS

SECTION A-A

2" PVC CONDUIT SCHEDULE 40,

EMBEDDED IN PARAPET WALL

3" PVC CONDUIT SCHEDULE 40

NOT TO SCALE

JUNCTION BOX NON METALLIC

12"x10"x6"

(TYP.)

ROADWAYEND OF APPROACH

SLAB AND PARAPET

8’+/-

EXPANSION JOINT

IN PAVEMENT

APPROACH

SLAB FOOTING

A

A

JUNCTION BOX 

NON-METALLIC

12"x10"x6"

(TYP.)

3 1/C#4, 1/C#6 GND, 

1 1/4 " UNIT DUCT IN 

3" PVC CONDUIT SCHEDULE 40

(3" PVC CONDUIT SHALL BE

INCIDENTAL TO JUNCTION BOX)

NOTE:

DO NOT EMBED CONDUIT IN APPROACH SLAB FOOTING.

COORDINATE LOCATION OF ELECTRICAL ITEMS WITH 

STRUCTURAL PLANS

UNDERGROUND TO EMBEDDED CONDUIT TRANSITION

NOT TO SCALE

GUARDRAIL AS REQUIRED

SEE ROADWAY PLANS

NOTES:

1. ALL CONDUIT AND BOXES ATTACHED TO

THE WOOD POLE ARE INCLUDED IN THE

COST OF THE WOOD POLE.

UNIT DUCT

(PER PLANS)

UNIT DUCT

TO ADJACENT

GROUND MOUNTED

LIGHT POLE

3 1/C #4, 1/C #6 GND, 1 1/4 " UNIT DUCT

IN 2" PVC CONDUIT SCHEDULE 40,

EMBEDDED IN PARAPET WALL
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