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EXISTING PC CONCRETE BASE COURSE, 8"

EXISTING CONCRETE RETAINER, 1’-3"

EXISTING BRICK PAVEMENT, 2�"

EXISTING MASTIC CUSHION, 1"

EXISTING CONCRETE BASE, 8"

9

6 EXISTING BITUMINOUS RESURFACING WITH COLDMILLING, (VAR. 4" TO 6�")

EXISTING AGGREGATE SHOULDERS

EXISTING PAINT PAVEMENT MARKING, LINE 4" 

10

11

12 PROPOSED HMA SHOULDER, 8" 

PROPOSED AGGREGATE SHOULDER, 6"

LOCATION 4 - RT. STA. 159+84 TO 164+21.5
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13

14

PROPOSED GUARDRAIL, 9’ STEEL POST

PROPOSED THERMOPLASTIC PAVEMENT MARKING, LINE 4"
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EXISTING HMA SHOULDER

EXISTING OIL AND CHIP ROAD

LOCATION 1 - LT. STA. 7+93.5 TO 13+06

LOCATION 6 - LT. STA. 196+03.5 TO 198+24

LOCATION 6 - RT. STA. 195+25.5 TO 198+77
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LOCATION 11 - RT. STA. 373+63.625 TO 377+19.875

IN PREPARATION FOR FUTURE RESURFACING

HEIGHT OF GUARDRAIL IS INCREASED BY 1 "*

25 7/8" *

IN PREPARATION FOR FUTURE RESURFACING

HEIGHT OF GUARDRAIL IS INCREASED BY 1 "*

25 7/8" *

IN PREPARATION FOR FUTURE RESURFACING

HEIGHT OF GUARDRAIL IS INCREASED BY 1 "*
IN PREPARATION FOR FUTURE RESURFACING

HEIGHT OF GUARDRAIL IS INCREASED BY 1 "*

25 7/8" * 25 7/8" *


