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BACKFILL (2°-0’" MIN.)

CONCRETE GUTTER, TYPE A

BEHIND BLOCK RETAINING WALL
WITH 12 SOIL CAP WHEN APPLICAPABLE
BACKFILL MATERIAL AS PER
MANUFACTURE SPECIFICATION

4''¢ PEFORATED DRAIN PIPE SITUATED IN A

2" X 2

WRAPPED IN GEOTECHNICAL FABRIC FOR

FRENCH DRAINS.

POROUS GRANULAR EMBANKMENT AND
4""¢ PERFORATED DRAIN PIPE TO BE INCLUDED IN

THE COST

4" PERFORATED DRAIN PIPE

FOR BLOCK RETAINING WALL.

AREA OF POROUS GRANULAR EMBANKMENT

COST OF GEOTECHNICAL FABRIC,

SIDEWALK

12 MIN.

4

—

WALL MANUFACTURER)

_l: (THICKNESS AS REQUIRED BY

BASE AS REQUIRED BY WALL MANUFACTURER

BLOCK RETAINING WALL

(NOT TO SCALE)

BLOCK RETAINING WALL

CONCRETE GUTTER, TYPE A

STA.

864+07.91

STA. 864+50.00

42.58" LT (WB IL 13)

42.58" LT (WB IL 13)

STA. 865+00.00

STA. 861+09.78 / 47.15" LT (WB IL 13)
51.58" LT (WB IL 13) // fffffffffffffffffffffffff
174
——— — IE
A
i ! [an) [N
86100 T - - - N ECLS ISR ECAS
. . " J - - - -
PLAN VIEW
CONCRETE GUTTER, TYPE A (NOT TO SCALE)
STA. 10495 FLOW LINE
ELEV. 456.5 PROP E
ELEV. 455.85 SIDEWALK AT FACE OF WALL
ELEV. 455.75
ELEV. 458.00 TOP OF WALL ELEV. 458.00 ELEV. 455.02 ELEV. 454.25
/ \ ELEV. 456.50 TOP OF WALL ELEV. 456.50 ELEV. 452.75 ELEV. 452.52
ELEV. 455.00TOP OF WALL ELEV. 455.00
TOP OF WALL
| ELEV. 453.50
ELEV. 452,04 ELEV. 452.00)
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NOTES: '<_t'
VATION VIEW v
ELE 10 IE 1. SINCE THE WALL WILL BE BATTERED, THE STATIONS SHOWN REFERENCE THE LOCATIONS
(NOT TO SCALE) AT THE BASE OF THE WALL AND THE ELEVATION AT THE TOP OF THE WALL.
2. END UNITS SHALL HAVE FACE ON 2 SIDES.
3. PERFORATED DRAIN PIPE SHALL BE CONNECTED TO INLETS TO DRAIN, SEE PLAN VIEW.
4. SOIL REINFORCEMENT IS NOT REQUIRED AS PART OF THIS DESIGN.
FILE NAME = USER NAME = $USER$ DESIGNED - REVISED - RETAINING WALL DETAIL ’;?'IAEP SECTION COUNTY STHOE.I’EAI’LS SI;I‘%%T
6\pw_work \pwidot\kelleykd\dB184451\7820-sht-det.dgn DRAWN - REVISED - STATE OF ILLINOIS 331 | (IX-DR-5,RS-3.N-5,TS-4 | WILLIAMSON| 288 | 140
PLOT SCALE = 40.0000 ' / 1in. CHECKED - REVISED - DEPARTMENT OF TRANSPORTATION CONTRACT NO. 78203
PLOT DATE = 5/11/2012 DATE - REVISED - SCALE: SHEET NO. OF SHEETS \ STA. TO STA. [ILLINOIS[FED. AID PROJECT




