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EDGE OF AGG. SHOULDER
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PLACED AROUND SIDE ROAD RADII

AGG. SHOULDER IS NOT TO BE
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MATCH EXIST. RADIUS

TO MEET HMA SURFACE

AS REQUIRED

FURNISHED EXCAVATION

PLAN AT SIDE ROADS
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HMA SIDEROADS.

BE CONSTRUCTED THRU

PROP. HMA SHLD. SHALL NOT

TYP.

5’

OR HMA SHLD.

EDGE OF PAV’T.

EDGE OF AGG. SHOULDER

A

A
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SEE SCHED./PLAN

(DO NOT RESURFACE FIELD ENTRANCES)

EDGE OF HMA

OR HMA SHLD.

EDGE OF PAV’T.

PLAN AT PRIVATE & COMMERCIAL ENTRANCES

1:1 FLARE FOR NEW HMA OVER EXIST. AGG.

MATCH EXIST. HMA FLARE OR USE

*

SIDE ROADS

ENTRANCES

PRIVATE & COMMERCIAL

10’

EDGE OF PROPOSED PAVEMENT

DETAIL A

SEE
DETAIL A

SEE

RESURF.

PROP.
RESURF.

PROP.

SIDE ROAD
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20’ (TYPICAL S.R.)

4’ (TYPICAL ENT.)

1�"

EXCAVATION

FURNISHED

DETAIL A

DETAILS AT ENTRANCES & SIDE ROADS

SECTION A-A

OR HMA SHLD.

HMA SURFACE

LOCATIONS SHALL BE FEATHER TAPERED.

SHALL BE INCIDENTAL TO THE HMA.  A-3

REMOVAL AT THE EXISTING AGG. LOCATIONS

SQ. YD. BY THE APPROPRIATE PAY ITEM.

P.C.C. LOCATIONS SHALL BE PAID FOR PER

THE COST OF REMOVAL AT EXISTING HMA OR

SECTION B-B

*

*

MIN. 20’ URBAN

MIN. 30’ RURAL

PLAN CULVERT LENGTH

*
EXIST. FORESLOPE

(USE FLATTER OF TWO.)

* *

AS REQUIRED

WIDTH + FLARE

3’ 3’

USE 1:6 SLOPE OR MATCH

FIELD ENTRANCE DETAIL

DETECTOR LOOP LEAD-IN DETAIL

TWO PART MASONRY EPOXY.

EDGE. INSERT CONDUIT AND FILL WITH

DRILL HOLE IN PAVEMENT 6" - 10" FROM

DETECTOR LOOP

SAWED SLOT FOR

1�" CONDUIT

DUCT SEAL GRADE

HANDHOLE

TO CABINET


