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NORMAL CROWN AREAS
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SHOULDERS

AGGREGATE

4" HMA SHOULDERS

4" POLYMERIZED HMA BINDER COURSE

6’

HMA SURFACE REMOVAL, VARIABLE DEPTH

EXCAVATION

FURNISHED

~ SB RDWY~ NB RDWY

EXIST CRPCC PAV’T

EXIST CRPCC PAV’T EXIST CRPCC PAV’T

6’

*

* *

4" HMA SHOULDERS

VARIABLE DEPTH HMA SHOULDERS

SEE SCHEDULES AND PLAN SHEETS FOR LOCATIONS
SEE TAPER DETAILS.

16’ MINIMUM VERTICAL CLEARANCES SHALL BE MAINTAINED UNDER OVERHEAD STRUCTURES.

 

SEE STAGING TYPICALS FOR ADDITIONAL PAVING DETAILS.

 

AND SHOULDER WILL NOT BE GREATER THAN 8%.

THE SHOULDER SHALL BE SLOPED SO THAT THE ALGEBRAIC DIFFERENCE BETWEEN PAVEMENT

SHALL BE SLOPED AT 4%. WHEN THE SUPERELEVATION RATE OF THE PAVEMENT EXCEEDS 4%,

WHEN THE SUPERELEVATION RATE OF THE PAVEMENT IS BETWEEN 0% AND 4%, THE SHOULDER

PLUS ADDITIONAL BINDER WEDGE FOR SUPER ELEVATION CORRECTION

4" POLYMERIZED HMA BINDER COURSE
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SHOWING PROPOSED RESURFACING

HALF SECTION
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HMA SHOULDERS REQUIRED FOR STAGING

VARY DEPTH TO ALLOW FOR 4" MINIMUM

PAVED SHOULDER REMOVAL (SPECIAL)
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TIME AS SURFACE COURSE)

(TO BE PAVED AT SAME

1�" ON SHOULDER

1�" MINIMUM HMA SHOULDERS

COURSE, MIX "D", N90

1�" POLYMERIZED HMA SURFACE

MINIMUM HMA SHOULDER RESURFACING

VARY DEPTH TO ALLOW FOR 1�" 
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