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TYPICAL CROSS SECTOINS

EXISTING TYPICAL CROSS SECTION 11

PROPOSED TYPICAL CROSS SECTION 11

~

 

STATION     TO     STATION

PCC 9-6-9

CONC. MEDIAN

SLOPE: 1.5% SLOPE: 1.5%

1’-9"

6"

9

24’-9"

1’-9"

HMA OVERLAY, 6 �"|

24’-9"

& GUTTER (SPL)

CONC. CURB

 

STATION     TO     STATION

3’-0"

1’-0" 1’-0"

(TYP.)

1’-0"

6"

24’-9"24’-9"

3’-0"

~

HMA SURFACE REMOVAL, 1�"

9

9

9

& VAR.

5’-0"

TYPE B GUTTER

HMA SHOULDERS, 8"

& VAR.

5’-6"

(196 LBS/SQ YD)

HMA SHOULDERS,

& VAR.

5’-0"

W/SPBGR 9’ POSTS

PLATE BEAM GUARDRAIL

REMOVE & REPLACE STEEL

W/SPBGR 9’ POSTS

PLATE BEAM GUARDRAIL

REMOVE & REPLACE STEEL

VAR. (TYP.)

SLOPE:

& VAR.

5’-0"

MATCH EXIST.
SLOPE: 1.5%

MATCH EXIST.

SLOPE: 1.5%

MATCH EXIST. MATCH EXIST.

EMBANKMENT (TYP.)

TYPE B (TYP.)

CONCRETE CURB,

VAR. (TYP.)

SLOPE:

(EB OR RT. SIDE SHOWN)(WB OR LT. SIDE SHOWN)

(EB OR RT. SIDE SHOWN)(WB OR LT. SIDE SHOWN)

CONC MEDIAN TY SM (DOWELLED)

REMOVE & REPLACE

IL 9.5 FG, N90, (140 LBS/SQ YD)

POLYMER LEVEL BINDER,

MIX E, N90, (224 LBS/SQ YD)

POLYMER HMA SURFACE COURSE,

87+53.36 RT.

87+53.36 LT.

89+40.28 RT.

89+41.79 LT.

87+53.36 RT.

87+53.36 LT.

89+40.28 RT.

89+41.79 LT.

STA. 87+53.36 - STA. 89+33.39

CONCRETE CURB, TYPE B LEFT

STA. 87+53.36 - STA. 89+30.65

GUARDRAIL LEFT

STA. 87+53.36 - STA. 89+31.39

CONCRETE CURB, TYPE B RIGHT

STA. 87+53.36 - STA. 88+16.42

GUARDRAIL RIGHT

STA. 87+53.36 - STA. 89+30.39

CONCRETE MEDIAN TY SM (DOWELLED)


