
   

 

 

  

   

 

  

S.N. 057-0063
JOINT REPAIR PLAN

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

704 McLean 273 114
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   10-29-12

SECTION AT PARAPET

SECTION AT EXISTING JOINT

�" x �" BARS, TACK WELDED AT 6" CTS. (WEST ABUT.)

�" x �" BARS, TACK WELDED AT 6" CTS. (EAST ABUT.)

4" x 4" x �" x 26’-5 1/2" (W. ABUT.)

6" x 4" x �" x 26’-5 1/2" (E. ABUT.)

�" }  VENT HOLES

�" } BOLTS SET ON 2�" GAGE LINE

�" } HOLES @ 12" CTS. FOR

2�" @ 50° F (WEST ABUT.)

1�" @ 50° F (EAST ABUT.)

SILICONE JOINT SEALER, 2�" (WEST ABUT.)

SILICONE JOINT SEALER, 1�" (EAST ABUT.)

AUTOMATICALLY END WELDED

FILLED HEADED STUDS

GRANULAR OR SOLID FLUX

�" } x 8" CR1020 STL

PAVEMENT

APPROACH

EXISTING

BLOCK

HATCH

DECK

EXISTING

AT THE TIME OF INSTALLATION

25% GREATER THAN JOINT OPENING

BACKER ROD HAVING A DIAMETER

PAVEMENT

APPROACH

EXISTING

BLOCK

HATCH

DECK

EXISTING

SECTION AT PROPOSED JOINT

(TO BE REMOVED)

PREFORMED JOINT SEAL

PAVEMENT

APPROACH

EXISTING

MEDIAN

CONCRETE

EXISTING

MEDIAN

CONCRETE

EXISTING

EXISTING DECK

~

�"

NOSING

POLYMER

PROPOSED

�"

�"

SECTION AT MEDIAN

�"

SILICONE JOINT SEALER

BACKER ROD

BACKER ROD

SILICONE JOINT SEALER 3"

NOSING

POLYMER

PROPOSED

AT THE TIME OF INSTALLATION

25% GREATER THAN JOINT OPENING

BACKER ROD HAVING A DIAMETER

PROFILE OF PROPOSED JOINT THRU MEDIAN

SILICONE JOINT SEALER, 2�" (WEST ABUT.)

SILICONE JOINT SEALER, 1�" (EAST ABUT.)

NOSING

POLYMER

PROPOSED

ITEM UNIT TOTAL

BILL OF MATERIALS

SILICONE JOINT SEALER, 1�" FOOT 58.0

SILICONE JOINT SEALER, 2�" FOOT 58.0

NOTES

(TYPICAL BOTH SIDES OF BOTH JOINTS)

�" CHAMFER, FULL WIDTH OF JOINT

CONCRETE DETAILS AND QUANTITIES.

CONCRETE SUPERSTRUCTURES & POLYMER 

SEE SHEETS 2-3 OF 8 FOR CONCRETE REMOVAL, 

REMOVAL.

DISPOSED OF.  COST INCLUDED IN CONCRETE 

STEEL ARMOR IS TO BE REMOVED AND PROPERLY 

THE EXISTING PREFORMED JOINT SEALER AND 


