EXISTING GROUND LINE

swsen INDICATES LIMITS OF SEEDING &
EROSION CONTROL BLANKET

GENERAL NOTES

IN GENERAL, ALL EARTH SURFACES DISTURBED DURING CON-
STRUCTION OPERATIONS SHALL BE SEEDED AND PLACE
EROSION CONTROL BLANKET UPON COMPLETION OF ALL
GRADING OPERATIONS.

FERTILIZER NUTRIENTS AND LIMESTONE SHALL BE APPLIED
TO ALL SEEDED AREAS AT THE RATES SPECIFIED IN THE
STANDARD PROVISIONS.

SECTIONS 250 AND 251 OF THE STANDARD SPECIFICATIONS
SHALL GOVERN THIS WORK EXCEPT AS SPECIFIED HEREIN OR
AS NOTED IN THE SPECIAL PROVISIONS.

SEEDING DETAIL

1 FT BEYOND

CONST LIMITS (TYP)

FILE NAME =

D774219-sht-deta1ls@l.dgn

USER NAME

= nhaasis

DESIGNED

NLH

REVISED

DRAWN

NLH

REVISED

STATE OF ILLINOIS

PLOT SCALE = @.1667 '/ 1n.

CHECKED

MTM

REVISED

DEPARTMENT OF TRANSPORTATION

PLOT DATE = 1/24/2014

DATE

1/24/2014

REVISED

SEEDING DETAIL

F.A.P.
RTE.

SECTION

COUNTY

TOTAL

SHEETS

SHEET
NO.

332

(12,82)B-1

WABASH

68

19

SCALE: N.T.S.

SHEET NO. 1 OF 1 SHEETS [ STA.

TO STA.
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