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STA. 18+62, 15’ LT

MG6

STA. 70+32, 16’ LT

ZF8

STA. 21+03, 15’ LT

ZE10

STA. 23+04, 15’ LT

ZF10

STA. 72+32, 16’ LT

ZE8

STA. 25+07, 15’ LT

ZE9

STA. 74+33, 16’ LT

ZF7

STEEL, 2 1/2" DIA. - 35’

UNDERGROUND CONDUIT GALVANIZED

STA. 76+34, 16’ LT

ZE7

STA. 27+01, 15’ LT

ZF9

STA. 80+86, 16’ LT

ZE6

NOTE 2

WITH PROPOSED 3 #2 AND 1 #4 GND, SEE

EXISTING CONDUIT EMBEDDED IN STRUCTURE,

NOTE 1

2 1/2" DIA. PVCC RGC, - 10’, SEE

AND CONDUIT ATTACHED TO STRUCTURE,

ATTACHED TO STRUCTURE 18"x12"x6"

JUNCTION BOX, STAINLESS STEEL,

NOTE 1

2 1/2" DIA. PVCC RGC, - 10’, SEE

AND CONDUIT ATTACHED TO STRUCTURE,

ATTACHED TO STRUCTURE 18"x12"x6"

JUNCTION BOX, STAINLESS STEEL,

3 #2 AND 1 #4 GND, SEE NOTE 2

STRUCTURE, WITH PROPOSED

EXISTING CONDUIT EMBEDDED IN

 1 1/2" DIA. UD (TYP)

E&F: 3 #2 & 1 #4 GND

 

ELECTRIC CABLE FROM CONDUIT" FOR EACH CABLE REMOVED.

EXISTING CABLES SHALL BE PAID FOR UNDER PAY ITEM "REMOVE

PRIOR TO INSTALLATION OF THE PROPOSED CABLES. REMOVAL OF THE

CONTRACTOR SHALL REMOVE THE EXISTING CABLES FROM THE CONDUIT

RGC NIPPLE AND 2�" DIA. PVCC RGC DOWN TO THE GROUND.

PROPOSED STAINLESS STEEL JUNCTION BOX WITH NEW 2" DIA. PVCC

PROPOSED JUNCTION BOX. CONTRACTOR SHALL THEN INSTALL THE

FOR THIS REMOVAL WORK SHALL BE INCLUDED IN THE COST OF THE

NIPPLE, AND CONDUIT RUNNING DOWN TO THE GROUND. THE COSTS

CONTRACTOR SHALL REMOVE THE EXISTING "LB" FITTING, CONDUIT1.

2.

NOTES:

STA. 78+37

ZF6

1 1/4" DIA. UD (TYP)

G: 3 #2 & 1 #4 GND

 1 1/4" DIA. UD

F: 2 #2 & 1 #4 GND

 1 1/4" DIA. UD

E: 2 #2 & 1 #4 GND

NB IL 171

SB IL 171

RAMP J

HINSDALE AVE

J
O
L
IE

T
 
R

D

RAMP K

B IL 171
 L

ZG8

ZH7 ZG7

ZH9

ZG10 ZH10
ZG11

ZH11

ZG12

ZH6

ZG6


