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~ PIER 5 ~ PIER 6 ~ PIER 7 ~ PIER 8

~ PIER 9

STA. 54+49.25
~ LIGHTING STD.

STA. 199+80.50
~ LIGHTING STD.

STA. 201+95.25
~ LIGHTING STD.

~ PIER 4

B SB IL 171L

LB RAMP E

~ PIER 41

~ PIER 42

~ PIER 40

~ PIER 39

STRUCTURE, 2" DIA. PVC
CONDUIT EMBEDDED IN

3 #2 AND 1 #4 GND SEE NOTE 1
METALLIC CONDUIT, 2" DIA. WITH
TO LIQUID-TIGHT FLEXIBLE NON-
2" DIA., PVCC, RGC (APPROX. 5’)
CONDUIT EMBEDDED IN STRUCTURE,

12"x12"x6"
ATTACHED TO STRUCTURE,
JUNCTION BOX, STAINLESS STEEL,

12"x12"x6", (2) AT EACH LOCATION
ATTACHED TO STRUCTURE,
JUNCTION BOX, STAINLESS STEEL,

3 #2 AND 1 #4 GND
2" DIA., PVCC, RGC, 2" DIA. WITH
CONDUIT ATTACHED TO STRUCTURE,

3 #2 AND 1 #4 GND
2" DIA., PVCC, RGC, 2" DIA. WITH
CONDUIT ATTACHED TO STRUCTURE,

12"x12"x6", (2) AT EACH LOCATION
ATTACHED TO STRUCTURE,
JUNCTION BOX, STAINLESS STEEL,

STRUCTURE, 2" DIA. PVC
CONDUIT EMBEDDED IN

STRUCTURE, 2" DIA. PVC
CONDUIT EMBEDDED IN

3 #2 AND 1 #4 GND SEE NOTE 1
METALLIC CONDUIT, 2" DIA. WITH
TO LIQUID-TIGHT FLEXIBLE NON-
2" DIA., PVCC, RGC (APPROX. 5’)
CONDUIT EMBEDDED IN STRUCTURE, 

N.T.S.

CONDUIT TRANSITION DETAILS - PLAN VIEW
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CONDUIT TRANSITION DETAILS - ELEVATION AT PIER 7 -

L

1.

NOTES:

TO STRUCTURE.
IN THE COST OF THE 2" PVCC RGC ATTACHED
THIS LIQUID-TIGHT CONDUIT SHALL BE INCLUDED

OF THE 2" PVC EMBEDDED CONDUIT.
JUNCTION BOX SHALL BE INCLUDED IN THE COST
EMBEDDED CONDUIT TO THE STAINLESS STEEL
THESE CONDUITS FOR TRANSITIONING FROM 2" PVC

2.

GND, SEE NOTE 2
CONDUIT, 2" DIA. WITH 3 #2 AND 1 #4
LIQUID-TIGHT FLEXIBLE NON-METALLIC

GND, SEE NOTE 2
CONDUIT, 2" DIA. WITH 3 #2 AND 1 #4
LIQUID-TIGHT FLEXIBLE NON-METALLIC

3 #2 AND 1 #4 GND
2" DIA., PVCC, RGC, 2" DIA. WITH
CONDUIT ATTACHED TO STRUCTURE,

12"x12"x6" (TYP)
ATTACHED TO STRUCTURE,
JUNCTION BOX, STAINLESS STEEL,

CONDUIT TO TRANSITION NORTH
ONE CONDUIT TO TRANSITION SOUTH AND ONE
(2 EACH APPROX 5’) WITH 3 #2 AND 1 #4 GND.
FLEXIBLE NON-METALLIC CONDUIT, 2" DIA.
PVCC RGC (2 EACH APPROX 5’) TO LIQUID-TIGHT
CONDUIT EMBEDDED IN STRUCTURE, 2" DIA.

STA. 54+49
WITH 3 #2 AND 1 #4 GND TO JUNCTION BOX NEAR
CONDUIT ATTACHED TO STRUCTURE, 2" DIA., PVCC, RGC,


