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STAGE CONSTRUCTION DETAILS SPANS 3 THRU 5

removed. See Note 2

Exist. conduits to be

CONTRACT 60J16 REMOVAL

LEGEND

NOTES:

Indicates Removal of Existing Concrete Deck No. 5.
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Parapet, typ.

42" F-Shape

CONTRACT 60J16 CONSTRUCTION
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5 Spa. at 7’-9" = 38’-9"    

4 Spa. at 8’-0" = 32’-0"

  

5 Spa. at 7’-9" = 38’-9"    

4 Spa. at 8’-0" = 32’-0"

to beams

Measured perpendicular to beams

Measured perpendicular

to beams

Measured perpendicular

 (Spans 3 thru 5 Looking Upstation)

 (Spans 3 thru 5 Looking Upstation)

Haunched ‘ Girder, typ.

Existing 48"-84" Web

Haunched ‘ Girder, typ.

Existing 48"-84" Web

Haunched ‘ Girder, typ.

Existing 48"-84" WebHaunched ‘ Girder, typ.

Existing 48"-84" Web

Do not anchor Temp. Concrete Barrier to exist. deck.

Conduit Removal Details.

corresponding new conduit and wiring. See Sheet SG54 for 

conduit with the installation of the new navigation lighting and 

and requirements. Coordinate the removal of the existing 

without interruption. See Lighting Plans for additional details 

girder. Note that the navigation lighting must remain in service 

power the existng navigation lighting attached to the fascia 

The existing conduit contains live electrical cables that 

noted otherwise.

All dimensions are measured perpendicular to \ IL-171 unless
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 Drain, typ.

6" } Floor

60J16 Construction

Varies 56’-7�" to 66’-2�" out to out deck

2% & Varies

1’-7" *

*

Shoulder

6’-0"

Lane

16’-0"

Gore

  

Lane

12’-0"

Lane

12’-0"

Shoulder

6’-0"

 

1’-7"

Varies 1’-5�" to 10’-10�"

Measured perpendicular to east girder

Measured perpendicular to \ Ramp F

Measured perpendicular to \ IL-171

to beams

Measured perpendicular

 Varies

2% &
Var.

See Sheet SG12 and maintenance of traffic sheets for more information.
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