
SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO. 1

                       

TOTAL

SHEETS

SHEET

NO.RTE.

                      

SHEET NO. 1  OF 3   SHEETS STA.            TO STA.            

FILE NAME

...\D160J16-sht-D1-ts-04a.dgn

tblankUSER NAME =

PLOT SCALE =  

PLOT DATE = 6/23/2014

=

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

   

   

   

F.A. .        

POST MOUNTED FLASHING BEACON

WITH PRECIPITATION DETECTOR

(NOT TO SCALE)

SIDE VIEW FRONT VIEW

30’ MIN.

2/C CABLE AND

1�" G.S. CONDUIT

IN TRENCH TO 

CONTROLLER AND

SERVICE

INSTALLATION

PAVEMENT

EDGE OF

5’ MIN RURAL

7’ MIN. URBAN

1-1/2" G.S. CONDUIT.
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TO ATTACH CONDUIT TO

POST

FLASHER (NEMA)

CONTROLLER CABINET

FLEXIBLE
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CONDUIT SIZE AS 
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4"X6" WOOD POST
AND SIGN EXISTING

METAL BRACKET
�"X3" LAG BOLTS
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DETECTOR

PRECIPITATION

DPD-12A

SIGNAL HEAD, 1-FACE, 1-SECTION

THE BOTTOM OF THE HOUSING
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W8-5 SIGN
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