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 EXISTING AND PROPOSED TYPICAL SECTIONS

~

12’ 12’ 12’ 12’ 

147TH ST.

VARIOUS 

 0’ TO 12’

~

12’ 12’ 12’ 12’ VARIOUS 

 0’ TO 12’

NO.

SHEET

EXIST. SLOPE

147TH ST.

74-RS-21602 COOK

60M02

6’ 6’ 

6’ 6’ 

EXIST. SLOPE

EXIST. SLOPE EXIST. SLOPE

74 12
3

6 6
3

1 47 2

4 1 102 12 1 4 2

EXIST. TYPICAL SECTION

PROP. TYPICAL SECTION

F.A.U.

LEGEND

PROPOSED GRADING AND SHAPING SHOULDERS

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

PROPOSED POLY. LEVELING BINDER (MACHINE METHOD), IL-4.75, N50, 1"

PROPOSED POLY. LEVELING BINDER (MACHINE METHOD), IL-4.75, N50, 3/4"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N70, 1 1/2"

EXISTING HOT-MIX ASPHALT AFTER MILLING, | 8"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4"

(VARIABLE DEPTH) (SEE BD-33)

PROPOSED PORTLAND CEMENT CONCRETE SURFACE REMOVAL, 

PROPOSED MEDIAN REMOVAL, PARTIAL DEPTH

EXISTING AGGREGATE SHOULDER

EXISTING COMB. CURB AND GUTTER

EXISTING MOUNTABLE CORRUGATED MEDIAN

EXISTING P.C.C. SIDEWALK, 5" (TYP.)

EXISTING P.C.C. PAVEMENT, | 8"
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STA. 155+88 TO STA. 162+18

STA. 141+24 TO STA. 152+69

STA. 155+88 TO STA. 162+18

STA. 141+24 TO STA. 152+69

147TH STREET (JUSTAMERE ROAD TO IL. ROUTE 50 / CICERO AVENUE)

1 �"

32


