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STABILIZED CONSTRUCTION ENTRANCE PLAN

NOTES:

1.Filter fabric shall meet the requirements of material specification

2.Rock or reclaimed concrete shall meet one of the following IDOT coarse

aggregate gradation, CA-1, CA-2, CA-3 or CA-4 and be placed according 

3.Any drainage facilities required because of washing shall be 

constructed according to manufacturers specifications.

4.If wash racks are used they shall be installed according to the

manufacturer’s specifications.
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NOTES:

1.Temporary sediment fence shall be installed prior to any grading work

in the area to be protected. They shall be maintained throughout the

construction period and removed in conjunction with the final grading 

2.Filter fabric shall meet the requirements of material specification 

Article 1080.02

3.Fence posts shall be either standard steel post or wood post with a

minimum cross-sectional area of 3.0 sq. in. 
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1. On erosion control paper, check slots, in ditch channel shall be 

spaced so that one occurs within each 50’ on slopes of more than 4% 

and less than 6%. On slopes of 6% or more, they shall be spaced so 

that one occurs within each 25’.

2. Staples are to be placed alternately, in columns approximately 2’ 

apart and in rows approximately 3’ apart. Approximately 175 staples  

are required per 4’x 225’ roll of material and 125 staples are 

3. Erosion control material shall be placed loosely over ground surface.

4.All terminal ends and transverse laps shall be stapled at 

approximately 12" intervals.
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Drive both posts a minimum of 18 inches into the ground and bury the flap.

a tight seal with the fabric material.

Rotate both posts at least 180 degrees in a clockwise direction to create 

fence.

Place the end post of the second fence inside the end post of the first 
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