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SUPERSTRUCTURE

BILL OF MATERIAL
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SECTION THRU PARAPET
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1 x 2 -#4 e (E) bar, Back Face
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 5/8 " } Backer Rod

PARAPET JOINT DETAILS

Const. Jt.

(Optional)

Const. Jt.

(Mandatory)

 1/2 " Preformed Self-Expanding Cork Joint Filler

according to Article 1051.07 of the Std. Spec.

Cost included with Concrete Superstructure.
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MINIMUM BAR LAP
(Parapet)

e (E) thru

e (E)

1 1/2 " cl.

min., typ.

 3/4 " Drip notch

full length
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c
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2 1/2 "

Rad.

Parapet joint

spacing

Aluminum sheeted joints

in base of parapet

7-#4 e(E) bars  See

Section thru Parapet

7-#4 e (E) bars

See Section thru

Parapet

7-#4 e (E) bars

See Section thru

Parapet

2 5/8 "

Rad.

Non-staining gray one component non-sag elastomeric

gun grade polyurethane sealant meeting the requirements

of ASTM C-920, Type S, Grade NS, Class 25, use T

with a  5/8 " backer rod.

SECTION A-A

~ Brg.
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Measured along

~ beam

Hatched area to be poured

after superstructure forms

have been removed.  Quantity

of concrete included with

Concrete Superstructure.  b(E)

a (E)3

Approach

slab

Varies:  1/4 " min., 3" max.
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#4 bar = 2’-0"

#8 bar = 5’-2"

Const. Jts. at Piers  1/8 " Aluminum sheet

ASTM B 209 alloy 3003-H14 coated to

minimize reaction with wet concrete.  Cost

included with Concrete Superstructure
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231-#5 d(E) bars at 11" cts.

210’-5 1/2 " End to end parapet

3 spaces at 18’-0" = 54’-0" 10’-8 3/4 " 11’-0"
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1 x 2 -#8 e (E) bar, Front Face4
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1 x 2 -#8 e (E) bar, Front Face7

1 x 2 -#4 e (E) bar, Back Face9

Symmetrical

about ~ Span 2

7-#4 e (E) bars  See

Section thru Parapet
3

2 spaces at 14’-9" = 29’-6"

e(E) bars typical in 18’-0" segments

e (E) bars typical in 14’-9" segments
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SUPERSTRUCTURE DETAILS

STRUCTURE NO. 079-0020
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BAR x(E)

For details of expansion

joint, see sheet 24 of 26.
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x(E)

#5 x(E) bars at 1’-0" cts.

lapped with b(E) bars

1’-11 1/8 "

along ~ roadway
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x (E)

x (E)
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  Bars indicated thus 1 x 2 -#8 etc. indicates

1 line of #8 bars with 2 lengths per line.

  Place x (E) and x (E) bars parallel to beams.1 2

7-#5 x (E) bars 

spaced  at 1’-0" cts. 

between beams

at W. Abutment.

7-#5 x (E) bars 

spaced  at 1’-0" cts.

between beams

at E. Abutment

1

2

***

*** Tilt x (E) and x (E) bars as

required to maintain clearance.
1 2


