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2 EXISTING HMA BASE COURSE WIDENING 9"

EXISTING HMA BASE COURSE WIDENING 8"3
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5 EXISTING HMA SHOULDERS 6"

EXISTING PCC BASE COURSE WIDENING 7"

6

7

8

EXISTING CURB & GUTTER, TYPE B-6.24
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805 3RS-1,(5,7-1)RS-3 CLINTON

CONTRACT NO. 76G31

EXISTING HMA RESURFACING | 5"

EXISTING HMA RESURFACING | 7 �"9

10

PROPOSED BITUMINOUS MATERIALS (PRIME COAT)
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PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B
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14

PROPOSED HMA SHOULDERS, 2 �"

15

PROPOSED LEVELING BINDER (MACHINE METHOD),  �"

16

LEGEND
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12 1313 141517 1718 18

18 PROPOSED THERMOPLASTIC PAVEMENT MARKING

M.P. 5.10 TO M.P. 5.16

MIX CHART

** TOP LIFT SHOULDERS - DESIGN THIS MIX AT 2.0% VOIDS AND ADD ASPHALT TO REDUCE VOIDS TO 1.5%.

OF 112 LB/SQ YD/IN (59.8 KG/SQ M/25 MM THICKNESS).

 USEMIXTURE

AC/PG  64-22PG

 VOIDS AIRDESIGN

 COMPOSITIONMIX

 MIXTURE)(GRADATION

 AGGFRICTION  "D"MIXTURE  "B"MIXTURE

PLAN QUANTITIES FOR HOT-MIX ASPHALT SURFACE COURSE ITEMS ARE CALCULATED USING A UNIT WEIGHT

IL 9.5

4.0% @ Ndes=70

F.D. PATCHING

4.0% @ Ndes=70

IL 19.0 F.G.

LEVEL BINDER

 64-22PG

4.0% @ Ndes=70

MIXTURE "C"

PG64-22

RAP % (MAX) SEE SPEC. SEE SPEC. SEE SPEC.

PROGRAM

QUALITY MGMT
QCP QCP QC/QA

SHOULDERS > 2.25"

 64-22PG

SEE SPEC.

2.0% @ Ndes=70

NMAS 3/4"

QC/QA

SURFACE

18

M.P. 3.65 TO M.P. 4.41

M.P. 4.64 TO M.P. 4.81

RESURFACING OMISSION: M.P. 5.16 TO M.P. 5.19 (IL 127)

19

� "/FT. � "/FT.

IL 9.5 F.G.

1
�

"

PROPOSED HMA SURFACE REMOVAL, VARIABLE DEPTH

PROPOSED HMA SURFACE REMOVAL 2 �"

PROPOSED HMA SURFACE COURSE, MIX D, N70 1 �"
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M.P. 0.16 TO M.P. 3.47

M.P. 0.00 TO M.P. 0.16

EXISTING HMA SHOULDERS 8"
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INCIDENTAL

 64-22PG

SEE SPEC.

4.0% @ Ndes=70

IL 9.5 F.G.

MIXTURE "C"

QC/QA

RESURFACING OMISSION: M.P. 3.47 TO M.P. 3.65 (SN. 014-0071)

SHEET NO. 1 OF 4 SHEETS

PROPOSED SHOULDER RUMBLE STRIPS, 8"


