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805 3RS-1,(5,7-1)RS-3 CLINTON

CONTRACT NO. 76G31
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EXISTING PCC PAVEMENT 6"-9"-6"1

2 EXISTING HMA BASE COURSE WIDENING 9"

EXISTING HMA BASE COURSE WIDENING 8"3

4

5 EXISTING HMA SHOULDERS 6"

EXISTING PCC BASE COURSE WIDENING 7"

6

7

8

EXISTING CURB & GUTTER, TYPE B-6.24

EXISTING HMA RESURFACING | 5"

EXISTING HMA RESURFACING | 7 �"9

10

PROPOSED BITUMINOUS MATERIALS (PRIME COAT)

11

12

PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

13

14

PROPOSED HMA SHOULDERS, 2 �"

15

PROPOSED LEVELING BINDER (MACHINE METHOD),  �"

16

LEGEND

17

18 PROPOSED THERMOPLASTIC PAVEMENT MARKING

19

PROPOSED HMA SURFACE REMOVAL, VARIABLE DEPTH

PROPOSED HMA SURFACE REMOVAL 2 �"

PROPOSED HMA SURFACE COURSE, MIX D, N70 1 �"

EXISTING HMA SHOULDERS 8"

SHEET NO. 2 OF 4 SHEETS

PROPOSED SHOULDER RUMBLE STRIPS, 8"


