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RAIL POST DETAILS

VIEW B-B SECTION A-A

 Base of post shall be

  anchor rods. Front face

* 2-�’’} Threaded

  anchor rods. Back face.

* 2-�’’} Threaded
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** 5-#5 v(E) bars at |12’’ cts.

5-#4 u(E) bars at |12’’ cts.

Typ. ea. face.

3-#5 h(E) bars.
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Bar No. Size Length Shape

Cu. Yd.

Epoxy Coated

Reinforcement Bars,

Concrete Structures

#524

#520v(E) 2’-4’’

Pound

3’-8’’

0.60

h(E)

(4 WINGS)

BILL OF MATERIAL

190

#420u(E) 3’-5’’
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PARAPET AND RAILING MODIFICATIONS
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  Reinforcement bars designated (E) shall be epoxy coated.

will be paid for the quantity actually furnished at the unit price bid for the work.

additional compensation for a change in scope of the work, however, the Contractor

to construction or ordering of materials.  Such variations shall not be cause for

details affecting new construction and make necessary approved adjustments prior

construction variations.  The Contractor shall field verify existing dimensions and

  Plan dimensions and details relative to existing plans are subject to nominal

NOTES

BOND42

SHEET NO. 1 OF 1 SHEETS

PROPOSED PLAN

deck

End of

LOCATION PLAN

N

A  - Parapet and railing modification

AA

AA

Concrete Structures.

to be cut & capped. Cost included with

Hatched area indicates existing rail elements

  shall be according to the manufacturer’s specifications.

  Article 509.06 of the Standard Specifications. Embedment

  rods (ASTM A193, B7 or equivalent), according to

* The Contractor shall drill and set stainless steel anchor

bearing pad

�’’ Fabric

of parapet

Front face

for �’’} cap screws.

(stnl. stl.) Drill and tap

EXPIRES 11-30-2014

PRE-FINAL

DATE:  6/12/2014

** v(E)

  Standard Specifications.

  holes according to Article 584 of the 

** Epoxy grout v(E) bars in 9’’ min. 

A

A

included with Concrete Structures.

Rail post to be relocated. Cost
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of parapet

Front face


