TRAFFIC SIGNAL LEGEND

CENERAL  NOTES ITEM EXISTING PROPOSED
1. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO VERIFY ALL DIMENSIONS CONTROLLER CABINET = >4
AND CONDITIONS EXISTING IN THE FIELD PRIOR TO ORDERING MATERIALS AND UNINTERRUPTIBLE POWER SUPPLY EUPS UPS
BEGINNING CONSTRUCTION. THIS SHALL INCLUDE LOCATING THE MAST ARM
FOUNDATIONS AND VERIFYING THE MAST ARMS LENGTHS. SERVICE INSTALLATION, of -
(P) POLE OR (G) GROUND MOUNT
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LOCATES. THE CONTRACTOR SHALL CALL 'JULIE' AT (800) 892-0123 FOR FIELD
LOCATIONS OF BURIED UTILITIES (48 HOURS NOTIFICATION REQUIRED). SIGNAL HEAD WITH BACKPLATE = .
- 3. THE CONTRACTOR SHALL CHECK THE PROPOSED TRAFFIC SIGNAL EQUIPMENT PEDESTRIAN SIGNAL HEAD g 1
% LOCATIONS FOR OVERHEAD UTILITY CONFLICTS. THE CONTRACTOR SHALL PEDESTRIAN PUSHBUTTON DETECTOR
® COORDINATED ANY CONFLICTS WITH THE UTILITY COMPANIES AND THE RESIDENT
O, ! '
z ENGINEER BEFORE ORDERING MATERIALS. DETECTOR LOOP, TYPE I L]
4. THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY PREFORMED DETECTOR LOOP IEI
\ COMPANIES, LOCAL GOVERNMENT AGENCIES AND IDOT. VIDEO DETECTION CAMERA Y
\ STEEL MAST ARM ASSEMBLY AND POLE o— o—
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