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THIS DETAIL TO BE USED IN CONJUNCTION WITH STATE STANDARD 424001.

THE MAXIMUM ALLOWABLE CROSS SLOPE FOR SIDEWALK IS 2%        .

THE MAXIMUM ALLOWABLE SIDEWALK GRADE IS 8%        . IF SPACE

LIMITATIONS PROHIBIT THE USE OF THE 1:12 SLOPE, THEN SLOPES BETWEEN 1:10

ARE 1:12 ARE PERMITTED FOR A MAXIMUM RISE OF 150   . SLOPES 1:8 AND 1:10

ARE ALLOWED FOR A MAXIMUM RISE OF 75   . SLOPES STEEPER THAN 1:8 ARE

NOT PERMITTED.

THE DEPRESSED CURB IS NOT STANDARD. THE RISE IS 13    INSTEAD OF 40     .

(INCHES)ALL DIMENSIONS ARE IN MILLIMETERS

UNLESS OTHERWISE NOTED.

DISABLED RAMP DETAIL
FOR TYPE A

SEE STANDARD 424001

FOR THE DETAIL OF SIDE CURB

& SEE PLANS FOR RAMP TYPE.
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DISABLED RAMP DETAIL FOR TYPE A     60.2

ALL DIMENSIONS ARE IN MILLIMETERS        UNLESS

OTHERWISE NOTED.
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Tablet constructed in

rock ledge or concrete.

Use pure cement and

water or approved epoxy

to seal marker tablet

in rock ledge, concrete

pavement or structure.

Hole shall be 40

diameter.

See DETAIL A 

Ground surface 

DETAIL A
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GENERAL NOTES

PERMANENT SURVEY

MARKER, TYPE II
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A A

SECTION AA

2.5"

.12"

.5"

RED OR ORANGE

FIBERGLASS POST

A WITNESS MARKER SHALL BE INSTALLED 

WITHIN 1’ OF ALL PERMANENT SURVEY 

MARKERS TYPE II EXCEPT IN AREAS WHERE 

THE MARKER IS IN THE SIDEWALK.  THIS 

WORK WILL BE INCLUDED TO THE CONTRACT 

UNIT PRICE PER EACH FOR PERMANENT 

SURVEY MARKERS, TYPE II.

TYPE II

TYPE II

CAST-IN-PLACE MARKER

WITNESS MARKER & PERMANENT SURVEY MARKERS, TYPE II     66.2

PERMANENT SURVEY MARKERS, TYPE II

WITNESS MARKER FOR PERMANENT
SURVEY MARKERS, TYPE II

WITNESS POST

PLEASE DO

NOT DISTURB

NEARBY

WITNESS POST

PLEASE DO

NOT DISTURB

NEARBY

Cement or 

approved epoxy 
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