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REINFORCEMENT

GEOTECHNICAL
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GEOTECHNICAL
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1:4

1’-6"
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  COAT): 0.000286 TONS/SQ. YD.

BITUMINOUS MATERIALS (PRIME

ALL HMA: 112 LBS./SQ. YD./IN.

MIX "C", N50

SURFACE COURSE, 

1�" HOT-MIX ASPHALT

MIX "C", N50

SURFACE COURSE, 

1�"HOT-MIX ASPHALT

MIX "C", N50
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1�" HOT-MIX ASPHALT

MIX "C", N50

SURFACE COURSE, 

1�" HOT-MIX ASPHALT

    SEE GENERAL NOTES.

  REFER TO PLAN & PROFILE FOR LAYOUT AND COLOR.

STA. 736+01.7 TO STA. 739+00.0 (RT)

STA. 736+26.7 TO STA. 739+00.0 (LT)

**

    SEE GENERAL NOTES.

  REFER TO PLAN & PROFILE FOR LAYOUT AND COLOR.

STA. 739+00.0 TO STA. 740+00.0

**

N50

(MACHINE METHOD),

LEVELING BINDER

2’-8�" TO 1�" (VAR.)
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SEEDING,
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SHLDR LANE LANE SHLDR

STANDARD 21.4

REFER TO DISTRICT 2

STA. 738+80.7

STA. 737+00.0 TO

(AGGREGATE DITCH)

FILTER FABRIC

STANDARD 21.4

REFER TO DISTRICT 2

STA. 738+80.7

STA. 737+00.0 TO

(AGGREGATE DITCH)

STONE RIPRAP, CLASS A4
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