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LINE OF CIP CONC FOOTING

BYND - SEE STRUCTURAL

34'-0"

11'-10"

2'-4"

2'-2"

1" MIN. DRAINAGE CAVITY BETWEEN

BACKUP WALL AND VENEER (TYP.)

PLASTIC WEEP TUBE W/ COTTON WICK &

SCREEN INSERT (TOP & BOTTOM OF WALL);

BOD- H&B #341W/S

1" CHAMFER (TYP ALL EXPOSED OUTSIDE

CORNERS)

LANDSCAPE AREA

SEE LANDSCAPE

PLANTING PLAN

AGGREGATE BASE

CONCRETE FOOTING

- SEE STRUCTURAL

FINISHED GRADE

PRECAST CAP W/ 

1

2

" CAMPFER @ OUTSIDE

CORNERS

EMBEDDED METAL FLASHING W/DRIP EDGE

SET IN BED OF MASTIC, OVERLAP ENDS

1

2

" MORTAR SETTING BED - SEE DETAIL

1

2

" MORTAR MAT IN CAVITY; BOD- CAVCLEAR

CONCRETE MASONRY UNIT (CMU) WALL -

SEE STRUCTURAL

SEE

STRUCT

1"
1"

ALUMINUM I-BEAM POWDER COATED IN

PMS COLOR #154

ALUMINUM CAST METAL LETTERS FOR

SECURING TO I-BEAM. LETTERS TO HAVE

STUD BOSSES W/ 7" THREADED STANDOFFS &

THRU BOLT FROM BACK SIDE; COLOR - MATTE

WHITE

ALUMINUM LETTERS BOLTED TO I-BEAM ON

TOP & CONC BASE ON BOTTOM W/

CONCEALED FASTENERS (POP-REVIT ON BACK

SIDE) COLOR - MATTE WHITE (TYP.)
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CAST IN PLACE

CONCRETE - SEE

STRUCTURAL
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22'-2"

11'-10" 2'-2"
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1"
11'-10"
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10'-8"11'-6"

ALUMINUM I-BEAM POWDER COATED IN

PMS COLOR #154

5

8

" Ø ADHESIVE ANCHOR, TYP. W/ 6" MIN.

EMBEDDED INTO EVERY OTHER CMU BLOCK.

2'-2"

4" W NOM SANDSTONE VENEER W/ 

3

8

"

EXPOSED CONCAVE MORTAR JOINTS.

COLOR AND PATTERN TO BE SELECTED BY

ENGINEER AS COORDINATED W/ OWNER/

LANDSCAPE ARCHITECT PRIOR TO

FABRICATION

1" MIN. DRAINAGE CAVITY BETWEEN

BACKUP WALL AND VENEER (TYP.)

REINFORCEMENT FOR CMU WALL - SEE

STRUCTURAL

PLASTIC WEEP TUBE W/ COTTON WICK &

SCREEN INSERT (TOP & BOTTOM OF WALL

@ 16" OC); BOD- H&B #341W/S

1" CHAMFER (TYP ALL EXPOSED OUTSIDE

CORNERS)

SURFACE MOUNTED ADJUSTABLE

MASONRY VENEER ANCHORS @ 16" OC;

BOD - H&B DW-10 + 3" VEE BYNA-TIE

1

2

" MORTAR MAT IN CAVITY; BOD- CAVCLEAR

THRU WALL RUBBERIZED ASPHALT FLASHING

W/ STAINLESS STEEL DRIP (TYP) - SEE DTL

CONCRETE MASONRY UNIT (CMU) WALL -

SEE STRUCTURAL

LANDSCAPE AREA

SEE LANDSCAPE

PLANTING PLAN

FINISHED GRADE

ALUMINUM CAST METAL LETTERS FOR

SECURING TO I-BEAM. LETTERS TO HAVE

STUD BOSSES W/ 7" THREADED STANDOFFS

& THRU BOLT FROM BACK SIDE; COLOR -

MATTE WHITE
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CAST IN PLACE

CONCRETE - SEE

STRUCTURAL

AGGREGATE BASE

CONCRETE FOOTING

- SEE STRUCTURAL
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2'-2"

5
"

2'-2"

1

2

"Ø X 6" SS TREADED DOWELS, TYP

6" O.C. EPOXY BOTH DIRECTION

FOUR (4) PER CAP

4" W NOM SANDSTONE VENEER W/ 

3

8

"

EXPOSED CONCAVE MORTAR JOINTS.

COLOR AND PATTERN TO BE SELECTED BY

ENGINEER AS COORDINATED W/ OWNER/

LANDSCAPE ARCHITECT PRIOR TO

FABRICATION

1" MIN. DRAINAGE CAVITY BETWEEN

BACKUP WALL AND VENEER (TYP.)

REINFORCEMENT FOR CMU WALL - SEE

STRUCTURAL

PLASTIC WEEP TUBE W/ COTTON WICK &

SCREEN INSERT (TOP & BOTTOM OF WALL);

BOD- H&B #341W/S

1" CHAMFER (TYP ALL EXPOSED OUTSIDE

CORNERS)

2'-2"

1'-4"

CAST IN PLACE

CONCRETE - SEE

STRUCTURAL

LANDSCAPE AREA

SEE LANDSCAPE

PLANTING PLAN

AGGREGATE BASE

CONCRETE FOOTING

- SEE STRUCTURAL

FINISHED GRADE
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SURFACE MOUNTED ADJUSTABLE

MASONRY VENEER ANCHORS

SEE STRUCTURAL NOTES ON SHEETS 17 &

21

PRECAST CAP W/ 

1

2

" CAMPFER @ OUTSIDE

CORNERS

EMBEDDED METAL FLASHING W/DRIP EDGE

SET IN BED OF MASTIC, OVERLAP ENDS

1

2

" MORTAR SETTING BED - SEE DETAIL
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" MORTAR MAT IN CAVITY; BOD- CAVCLEAR

THRU WALL RUBBERIZED ASPHALT FLASHING

W/ STAINLESS STEEL DRIP (TYP) - SEE DTL

CONCRETE MASONRY UNIT (CMU) WALL -

SEE STRUCTURAL

SEE

STRUCT
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GENERAL  NOTES

STRUCTURAL CONNECTION OF I-BEAM TO COLUMN. SEE

STRUCTURAL DRAWINGS. CONTRACTOR SHALL SUBMIT

SHOP DRAWINGS  TO ENGINEER FOR APPROVAL PRIOR TO

FABRICATION.

GENERAL SIGN NOTES

1. CONTRACTOR SHALL VERIFY EXISTING CONDITIONS

WHERE APPLICABLE TO THE WORK, AND SHALL

NOTIFY THE COMMISSIONER OF DISCREPANCIES IN

THE FIELD CONDITIONS IN WRITING PRIOR TO

FABRICATION OR MOBILIZATION OF WORK FORCE.

WRITTEN NOTICE SHALL INCLUDE, BUT NOT BE

LIMITED TO, DATE, REFERENCES TO CONSTRUCTION

DOCUMENTS, AND CONTRACTOR'S

RECOMMENDATION FOR RECTIFYING DISCREPANCIES.

2. DRAWINGS DESCRIBE THE DESIGN INTENT FOR FINAL

SIZE, APPEARANCE AND CONFIGURATION OF

ELEMENTS. CONTRACTOR SHALL PROVIDE, INSTALL

AND BE RESPONSIBLE FOR: THE FINAL ENGINEERING

OF THE ELEMENTS, CONNECTIONS AND ANCHORAGE

SYSTEMS FOR THE ELEMENTS, AND FINAL ASSEMBLY

TO ACHIEVE ORIGINAL DESIGN INTENT.

3. MANUFACTURER WILL PROVIDE DESIGN AND SHOP

DRAWINGS OF SIGNAGE ITEMS:

3.1. INDICATING DIMENSIONS, MATERIALS, FINISHES,

FASTENINGS, ANCHORAGE, JOINING, SEALING,

BACKING

3.2. INDICATING ALL GRAPHIC ELEMENTS

3.3. ADDITIONAL ELEMENTS REQUIRED TO CLEARLY

CONVEY THE FABRICATING AND INSTALLATION

REQUIREMENTS

3.4. DESIGN CALCULATIONS

4. NO FABRICATION SHALL BEGIN PRIOR TO RECEIVING

APPROVAL BY COMMISSIONER.

5. CONTRACTOR TO PROVIDE MOCK UPS OF PANEL

ASSEMBLIES

6. ALL HARDWARE SHALL BE PAINTED TO MATCH COLOR

OF THE PAINTED METAL WORK/ GRAPHIC BEING

ATTACHED OR AS OTHERWISE INDICATED IN

DRAWINGS

7. ALL WELDS TO BE GROUND SMOOTH FOR A

SEAMLESS APPEARANCE

8. APPLY ALL PAINT FINISHES IN STRICT ACCORDANCE

WITH MANUFACTURER'S INSTRUCTIONS

COMPRESSIBLE JOINT FILLER; CONTINUOUS B/W

MASONRY VENEER AND STONE COPING ABOVE

JOINT SEALANT WITH BACKER ROD, SEE SEALANT

SCHEDULE; DO NOT SEAL OVER WEEPS

ROUND PLASTIC WEEP HOLES WITH COTTON WICK

AND SCREEN, 24" O.C.

EMBEDDED METAL FLASHING W/DRIP EDGE SET IN

BED OF MASTIC, OVERLAP ENDS

EMBEDDED

SELF-ADHESIVE

RUBBERIZED

ASPHALT FLASHING

CAST STONE UNIT, DRY-TAMPED, COPING

ANCHOR FOR STONE, STAINLESS STEEL

U.N.O., DELEGATED DESIGN

3
/
8

"

4" NOM STONE VENEER

MASONRY MAT (

1

2

") , COORDINATE HEIGHT

WITH ANCHOR SPACING

CIP CONC WALL

COMPRESSIBLE JOINT FILLER; CONTINUOUS B/W

MASONRY VENEER AND STONE COPING ABOVE

JOINT SEALANT WITH BACKER ROD, SEE SEALANT

SCHEDULE; DO NOT SEAL OVER WEEPS

ROUND PLASTIC WEEP HOLES WITH COTTON WICK

AND SCREEN, 24" O.C.

EMBEDDED METAL FLASHING W/DRIP EDGE SET IN

BED OF MASTIC, OVERLAP ENDS

EMBEDDED SELF-ADHESIVE

RUBBERIZED ASPHALT FLASHING

2" MIN.

BEARING

2" MIN.

BEARING

ALUMINUM I-BEAM POWDER COATED IN PMS

COLOR #154

ADHESIVE ANCHOR EMBEDDED INTO CMU

BLOCK

1

2
" MIN.

1

2
" MIN.

3
/
8

"

4" NOM STONE VENEER

MASONRY MAT (

1

2

") , COORDINATE HEIGHT

WITH ANCHOR SPACING

CIP CONC WALL

4" W NOM SANDSTONE VENEER

W/ 

3

8

" EXPOSED CONCAVE

MORTAR JOINTS.  COLOR AND

PATTERN TO BE SELECTED BY

ENGINEER AS COORDINATED W/

OWNER/ LANDSCAPE

ARCHITECT PRIOR TO

FABRICATION

1

2

" MORTAR MAT IN CAVITY; BOD-

CAVCLEAR

PLASTIC WEEP TUBE W/

COTTON WICK & SCREEN

INSERT (TOP & BOTTOM OF

WALL); BOD- H&B #341W/S

PREFORMED STAINLESS STEEL

DRIP EDGE - SET IN MASTIC

THRU WALL RUBBERIZED

ASPHALT FLASHING W/ TERM

BAR OR COMPATIBLE SEALANT

(CONTRACTOR'S OPTION)

8
"

CAST IN PLACE (CIP) CONCRETE

WALL

2" MIN.

BEARING

2" MIN.

BEARING
1

2
" MIN.

1

2
" MIN.
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MONUMENT SIGN SECTION 1

3/4"= 1' -0"

1

MONUMENT SIGN PLAN

1/4"= 1' -0"

5

MONUMENT SIGN SECTION 3 (COLUMN)

3/4"= 1' -0"

3

MONUMENT SIGN ELEVATION

1/4"= 1' -0"

4

MONUMENT SIGN SECTION 2

3/4"= 1' -0"

2

MONUMENT SIGN DETAILS

FLASHING DETAIL @ CAST COPING

3"= 1' -0"

7

FLASHING DETAIL @ ALUMINUM BEAM

3"= 1' -0"

6

TYPICAL FLASHING DETAIL

3"= 1' -0"

8
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PRECAST STONE CAP

1/2" CHAMFER (TYP.)

4
'
-
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"

2'-1"

2
'
-
0
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(
M

I
N

.
)

4" TH. SINGLE CORE

INSULATED & REINFORCED

ALUMINUM PANEL

COLOR: PAINTED

IN PMS  COLOR #1815

(PANTONE MATCHING SYSTEM).

CONTRACTOR SHALL PROVIDE

COLOR SAMPLE FOR

APPROVAL PRIOR TO

FABRICATION

CONCRETE BASE

1/2" TH. ALUMINUM PANEL

FINISH: CLEAR ANODIZED

CONTRACTOR SHALL PROVIDE

SAMPLE FOR APPROVAL

PRIOR TO FABRICATION

1
4
'
-
2
"

2'-0"

1'-7"

3'-11"

7"

FINISHED GRADE

5"

A

A

B

B

C

C

2" MIN. HT.

2"

1
'
-
1
0
"

5
"

2'-11"

E
Q

.

2
"

4" W NOM SANDSTONE VENEER W/ 

3

8

"

EXPOSED CONCAVE MORTAR JOINTS.

COLOR AND PATTERN TO BE SELECTED BY

ENGINEER AS COORDINATED W/ OWNER/

LANDSCAPE ARCHITECT PRIOR TO

FABRICATION

3

4

" THK ALUMINUM CAST METAL

LETTERS FOR SECURING TO CONC

BACKUP WALL (5 

1

2

" OFFSET).

LETTERS TO HAVE 

5

8

" DEPTH STUD

MOUNTED STANDOFFS; EPOXY

ANCHOR INTO CONCRETE; COLOR -

BY ENGINEER

3

4

" THK ALUMINUM METAL MUNICIPAL

LOGO FOR SECURING TO CONC

BACKUP WALL (5 

1

2

" OFFSET).

LETTERS TO HAVE 

5

8

" DEPTH STUD

MOUNTED STANDOFFS; EPOXY

ANCHOR INTO CONCRETE

1
8
'
-
0
"

1 2

"

1'-0" 1'-0" 1'-0"

ANCHOR SPACING

AD
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4" TH. SINGLE CORE

INSULATED & REINFORCED

ALUMINUM PANEL OR SIM

APPROVED

COLOR: PAINTED

IN PMS  COLOR #1815

(PANTONE MATCHING SYSTEM).

CONTRACTOR SHALL PROVIDE

COLOR SAMPLE FOR

APPROVAL PRIOR

TO FABRICATION

1/2" TH. ALUMINUM PANEL

FINISH: CLEAR ANODIZED

CONTRACTOR SHALL PROVIDE

SAMPLE FOR APPROVAL

PRIOR TO FABRICATION

CONCRETE BASE

1
4
'
-
2
"

4
'
-
7
"

PER DELEGATED DESIGN,

PROVIDE TWO ALUMINUM

PANELS.

HARDWARE TO BE PAINTED TO

MATCH THE PANEL COLOR AS

INDICATED.

1

2

" ALUMINUM ANGLE, 2'-6" IN

LENGTH WELDED TO PANEL.

ONE (1) PER  EACH SIDE

OF EACH PANEL (2 TOTAL)

3

4

" Ø ADHESIVE ANCHOR, TYP.

WITH 12" MIN. EMBEDMENT.

2'-4"

2'-2"

FINISHED GRADE

METAL FLASHING UNDER

CAP

1

4

" X 

1

4

" DRIP GROOVE

1

2

" MORTAR SETTING BED

5

1 2

"

3

4

" THK ALUMINUM CAST

METAL LETTERS FOR

SECURING TO CONC

BACKUP WALL (5 

1

2

"

OFFSET). LETTERS TO

HAVE 

5

8

" DEPTH STUD

MOUNTED STANDOFFS;

EPOXY ANCHOR INTO

CONCRETE; COLOR - BY

ENGINEER

3

4

" THK ALUMINUM METAL

MUNICIPAL LOGO FOR

SECURING TO CONC

BACKUP WALL (5 

1

2

"

OFFSET). LETTERS TO

HAVE 

5

8

" DEPTH STUD

MOUNTED STANDOFFS;

EPOXY ANCHOR INTO

CONCRETE

HOT DIP GALVANIZED

ANGLES TO RECEIVE 4"

TH. ALUMINUM PANEL.

SEE STRUCTURAL.

CONTRACTOR SHALL

SUBMIT SHOP DRAWING

FOR APPROVAL

PRIOR TO FABRICATION

1
4

'
-
2

"

2'-2"

FINISHED GRADE

RECOMMENDED METAL

TIE REINFORCING IN

DOVETAIL SLOTS AT

REGULAR HORIZONTAL

AND VERTICAL SPACING

2'-4"

3

4

" THK ALUMINUM CAST METAL

LETTERS FOR SECURING TO CONC

BACKUP WALL (5 

1

2

" OFFSET).

LETTERS TO HAVE 

5

8

" DEPTH STUD

MOUNTED STANDOFFS; EPOXY

ANCHOR INTO CONCRETE; COLOR -

BY ENGINEER

3

4

" THK ALUMINUM METAL MUNICIPAL

LOGO FOR SECURING TO CONC

BACKUP WALL (5 

1

2

" OFFSET).

LETTERS TO HAVE 

5

8

" DEPTH STUD

MOUNTED STANDOFFS; EPOXY

ANCHOR INTO CONCRETE

8/SH13

7/SH13

4" TH. SINGLE CORE

INSULATED & REINFORCED

ALUMINUM PANEL

COLOR: PAINTED

IN PMS COLOR #1815 (PANTONE

MATCHING SYSTEM).

CONTRACTOR SHALL PROVIDE

COLOR SAMPLE FOR APPROVAL

PRIOR TO FABRICATION

1/2" TH. ALUMINUM PANEL

FINISH: CLEAR ANODIZED

CONTRACTOR SHALL

PROVIDE SAMPLE FOR

APPROVAL

PRIOR TO FABRICATION

3'-6"3'-10"
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-

1
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"
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'
-
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4

'
-
2

"
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'
-
7

"

3
"

GRAPHIC PANEL NOTES:

1. GRAPHICS PANEL SHALL BE

THERMAL OR WATER JET CUT

1/2" ALUMINUM PANEL.

2. DIGITAL VECTOR GRAPHICS

FILE OF ARTWORK CAN BE

PROVIDED BY COMMISSIONER

AT CONTRACTOR'S REQUEST.

3. CONTRACTOR TO SUBMIT

SCALED MOCKUP OF

GRAPHICS PANEL CONTAINING

ALL COLORS TO BE UTILIZED IN

FINAL FULL SIZE GRAPHICS

FOR APPROVAL PRIOR TO

FINAL PRODUCTION. SIZE OF

MOCKUP SHALL BE AS

APPROVED BY ENGINEER.
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-
0
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6'-0"

1'-0"

4
"

6"

E
Q

.
E

Q
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3'-11"

5"

1'-8"

2'-6"

1/2" TH. ALUMINUM PANEL

FINISH: CLEAR ANODIZED

4" TH. ALUMINUM PANEL

COLOR: PAINTED

IN PMS  COLOR #154.

SEE NOTE ABOVE

4" NOM SANDSTONE VENEER W/ 

3

8

"

EXPOSED CONCAVE MORTAR

JOINTS

CONCRETE CORE

CONTRACTOR SHALL SUBMIT SHOP

DRAWINGS FOR APPROVAL PRIOR

TO FABRICATION.

3'-6"

2
'
-
2
"

CONCRETE BASE

D
D

GENERAL SIGN NOTES

1. CONTRACTOR SHALL VERIFY EXISTING CONDITIONS WHERE APPLICABLE TO THE WORK,

AND SHALL NOTIFY THE COMMISSIONER OF DISCREPANCIES IN THE FIELD CONDITIONS IN

WRITING PRIOR TO FABRICATION OR MOBILIZATION OF WORK FORCE.  WRITTEN NOTICE

SHALL INCLUDE, BUT NOT BE LIMITED TO, DATE, REFERENCES TO CONSTRUCTION

DOCUMENTS, AND CONTRACTOR'S RECOMMENDATION FOR RECTIFYING DISCREPANCIES.

2. DRAWINGS DESCRIBE THE DESIGN INTENT FOR FINAL SIZE, APPEARANCE AND

CONFIGURATION OF ELEMENTS. CONTRACTOR SHALL PROVIDE, INSTALL AND BE

RESPONSIBLE FOR: THE FINAL ENGINEERING OF THE ELEMENTS, CONNECTIONS AND

ANCHORAGE SYSTEMS FOR THE ELEMENTS, AND FINAL ASSEMBLY TO ACHIEVE ORIGINAL

DESIGN INTENT.

3. MANUFACTURER WILL PROVIDE DESIGN AND SHOP DRAWINGS OF SIGNAGE ITEMS:

3.1. INDICATING DIMENSIONS, MATERIALS, FINISHES, FASTENINGS, ANCHORAGE, JOINING,

SEALING, BACKING

3.2. INDICATING ALL GRAPHIC ELEMENTS

3.3. ADDITIONAL ELEMENTS REQUIRED TO CLEARLY CONVEY THE FABRICATIONG AND

INSTALLATION REQUIREMENTS

3.4. DESIGN CALCULATIONS

4. NO FABRICATION SHALL BEGIN PRIOR TO RECEIVING APPROVAL BY COMMISSIONER.

5. CONTRACTOR TO PROVIDE MOCK UPS OF PANEL ASSEMBLIES

6. ALL HARDWARE SHALL BE PAINTED TO MATCH COLOR OF THE PAINTED METAL WORK/

GRAPHIC BEING ATTACHED OR AS OTHERWISE INDICATED IN DRAWINGS

7. ALL WELDS TO BE GROUND SMOOTH FOR A SEAMLESS APPEARANCE

8. APPLY ALL PAINT FINISHES IN STRICT ACCORDANCE WITH MANUFACTURER'S

INSTRUCTIONS
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VERTICAL SIGN ELEVATION

3/4"= 1' -0"

1

VERTICAL SIGN SECTION A - A

3/4"= 1' -0"

2

VERTICAL SIGN SECTION B - B

3/4"= 1' -0"

3

VERTICAL SIGN PLAN

3/4"= 1' -0"

5

VERTICAL SIGN METAL SIGN DETAIL

3/4"= 1' -0"

4

VERTICAL SIGN DETAIL 1
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