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~ Dowel 

Rods

1’-6"

10"

2’-4"
10"

Existing dowel

rod spacing (Typ.)

PLAN

1’-0" 1’-0" 1’-0" 1’-1"

1’-1"

Proposed dowel rod

spacing (Typ.)
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~ Roadway & Stage

Constr. Line

N

2 
1/

2 
"

End of 

Deck Beams

End of 

approach slabh(E)

Burn existing dowel rods 

flush with existing abutment 

surface. Grind existing dowel

rods smooth and seal with epoxy. 

Cost is included with Precast 

Prestressed Concrete Deck Beams 

(17" Depth)

9"

48" Beam

9"

36" Beam

1’-10"

48" Beam

36" Beam
9

"

Bk. of W. Abut.

Sta. 606+98.54

 1/2 " x 2 1/2 " PJF

out to out beams

6
"

7
"

A

A

ELEVATION

Stage Constr. Jt.3-#5 h(E) bars, each face

Elev. 597.81 Elev. 597.81Elev. 598.09

SECTION A-A

1’-0" 2’-9"

h(E)

Bk. of

Abut.

6"

1 1/2 " cl.

(Typ.)

Bar No. ShapeSize Length

BILL OF MATERIAL

Concrete Structures

Pound

Cu. Yd.

Reinforcement Bars,

Epoxy Coated

h(E) 12 #5

#538u(E)

18’-2"

4’-1"

Notes:

  Concrete structures shown are to be poured after Concrete

Wearing Surface is in place and cured.

  See Sheet 9 of 17 for Fabric Bearing Pad Details.

Fabric Bearing Pad

1-9" x  1/2 " x 1’-3 1/2 "

Fabric Bearing Pad

1-9" x  1/2 " x 1’-5 1/2 "

exterior edge of

exterior beams only

Fabric Bearing Pad

1-9" x  1/2 " x 2’-11"

(Typ. btw. 48" beams)

Fabric Bearing Pad

1-9" x  1/2 " x 2’-9"

(Typ. btw. 36" & 

48" beams)

Fabric Bearing Pad

1-9" x  1/2 " x 2’-7"

(Typ. btw. 36" beams

except as noted)

Approach

Slab

1’
-1

1 
1/

4 
"

3-#5 h(E) bars, each face

2.7

390

T/Exist. Wingwall

Elev. 597.70|

(Typ.)
6-bar splicers (E)

for #5 bars

~ Roadway at back

of abutment backwall

(West Abutment)

(Concrete wearing surface and approach pavement not shown)

Bar splicers (E)

1’-2 5/8 "

(Typ.)

(Dimensions at Rt. {’s)

18’-7"18’-5"

Stage II ConstructionStage I Construction

u(E)

u(E)

BAR u(E)

1’-8’’

9
’’

19-#5 u(E) bars at 12" cts.19-#5 u(E) bars at 12" cts.

Existing

reinf. bars
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Consulting Engineers

LIN ENGINEERING,LTD.

Chatham, Illinois

HANCOCK
F.A.P.

685

115

BR-1

Contract #72A90

IL ROUTE 9 OVER

CAMP CREEK

F.A.P. ROUTE 685 - SECTION 115 BR-1

HANCOCK COUNTY

STA. 607+43.00

STRUCTURE NO. 034-0061
Date: 04/2007
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