
 1/2 " IN 10’

MAXIMUM

(SEE PLANS FOR LOCATIONS)

PROPOSED 1 1/2 " TO 0"

HMA SURFACE 

REMOVAL - BUTT JOINT

PROPOSED HOT MIX ASPHALT SURFACE

COURSE, SUPERPAVE, MIX "C", N50

EXISTING PAVEMENT W/ OVERLAY
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REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

CHECKED BY JRBDATE 05/05/07

DRAWN BY JCW

SPECIAL DETAILS

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

                    

TOTAL

SHEETS

SHEET

NO.RTE.

F.A.U.

685

CONTRACT NO. 72A90

44HANCOCK 36

BUTT JOINT DETAIL

1 1/2 " HMA SURFACE CSE

30’

1 1/2 " MIN SAWCUT

EXISTING GRADE LINE

PROPOSED RESURFACING

GRADE LINE

IL9/IL94 INTERSECTION DETAIL

115(BR-1)

6

GRAPHIC SCALE IN FEET

0’10’ 10’

~ SURVEY & CONSTRUCTION

FAP 685 (IL RTE 9)

1
3
’

1
3
’

4
’

4
’

~ SURVEY & CONSTRUCTION

FAP 514 (IL RTE 94)

13’ 13’4’
4’

PROPOSED GUARDRAIL

(SEE SCHEDULE)

PROPOSED AGGREGATE

SHOULDER 

PROPOSED HOT-MIX-ASPHALT

BASE COURSE WIDENING, 10"

PROPOSED AGGREGATE

SHOULDER 

PROPOSED GUARDRAIL

(SEE SCHEDULE)

+
1
4
.0

91^38’00"

STA 605+62.78 (IL RTE 9) =

STA 5+02.16 (IL RTE 94)

+29.9

PAINT PAVEMENT MARKING-

LINE 5" (WHITE)

PAINT PAVEMENT MARKING-

LINE 24" (WHITE)

PAINT PAVEMENT MARKING-

LINE 5" (WHITE)

PAINT PAVEMENT MARKING-

LINE 24" (WHITE)

PAINT PAVEMENT MARKING-

LINE 5" (WHITE)

PAINT PAVEMENT MARKING-

LINE 5" (DOUBLE YELLOW)

PAINT PAVEMENT MARKING-

LINE 5" (SOLID YELLOW)

PAINT PAVEMENT MARKING-

LINE 5" (YELLOW SKIP-DASH)

PAINT PAVEMENT MARKING-

LINE 5" (WHITE)

16’

12’

6
’

6’

1
2
’

3’

1

10

11

7

6

5

9

4

8

3

2

X

X
X

1 605+78.30 18.00’ RT ISLAND CORNER

PT. NO.     STA.     OFFSET         COMMENT

2

3

4

5

6

8

9

10

11

7

ISLAND CORNER

ISLAND CORNER

ISLAND CORNER

ISLAND CORNER

CTR 2’ R

CTR 3’ R

CTR 2’ R

18.00’ RT605+91.39

22.00’ RT605+91.39

32.54’ RT605+80.71

32.60’ RT605+78.71

27.21’ RT605+82.56

23.00’ RT605+83.44

22.00’ RT605+87.83

48.36’ RT605+76.16

12.00’ RT605+75.12

12.00’ RT606+16.57

PROPOSED
AGGREGATE
SHOULDER

PROPOSED

HMA

WIDENING

PROPOSED

BRIDGE 

APPROACH

PAVEMENT

PROPOSED
HMA
WIDENING

+
6
5
.5

+
6
2
.7

MATCH PROPOSED THRU

EDGE OF PAVEMENT

E
X

IS
T
IN

G
 9

0
’ 
R

PROPOSED M-6.06

CURB & GUTTER

PROPOSED M-6.24

CURB & GUTTER

PAINT PAVEMENT MARKING-

LINE 5" (WHITE)

STRIPE CORNER

STRIPE CORNER

STRIPE CORNER

+
2
9
.0

PAINT PAVEMENT MARKING-

LINE 5" (SOLID DOUBLE YELLOW)

NOTE: ISLAND MEDIAN SHALL 

BE CONSTRUCTED SUCH 

THAT GUTTER EDGES MATCH

PROPOSED 1 1/2 " RESURFACING

R = 8’-250’

O=6.4’

STA 6+04.25

13.00’ LT

STA 606+36.90

22.41’ RT
STA 606+65.70

16.08’ RT

PROPOSED HOT-MIX-ASPHALT

BASE COURSE WIDENING, 10"

+

C-C 80’ R

STA 6+04.25

93.00’ LT

+

C-C 250’ R

STA 607+04.86

263.00’ RT

PROPOSED HOT-MIX-ASPHALT

BASE COURSE WIDENING, 10"

 605+00

 606

 6


