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DETAIL A DETAIL B

6" Topsoil Placement

Turf Reinforcement Mat

Mat shall include material to assist 

with vegetation establishment
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*The Anchoring of the TRM shall be according

 to the manufacturer’s recommendations
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~ Proposed Channel

~ Wetland Berm
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Channel Excavation

Embankment

Placement

Topsoil 
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35’-0"

20’

10’

Elev. 587.0

Top of Wetland Berm

Elev. 584.5

built during Phase 1

Top of Access Road

Elev. varies

6" Topsoil Placement

in place for Phase 2 construction

Phase 1 Erosion Barrier to remain

3
’|

Channel Bottom Elev. 

varies 571 to 579.5

 

Riprap shall be extended across channel if no rock is encountered

1’

See Detail A

See Detail B

 

(assumed case)

(not quantified)

30" Stone Riprap, Class A7 with 12" Bedding from dam to Riffle #1

Estimated top of weathered limestone

Proposed channel bottom

Control Blanket

Heavy Duty Erosion 

Showing channel between dam and Riffle #1Showing channel upstream of Riffle #1

(Symmetrical about ~)(Symmetrical about ~)

TYPICAL SECTION

(Looking Upstream)

35’-0"

2

1

2

1

17’-6" 17’-6"

SECTION A-A

(See Sheet 5)

Existing ground line

Channel Excavation

Elev. 579.00

~ Proposed Wetland Bypass Channel

**
**

**Seeding, Class 4B and Heavy Duty Erosion Control Blanket

22" Stone Riprap, Class A5 with 8" Bedding 


