
PRECAST REINFORCED CONCRETE FLARED END SECTION

INVERT ELEVATION LOCATION

OFFSET LOCATION

 

RIM ELEVATION LOCATION

OFFSET LOCATION

~

DRAINAGE STRUCTURE TYPE 4

~
OFFSET AND RIM ELEVATION LOCATION

MANHOLE TYPE A

OFFSET AND RIM ELEVATION LOCATION

INLET TYPE A

OFFSET LOCATION

RIM ELEVATION LOCATION

MANHOLE TYPE A 6’-8’ DIA

2.55’ OFFSET FOR 15" & 18" STORM SEWER

2.30 OFFSET FOR 21" & 24" STORM SEWER

SEE DRAINAGE PLANS FOR DIRECTION OF

OFFSET REQUIRED TO AVOID LIGHT POLES

AND SIGN FOUNDATIONS
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INLET TYPE A

6", 8" OR 10" STORM SEWER

PROTECTED OR STORM SEWER

SPECIAL

FIELD TILE JUNCTION VAULT, 2’ DIA

TYPE 1 FRAME, CLOSED LID

RIM ELEVATION TO MATCH

PROPOSED GRADE SHOWN

ON PLAN

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

  *   TAZEWELL 
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SHEETS
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NO.RTE.

90-[14R;(14HB-4,14,14HVB)BR]
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